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RADIAL EXPANSION OF TUBULAR MEMBERS 

Cross Reference To Related Applications 
This application claims the benefit of the filing date of U.S. provisional patent 
application serial number 60/212.359. attorney docket number 25791.38. laed on 

5 June 19. 2000. the disclosure of which is incorporated herein by reference. 

This appHcation is a continuation-in-part of the following cb-pending patent 
applications: (1) U.S. utility patent application serial no. 09/454,139, attorney docket 
no. 25791.3.02. filed on 12/3/1999, which claimed the benefit of the filing date of 
U.S. provisional patent appficatlon no. 60/111.293, attorney docket na 25791.3, 
10 filed on 12/7/1998; (2) U.S. utility patent application serial no. 09/510.913, attorney 
docket no. 25791.7.02, filed on 2/23/2000. which claimed the benefit of the filing 
date of U.S. proyisk)nal application no, 60/121.702, filed on 2/25/1999; (3) U.S. 
utility patent applicatton serial no. 09/502,350, attorney docket no. 25791.8.02, filed 
on 2/10/2000, vtfhich claimed the benefit of the filing date of U.S. provisional 

15 applicatfon no. 60/119,611, attorney docket no. 25791.8; (4) U.S. utility patent 
applicatton serial no. 09/440,338. attorney docket no. 25791.9.02, filed on 
11/15/1999, whfch claimed the benefit of tt» filing date of U.S; provisional 
appHcation no. 60/108,558. attorney docket no. 25791.9. filed on 11/16.1998; (5) 
U.S. provistonal patent application no. 60/183,546, filed on 2/18/2000; (6) U.S. utility 

20 patent application no. 09/523,460, attorney docket no. 25791.11.02, filed on 
3/10/2000, which claimed the benefit of Uie filing date of U.S. provisional application 
no. 60/124.042. filed on 3/11/1999; (7) U.S. utility patent application no. 09/512.895. 
attorney docket no. 25791.12.02. filed on 2/24/2000, which claimed tt»e benefit of 
tiie filing dates of U.S. provisional application no. 60/121.841. attorney docket no. 

25 25791.12. filed on 2/26/1999 and U.S. provisional application no. 60/154,047. 
attorney docket no. 25791.29, filed on 9/16/1999; (8) U.S. utility application no. 
09/511.941. attorney docket no. 25791.16.02. filed on 2/24/2000. which claimed ttie 
benefit of Oie filing date of U.S. provisional serial no. 60/121.907. attomey docket 
no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent application no. 09/588.946. 

30 attomey docket no. 25791 .17.02, filed on 6/7/2000, which claimed Vne benefit of ttie . 
filing date of U.S. provisional patent application serial no. 60/137,998. attomey 
docket no. 25791.17. filed on 6/7/1999; and (10) U.S. utility patent application no. 
.09/559.122. attomey docket no. 25791.23.02. filed on 4/26/2000. which claimed ttie 
benefit of the fiHng date of U.S. provistonal application no. 60/131,106. attomey 
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docket no. 25791.23. filed on 4/26/1999. Applicants incorporate by reference the 
disclosures of these applications. 

This application is related to the following co*pending patent applications: 
(1 1) U.S. provisional application no. 60/146.203, attorney docket no. 25791.25. filed 
5 on 7/29/1999; (12) U.S. provisional application no. 60/143,039, attorney docket no. 
25791.26, filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162,671. attorney docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039, attorney docket no. ,25791 .36, filed on 10/12,1999; (15) 
U.S. provisional patent application no. 60/159,033, attorney docket no. 25791.37. 
10 filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 
attorney docket no. 25791.39, filed on 11/12/1999. Applicants incorporate by 
reference the disclosures of these applications. 

Background of the Invention 
This invention relates generally to wellbore casings, and in particular to 
1 5 wellbore casings that are formed using expandable tubular members. 

Conventionally, when a wellbore is created, a number of casings are 
installed in the borehole to prevent collapse of the borehole wall and to prevent 
urKlesired outflow of drilling fluid into the formation or inflow of fluid from the 
fomnation into the borehole. The borehole is drilled In internals whereby a casing 
20 which is to be installed in a lower borehole interval is lowered through a previously 
installed casing of an upper borehole interval. As a consequence of this procedure 
the casing of the lower interval is of smaller diameter than the casing of the upper 
interval. Thus, the casings are in a nested arrangement with casing diameters 
decreasing in downward direction. Cement annuli are provided between the outer 
25 surfaces of the casings and the borehole wall to seal the casings from the borehole 
wall. As a consequence of this nested arrangement a relatively large borehole 
diameter is required at the upper part of the wellbore. Such a large borehole 
diameter involves increased costs due to heavy casing handling equipment, large 
drill bits and increased volumes of drilling fluid and drill cuttings. Moreover, 
30 increased drilling rig time is involved due to required cement pumping, cement 
hardening, required equipment changes due to large variations in hole diameters 
drilled in the course of the well, and the large volume of cuttings driDed and 
removed. 

The present invention is directed to overcoming one or more of the 
35 limitations of the existing procedures for forming wellbores. 
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Summary of the Invention 
According to one aspect of the present invention, a method of coupling an 
expandable tubular member to a preexisting structure is provided that includes 
positioning the tubular member and an expansion cone within the preexisting 
5 structure, anchoring the tubular member to the preexisting stmclure, axially 
displacing the expansion cone relative to the tubular member by pulling the 
expansion cone through the tubular member, and lubricating the interface between 
the expansion cone and the tubular memt^r. 

According to another aspect of the present invention, a method of coupling a 
10 tubular member to a preexisting structure is provided that includes positionirig the 
tubular member and an expansion cone within the preexisting stmcture, anchoring 
the tubular member to the preexisHng structure, and axially displacing the expansion 
cone relative to the tubular member by pulling tiie expansion cone through \he 
tubular member. The tubular member includes: an annular member, including: a 
15 wall thickness that varies less ttian about 8 %, a hoop yield strength that varies less . 
than about 10 %, imperfections of less ttnan about 8 % of the wall thickness, no 
bilure for radial expansions of up to about 30 %. and no necking of ttie walls of the 
annular memljer for radial expansions of up to about 25%. Q 

According to another aspect of the present invention, a method of coupling a 
20 tubular member to a preexisting structure is provided ttiat includes injecting a 
lubricating fluid into the preexisting structure, positioning the tubular member and an 
expansion cone wiOiin tiie preexisting structure, anchoring the tubular member to 
the preexisting structure, and axially displacing tiie expansion cone relative to the 
tubular member by pulling the expansion cone ttirough the tubular member. 
25 According to anottier aspect of the present invention, a mettiod of coupling 

an expandable tubular member to a preexisting structure is provided ttiat includes 
positioning the expandable tubular member and an expansion cane within the 
preexisting structure, anchoring the expandable tubular member to tine preexistinig 
structure and axially displacing the expansion cone relative , to the expandable 
30 tubular member by pulling ttie expansion cone through the expandable tubular 
member. The expandable tubular member includes: a first tubular member, a 
seoorKi tubular member, and a ttireaded connection for coupling the first tubular 
memt>er to the second tubular member. The threaded connection includes: one or 
more sealing members for sealing the interfece between the first and second tubular 
35 members. 
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According to another aspect of the present invention, a method of coupling 
an expandable tubular member to a preexisting structure is provided that includes 
positioning the expandable tubular member and an expansion cone within the 
preexisting structure, anchoring the expandable tubular member to the preexisting 

5 structure, and axially displacing the expansion cone relative to the expandable 
tubular member by pulling the expansion cone through the expandable tubular 
member. The expandable tubular member includes a plurality of tubular members 
having threaded portions that are coupled to one another by the process of. coating 
the threaded portions of the tubular members with a sealant^ coupling the threaded 

1 0 portions of the tubular members and curing the sealant. 

According to another aspect of the present invention, a method of coupling a 
tubular member to a preexisting sbructure is provided that includes positioning tiie 
tubular member and an expansion cone wittiin the preexisting structure!, anchoring 
the tubular member to the pree)dsting stmcture, and axially displadng ttie expansion 

15 cone relative to ttie tubular member by pulling the expansion cone through the 
expandable tubular member. The tubular member includes: a pair of rings for 
engaging the preexisting structure, and a sealing element positioned between the 
rings for sealing ttie interface between the tubular member and the preexisting 
structure. 

20 According to another aspect of the present invention, a method of coupling a 

tubular member to a preexisting structure is provided that includes positioning the 
expandable tubular member and an expansion cone within the preexisting structure, 
anchoring the expandable tubular member to the preexisting structure, and axially 
displacing the expansion cone relative to the expandable tubular member by pulling 

25 the expansion cone ttirough the expandable tubular member. The tubular member 
includes one or more slots. 

According to another aspect of the present invention, a method of coupling a 
tubular memt)er to a preexisting structure is provided that irududes positioning the 
expandable tubular mend>er and an expansion cone within the preexisting structure, 

30 anchoring the expandable tubular member to tiie preexisting structure, and axially 
displacing the expansion cone relative to the expandable tubular member by pulling 
the expansion cone through the expandable tubular menrit>er. The tubular member 
includes: a first preexpanded portion, an intermediate portion coupled to the first 
preexpanded portion including a sealing element, and a second preexpanded 

35 portion coupled to the intermediate portion. 

4 
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According to another aspect of the present invention, a method of coupling a 
tubular meml)er to a preexisting structure is provided that includes positioning the 
expandable tubular member and an expansion cone within the preexisting stnjcture, 
anchoring the expandable tubular member to the' preexisting structure, and axially 

5 displacing the expansion cone relative to the expandable tubular member by pulling 
the expansion cone through the expandable tubular member by applying an axial 
force to the expansion cone* The axial force includes: a substantially constant axial 
force, and an increased axial force. 

According to another aspect of the present invention, a method of coupling a 

10 tubular member to a preexisting structure is provided that includes positioning the 
tubular member and an expansion cone within the preexisting structure, anchoring 
the tubular member to ttie preexisting structure, and axially displacing the expansion 
cone relative to the expandable tubular member by pushing and pulling the 
expansion cone through the expandable tubular member. 

1 5 According to another aspect of the present invention, a method of coupling a 

tubular member to a preexisting structure is provided that includes positioning the 
tubular member and an expansion cone within the preexisting structure, anchoring 
the tubular member to the preexisting stoicture. axially displacing the expansion 
cone relative to the tubular member by pulling the expansbn cone through the 

20 expandable tubular member, and Injecting a curable fluidic sealing material t>etween 
the tubular member and the preexisting structure prior to axially displadng the 
expansion cone. 

According to another aspect of the present invention, a method of coupling a 
tubular member to a preexisting structure is provided that includes 

25 positioning the tubular member and an expansion cone within the preexisting 
structure, anchoring the tubular member to the preexisting structure by increasing 
the size of the expansion cone, and axially displacing the expansion cone relative to 
the tubular member by pulling the expansion cone through the tubular member. 

According to another aspect of the present invention, a method of coupling a 

30 tubular member to a preexisting structure is provided that includes positioning the 
tubular member and an expansion cone within the preexisting structure, anchoring 
the tubular member to the preexisting structure by heating a portion of the tubular 
memb^. and axially displacing the expansion cone relative to the tubular member 
by pulling the expansion cone through the tubular member. 
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According to another aspect of the present invention, a method of coupling 
an expandable tubular member to a preexisting stmcture is provided that includes 
positioning the expandable tubular member, an expansion cone, and an anchoring 
device within the preexisting structure, positioning the anchoring device above the 
5 expansion cone, anchoring the expandable tubular member to the preexisting 
structure using the anchoring device, and axially displadng the expansion cone. 

According to another aspect of the present invention, a method of coupling 
an expandable tul)ular member to a preexisting staiclure is provided that includes 
positioning the tubular member and an expansion cone within the preewstlng. 
10 structure, explosively anchoring the tubular member to the preexisting stmcture, and 
axially displacing the expansion cone relative to the tubular member. 

According to another aspect of the present invention, a method of coupling 
an expandat>le tubular to a preexisting stmcture is provided that includes fi>dng the 
position of an expansion cone within the preexisting structure, driving the 
15 expandable tubular mentber onto the expansion cone In a first direction, and axially 
displadng the expansion cone in a second direction relative to the expandable 
tubular member. The first and second directions are different 

According to another aspect of the present invention, a method of coupling 
an expandable tubular member to a pree^sting structure is provided that indudes 
20 pladng the expandable tubular, an expansion cone, and a resilient anchor within the 
preexisting structure, releasing the resilient anchor, and axially displacing the 
expansion cone within the* expandable tubular member. 

According to another aspect of the present inventiOT, a method of coupling 
an expandable tubular member to a preexisting structure is provided that indudes 
25 pladng the expandable tubular memt)er, an expansion cone, and an anchor into the 
preexisting structure, and anchoring the expandable tubular member to the 
preexisting structure by: pivoting one or more engagement elements, and axially 
displadng the expansion cone. 

According to another aspect of the present invention, a method of coupling 
30 an expandable tubular member to a preexisting structure is provided that indudes 
pladng the expandable tubular member and an expansbn cone into the preexisting 
structure, pladng a quantity of a fiuidic material onto the expandable tubular 
member to anchor the expandable tubular member to the preexisting structure, and 
axially displadng the expansion cone. 
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According to another aspect of the present invention, a method of coupling 
an expandable tubular member to a preexisting structure is provided that includes 
positioning the expandable tubular member and an expansion cone into the 
preexisting structure, anchoring the expandable tubular member to the preexisting 

5 structure by injecting a quantity of a hardenable fluidic material into the preexisting 
structure, at least partially curing the hardenable fluidic sealing material, and axially 
displacing the expansion cone. 

According to another aspect of the present invention, a method of coupling 
an expandable tubular member to a preexisting structure is provided that includes 

10. placing the expandable tubular member and an expansion cone within the 
preexisting structure and applying an axial force to the expandable tubular member 
in a downward direction. 

According to another aspect of the present invention, a method of coupling 
an expandable tubular member to a preexisting structure is provided that includes 

15 placing the expandable tubular member and an expansion cone within the 
preexisting structure, injecting a quantity of a first fluidic material having a first 
density into the region of the preexisting stmcture outside of the expandable tubular 
member, and injecting a quantity of a second fluidic material having a second 
density into a portion of the expandable tubular member below the expansion cone. 

20 The second density is greater than the first density. 

According to another aspect of the present invention, a method of coupling 
an expandable tubular member to a preexisting structure is provided that includes 
placing the expandable tubular member and an expansion cone into the preexisting 
structure, anchoring the expandable tubular member to the preexisting structure, 

25 applying an axial force to the expansion cone, and pressurizing an interior portion of 
the expandable tubular member below the expansion cone. 

According to anotfier aspect of the present invention, a method of coupling 
an expandable tubular rinember to a preexisting structure is provided that includes 
placing the expandable tubular member and an expansion cone into the preexisting 

30 structure and applying an axial force to the expandatrte tubular member. 

According to another aspect of the present invention, an apparatus for 
coupling a tubular member to a preexisting structure is provided that includes an 
expandable tubular member, an anchoring device adapted to. couple the expandable 
tubular member to the preexisting structure, and an expansion cone movably 

35 coupled to the expandable tubular member and adapted to radially expand the 
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expandable tubular member, including: a housing including a tapered first end and a 
second end, one or more grooves formed In the outer surface of the tapered first 
end, and one or more axial flow passages fluidicly coupled to the grooves. 

According to another aspect of the present Invention, an apparatus for 

5 coupling an expandable tubular member to a preexisting structure is provided that 
Includes an expandable tubular member, an anchoring device adapted to couple the 
expandable tubular member to the preexisting structure, and an expansion cone 
nrK>vably coupled to the expandable tubular member and adapted to radially expand 
the expandable tubular member. The expandable tubular member includes: an 

10 annular member, having: a wall thickness that varies less than about 8 %. a hoop 
yield strength that varies less than about 10 %, imperfections of less than about 8 % 
of the wall thickness, no foilure for radial expansions of up to about 30 %, and no 
necking of the walls of the annular member for radial expansions of up to about 
25%. 

15 According to another aspect of the present invention, an apparatus for 

coupling an expandable tubular member to a pree)dsting structure is provided that 
includes an expandable tubular member, an anchoring device adapted to couple the 
expandable tubular member to the preexisting structure, and an expansion cone 
movably coupled to the expandable tubular member and adapted to radially expand 

20 the expandable tubular member. The expandable tubular member includes: a first 
tubular member, a second tubular member, and a threaded connection for coupling 
the first tubular member to the second tubular member, the threaded connection 
including: one or more sealing members for sealing the interface between the first 
and second tubular members. 

25 According to another aspect of the present invention, an apparatus for 

coupling an expandable tubular member to a preexisting structure is provided that 
includes an expandable tubular member, an anchoring device adapted to couple the 
expandable tubular member to the preexisting stru^re, and an expansion cone 
movably coupled to the expandat>le tubular memt)er and adapted to radially expand 

30 the expandable tubular member. The expandable tubular member includes: a layer 
of a lubricant coupled to the interior surface of the tubular member. 

According to another aspect of the present inventbn, an apparatus for 
coupling an expandable tubular member to a preexisting structure is provided that 
includes an expandable tubular member, an anchoring device adapted to couple the 

35 expandable tubular member to the preexisting structure, and an expansion oone 

8 
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movably coupled to the expandable tubular member and adapted to radially expand 
the expandable tubular member. The expandable tubular member Includes: a pair 
of tubular members having threaded portions coupled to one another, and a quantity 
of a sealant within the threaded portions of the tubular members. 

5 According to another aspect of the present Invention, an apparatus for 

coupling an expandable tubular member to a preexisting structure is provided that 
tndudes an expandable tubular member, an anchoring device adapted to couple the 
expandable tubular member to the preexisting structure, and ari expansion cone 
movably coupled to th& expandable tubular member and adapted to radially expand 

10 the expandable tubular member. The expandable tubular member includes: a pair 
of rings for engaging the preewsting structure, and a sealing element positioned 
between the rings for sealing the interface between the tubular member and the 
preexisting structure. 

According to another aspect of the present invention, an apparatus for 

15 coupling an expandable tubular member to a preexisting structure is provided that 
includes an expandable tubular member, an anchoring device adapted to couple the 
expandable tubular member to the preexisting structure, and an expansion cone 
movably coupled to the expandable tubular nnember and adapted to radially expand 
the expandable tubular member, the expandable tubular member includes one or 

20 more slots. 

According to another aspect of the present invention, an apparatus for 
coupling an expandable tubular member to a preexisting structure is provided that 
includes an expandable tubular member, an anchoring device adapted to couple the 
expandable tubular member to the preexisting structure, and an expansion cone 

25 movably coupled to the expandable tubular rhember and adapted to radially expand 
the expandable tubular member. The expandable tubular member includes: a first 
preexpanded portion, an intermediate portion coupled to the first preexpanded 
portion including a sealing element, and a second preexpanded portion coupled to 
the Intenmediate portion. 

30 According to another aspect of the present invention, an apparatus for 

coupling an expandable tubular member to a preexisting structure Is provided that 
includes an expandable tubular member, an anchoring device adapted to couple the 
expandable tubular member to the preexisting structure, an expansion cone 
movably coupled to the expandable tubular member and adapted to radially expand 
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the expandable tubular member, and a valveable fluid passage coupled to the 
anchoring device. 

According to another aspect of the present Invention, an apparatus for 
coupling an expandable tubular member to a preexisting structure is provided that 

5 includes a first support member, a second support member coupled to the first 
support member, an expansion cone coupled to the first support member, an 
expandable tubular member coupled to the expansion cone, and an anchoring 
device coupled to the second support member adapted to couple the expandable 
tubular member to the preexisting structure. The anchoring device is posftioned 

10 above the expansion cone. 

According to another aspect of the present invention, an apparatus for 
coupling an e)cpandable tubular member to a preexisting structure is provided that 
includes a first support member, a second support member coupled to the first 
support meniber, an expansion cone coupled to the first support member, an 

15 expandable tubular member coupled to the expansion cone, and an explosive 
anchoring device coupled to the second support member adapted to couple the 
expandable tubular member to the preexisting structure. 

According to another aspect of the present invention, an apparatus for 
coupling an expandable tubular member to a preexisting structure is provided that 

20 includes a support member, an expandable expansion cone coupled to the support 
member, arKi an expandable tubular member coupled to the expansion cone. 

According to another aspect of the present invention, an apparatus for 
coupling an expandable tubular member to a preexisting structure is provided that 
includes a support member, an expandable expansion bone coupled to the support 

25 member, and an expandable tubular member coupled to the expandable expansion 
cone. 

According to another aspect of the present invention, an apparatus for 
coupling an expandable tubular to a preexisting stmcture is provided that includes a 
support member, an expansion cone coupled to the support member, an 
30 expandable tubular member coupled to the expansion cone Including one or more 
shape mennory metal inserts, and a heater coupled to the support member in 
opposing relation to the shape memory metal inserts. 

According to another aspect of the present invention, an apparatus for 
coupling an expandable tubular member to a preexisting structure is provided that 
35 includes a support memt>er, an expansion cone coupled to the support member, an 

10 
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expandable tubular member coupled to the expandable expansion cone, and a 
resilient anchor coupled to the expandable tubular member. 

According to another aspect of the present invention, an expandable tubular 
member is provided that includes: an expandable tubular body, one or nfK>re resilient 
5 panels coupled to the expandable tubular body, and a release memb^ releasably 
coupled to the resilient panels adapted to controllably release the resilient panels. 

According to another aspect of the present invention, an apparatus for 
coupling an expandable tubular member to a preexisting structure is provided that 
includes a support member, an expansion cone coupled to the support member, an 
10 expandable tubular member coupled to ttie expandable expansion cone, and an 
anchor coupled to the expandable tubular member, including: one or more spikes 
pivotally coupled to the expandable tubular member for engaging the preexisting 
structure. 

According to anottier aspect of the present invention, an apparatus for 

15 coupling an expandable tubular member to a preexisting structure is provided tiiat 
includes a support memt)er» an expansion cone coupled to the support mernber. an 
expandat)l6 tubular member coupled to the expandable expansion cone, and an 
anchor coupled to the expandable tubular memt>er, including: one or more petal 
baskets pivotally coupled to the expandable tubular member. 

20 According to another aspect of the present invention, an apparatus for 

coupling an expandable tubular member to a preexisting structure is provided that 
includes a support m^ber, an expansion cone coupled to the support member, an 
expandable tubular member coupled to the expansion cone, including: a slotted 
portion provided at one end of the expandable tubular member. 

25 According to anottier aspect of the present invention, an apparatus for 

coupling an expandable tubular memt)er to a preexisting structure is provided that 
includes a support member, an expansion cone, an expandable tubular member 
coupled to the expansion cone, a coupling device coupled to the support member 
and an end portion of the expandable tubular member, and 

30 a mass coupled to the end portion of the expandable tubular member. The weight 
of the mass is greater tiian the yield staBngth of the expandable tubular member. 

According to another aspect of 0ie present invention, an apparatus for 
coupling an expandable tubular member to a preexisting structure Js provkJed that 
includes a support mmtber including a fluid passage, an expansion cone coupled to 

35 the support member, an expandable tubular member coupled to the expansion 
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cone, a slip joint coupled to the expansion cone, an end plate coupled to the slip 
joint, a fluid chamber coupled to the fluid passage, the fluid chamber defined by the 
interior portion of the expandable tubular member between the expansion cone and 
the end plate. 

5 According to another aspect of the present invention, a method of coupling a 

tubular membpr to a preexisting structure is provided that includes positioning the 
tubular memt>er and an expansion cone within the preexisting structure, axlally 
displacing the expansion cone, removing the expansion cone, and applying direct 
radial pressure to the tubulisir member. 

10 According to another aspect of the present invention, an apparatus is 

provided that includes a tubular member coupled to a preexisting structure. The 
tutnilar member is coupled to the preexisting stmcture by the process of: 
positioning the tubular member and an expansion cone within the preexisting 
structure, axially dispiacrng the expansion cone, removing the expansion cone, and 

15 applying direct radial pressure to the tubular member. 

Brief Description of the Drawings 
FIG. 1a is a fragmentary cross-sectional illustration of the placement of an 
embodiment of an apparatus for expanding a tubular member within a wellbore 
casing. 

20 FIG. 1 b is a fragmentary cross-sectional illustration of the apparatus of FIG. 

la after anchoring the expandable tubular member of the apparatus to the wellbore 
casing. 

FIG. 1c is a fragmentary cross-sectional illustration of the apparatus of FIG. 
lb after initiating the axial displacement of the expansion cone. 
25 FIG. Id is a fragmentary cross-sectional illustration of the apparatus of FIG. 

1b after initiating the axial displacement of the expansion cone by pulling on the 
expansion cone and injecting a pressurized fluid below the expanston cone. 

FIG. 1e Is a fragmentary cross-sectiorial illustration of the apparatus of FIGS. 
1c and Id after the completion of the radial expansion of the expandable tubular 
30 member. 

FIG. If is a fragmentary cross-sectional illustration of the apparatus of FIG. 
1e after the decoupling of the anchoring device of ttie apparatus from Oie wellbore 
casing. 
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FIG. 1g is a fragmentary cross-sectional illustratbn of the apparatus of FIG. 
1f after the renrK)val of the anchoring device of the apparatus from the wellbore 
casing. 

FIG. 2a is a fragmentary cross-sectional illustration of the placement of an 
5 embodiment of an apparatus for expanding a tubular member within a wellbore 
casing and an open hole in a subtenranean fomiation. 

FIG. 2b is a fragmentary cross-sectional illustration of the apparatus of FIG. 
2a after anchoring the expandable tubular member of the apparatus to the open 
hole. 

10 FIG. 2c is a fragmentary cross-sectional illustration of the apparatus of FIG. 

2b after initiating the axial displacement of the exp9nsion cone. 

FIG. 2d is a fragmentary cross-sectional illustration of the apparatus of FIG. 

2b after initiating the axial displacement of the expansion cone by pulling on the 

exparision cone and also by injecting a pressurized fluid below the expansion cone. 
1 5 FIG. 2e is a fragmentary cross-sectional illustration of the apparatus of FIGS. 

2c and 2d after the completion of the radial expansion of the expandable tubular 

member. 

FIG. 2f is a fragmentary cross-sectional illustration of the apparatus of FIG. 
2e after the decoupling of the anchoring device of the apparatus from the open hole. 
20 FIG. 3a is a fragmentary cross-sectional illustration of the placement of an 

embodiment of an apparatus for expanding a tubular member within a wellbore 
casing. 

FIG. 3b is a fragmentary cross-sedional illustration of the apparatus of FIG. 
3a after anchoring the expandable tubular member of the apparatus to the wellbore 
25 casing. 

FIG. 3c is a fragmentary cross-sectional illustration of the apparatus of FIG. 
3b after initiating the axial displacement of the expansion cone. 

FIG. 3d is a fragmentary cross-sectional illustration of the apparatus of FIG. 
3c after completing the radial expansion of the expandable tubular member. 
30 FIG. 4 is a fragmentary cross-sectional illustration of an embodiment of a 

shock absorit>ing system for use in the apparatus of FIGS, la to 3d. 

FIG. 5 is a cross-sectional illustratipn of an embodiment of a coupling 
arrangement for use in the expandable tubular members of the apparatus of FIGS, 
la to 3d. 
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FIG. 6 is a cross-sectional illustration of an embodinnent of an expandable 
tubular n^ember having a slotted lower section for use in the apparatus of FIGS, la 
to 3d. 

FIG. 7 is a cross-sectional illustration of an embodinnent of an expandable 
5 tubular member having a pre-expanded upper portion for use in the apparatus of 
FIGS, la to 3d. 

FIG. 8 is a cross-sectional illustration of an embodiment of an expandable 
tubular member having a slotted upper section for use in the apparatus of FIGS. 1a 
to 3d. 

10 FIG. 9 is a graphical illustration of an embodiment of a method of applying an 

axial force to the expansion cones of the apparatus of FIGS, la to 3d. 

FIG. 10a is a fragmentary cross-sectional illustration of the placement of an 
embodiment of an apparatus for expanding a tubular member within a wellt>ore 
casing. 

1 5 FIG. 1 0b is a fragmentary cross-sectional illustration of the apparatus of FIG. 

10a during the injection of a non-hardenable fluidic material into and out of the 
apparatus. 

FIG. 10c is a fragmentary cross-sectionai illustration of the apparatus of FIG. 
10b during the injection of a hardenable fluidic sealing material into and out of the 
20 apparatus. 

FIG. lOd is a fragmentary cross-sectional illustration of tiie apparatus of FIG. 
10c after the placement of a valve closure element into the valve passage of the 
anchoring device of the apparatus. 

FIG. lOe is a fragmentary cross-sectional illustration of the apparatus of FIG. 
25 lOd after anchoring tiie expandable tubular member of the apparatus to the wellbore 
casing. 

FIG. 1 0f is a fragmentary cross-sectional iilusti^tion of the apparatus of FIG. 
lOe after initiating the axial displacement of tt^ expansion cone. 

FIG. iOg is a fragmeritary cross-sectionai illustration of the apparatus of FIG. 
30 lOe after initiating ttie axial displacement of ttie expansion cone by pulling on the 
expansion cone and injecting a pressurized fluid below the expanston cone. 

FIG. 10h is a fragmentary cross-secttonal illustration of the apparatus of 
FIGS. lOf and lOg after ttie completion of tiie radial expanston of ttie expandable 
tubular member. 
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FIG. 10i is a fragmentary cross-secGonal illustration of the apparatus of FIG. 
10h after the decoupling and removal of the anchoring device of the apparatus from 
the wellbore casing. 

FIG. 11a is a fragmentary cross-sectional illustration of an alternative 
5 emt>odiment of an apparatus for coupling an expandable tubular member to a 
preexisting structure. 

FIG. 1 1b b a fragmentary cross-sectional illustration of the apparatus of FIG. 
11a after anchoring the expandable tubular member of the apparatus to the wellbore 
casing. 

10 FIG. 1 1c is a fragmentary cross-sectional illustration of the apparatus of FIG. 

1 lb after initiating the axial displacement of the expansion cone. 

FIG. lid is a fragmentary cross-sectional Illustration of the apparatus of FIG. 
1 1c after stopping the axial displacement of the expansion cone prior to deactivating 
the anchoring device. 

15 FIG. lie is a fragmentary cross-sectional illustration of the apparatus of 

FIGS, lid after deactivating the anchoring device. 

FIG. 1 1f is a fragmentary cross-sectional illustration of the apparatus of FIG. 
lie after Initiating the axial displacement of the expansion cone and the deactivated 
anchoring device. 

20 FIG. 1 1g is a fragmentary cross-sectional illustration of the apparatus of FIG. 

11f after the completion of the radial expansion of the expandable tubular member. 
FIG. 12a is a fragmentary cross-sectional Illustration of an alternative 

embodiment of an apparatus for coupling an expandable tubular member to a 

preexisting structure positioned wittiin a wellbore. 
25 FIG. 12b Is a fragmentary cross-sectional illustration of the apparatus of FIG. 

12a after expanding the expandable expansion cone In order to anchor the 

expandable tubular member to the wellbore casing. 

FIG. 12c is a fragmentary cross-sectional illustration of the apparatus of FIG. 

12b after initiating the axial displacement of the expandable expansion cone. 
30 FIG. 1 2d is a fragmentary cross-sectional illustration of the apparatus of FIG. 

12c after completing the radial expansion of the expandable tubular member. 

FIG 13a is a fragmentary cross-sectional illustration of an alternative 

embodiment of an apparatus for coupling an expandable tubular member to a 

preexisting staicture positioned wittiin a wellbore. 
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FIG. 13b is a fragmentary cross*sectional illustration of the apparatus of FIG. 
13a after activating the shape memory metal inserts in order to anchor the 
expandable tubular member to the wellbore casing. 

FIG. 13c is a fragmentary cross-sectional illustration of the apparatus of FIG. 
5 13b after initiating the axial displacement of the expansion cone. 

FIG. 13d is a fragmentary cross-sectional illustration of the apparatus of FIG. 
13c after completing the radial expansion of the expandable tubular member. 

FIG. 14a is a fragmentary cross-sectional illustration of an altemative 
embodiment of an apparatus for coupling an expandable tubular member to a 
10 preexisting structure positioned within a wellbore casing. 

FIG. 14b is a fragmentary cross-sectional illustration of the apparatus of FIG. 
14a after coupling the packer to the wellbore casing. 

FIG. 14c is a fragmentary cross-sectional illustration of the, apparatus of FIG. 
14b after initiating the axial displacement of the expandable tubular member towards 
15 . the expansion cone. 

FIG. 14d is a fragmentary cross-sectional illustration of the apparatus of FIG. 
14c after radially expanding the end of the expandable tubular member onto the 
expansion cone. 

FIG. 14e is a fragmentary cross-secHonal illustration of the apparatus of FIG. 
20 14d after decoupling the packer from the wellbore casing. 

FIG. 14f is a fragmentary cross-sectional illustration of the apparatus of FIG. 
14e after initiating the axial displacement of the expansion cone relative to the 
expandable tubular memt>er. 

FIG. 14g is a fragmentary cross-sectional illustration of the completion of the 
25 radial expansion of the expandable tubular member. 

FIG. 15a is a fragmentary cross-sectional illustration of an alternative 
embodiment of an apparatus for coupling an expandable tubular member to a 
preexisting structure positioned within a wellbore. 

FIG. 15b is a fragmentary cn>ss-sectional illustratfon of the apparatus of FIG. 
30 15a after coupling the resilient anchor to the wellbore casing. 

FIG. 15c IS a fragmentary cross-sectional illustration of the apparatus of FIG. 
15b after inrtiatirig the axial displacement of the expanston cone. 

FIG. 15d is a fragmentary cross-sectional illustration of the apparatus of FIG. 
15c after completion of the radial expansion of the expandable tubular member. 
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FIG. 16a is a top view of an embodiment of a resilient anchor for use in the 
apparatus of FIG. 15a. 

FIG. 16b is a top view of the resilient anchor of FIG. 16a after releasing the 
colled resilient niember. 
5 FIG. 17a is a top view of an attenuate embodiment of a resilient anchor for 

use in the apparatus of FIG. 1 5a. 

FIG. 17b is a top view of the resilient anchor of FIG. 17a after releasing the 
resilient elements. 

FIG. 18a is a fragmentary cross-sec&onal top view of an altemate 
10 embodiment of a resilient anchor for use in the apparatus of FIG. 1 5a. 

FIG. 18b is a fragmentary cross*sectional top view of the resilient anchor of 
FIG. 18a after releasing the resilient elements. 

FIG. 19a is an front view of an embodiment of an expandable tubular 
member including one or more resilient panels, 
15 FIG. 19b is a cross-sectional view of the expandable tubular member of FIG. 

19a. 

FIG. 1 9cls a bottom view of the expandable tubular member of FIG. 1 9a. 

FIG. 20a is a fragmentary cross-sectiohal illustration of an altemative 
embodiment of an apparatus for coupling an expandable tubular member to a 
20 preexisting structure positioned within a welibore. 

FIG. 20b is a fragmentary cross-sectional illustration of the apparatus of FIG. 
20a after coupling the anchor to the welibore casing. 

FIG. 20c is a fragmentary cross-sectional illustration of the apparatus of FIG. 
20b after initiating the axial displacement of the expansion cone. 
25 FIG. 20d is a fragmentary crc^s-secOonal illustration of the apparatus of FIG. 

20c after completion of the radial expansion of the expandable tubular member. 

FIG. 21 a is an illustration of an embodiment of the anchor of the apparatus of 
FIG. 20a. 

FIG. 21b is an illustration of the anchor of FIG. 21a after outwardly extending 
30 . the spikes. 

FIG. 22a is an illustration of an altemative embodiment of the anchor of the 
apparatus of FIG. 20a. 

FIG. 22b is an illustration of the anchor of FIG. 22a after outwardly extending 
the spikes. 



17 



25791.38.13 P83667GB06 

FIG. 22c is a cross-sectional illustration of the petals of the anchor of FIG. 

22a. 

FIG. 23a is a fragmentary cross-sectional illustration of an alternative 
embodiment of an apparatus for coupling an expandable tubular member to a 
5 preexisting structure positioned within a wellbore. 

FIG. 23b is a fragmentary cross-sectional illustration of the apparatus of FIG. 
20a after injecting a quantity of a hardenable fluidic sealing material into the open - 
hole wellbore section proximate the lower section of the expandable tubular 
memt>er. 

10 FIG. 23c is a fragmentary cross-sectional illustratibh of the apparatus of FIG. 

23b after pemriitting the hardenable fluidic sealing material to at least partially cure. 

FIG. 23d is a fragmentary cross-sectional illustration of the apparatus of FIG. 
23c after initiating the axial displacement of tiie expansion cone. 

FIG. 23e is a fragmentary cross-sectional Illustration of the apparatus of FIG. 
15 23d after completion of the radial expansion of ttie expandable tubular member. 

FIG. 24a is a fragmentary cross-sectional illustration of an alternative 
embodiment of an apparatus and method for coupling an expandable .tubular 
member to a preexisting structure positioned witiiin a wellbore casing and an open 
hole wellbore section. 

20 FIG. 24b is a fragmentary cross-sectional illustration of ttie apparatus of FIG. 

24a after releasing the packer 

FIG. 24c is a fragrnentary cross-sectional illustration of the apparatus of FIG. 
24b after extruding Oie expandable tubular member off of ttie expansion cone. 

FIG. 25a is a fragmentary cross-sectional illustration of an alternative 
25 embodin)ent of an apparatus and mettiod for coupling ah expandable tubular 
mend)er to a preexisting stnjcture positioned wittiin a wellbore casing and an open 
hole wellbore section. 

FIG. 25b is a fragmentary cross-sectional illustiation of the apparatus of FIG. 
25a after Injecting a quantity of a fluidic material Into the expandable tubular 
30 menrd>er having a higher density than ttie fluid wittiin the preexisting struc^re 
outside of the expandable tubular member. 

FIG. 25c is a fragmentary cross-sectional illustration of ttie apparatus of FIG. 
25b after extruding the expandable tubular member off of ttie expansion cone. 
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FIG. 26a is a fragmentary cross-sectional illustration of an alternative 
embodiment of an apparatus and method for coupling an expandable tubular 
member to a preexisting structure. 

FIG. 26b is a fragmentary cross-sectional illustration of the apparatus of FIG. 
5 26a after the initiation of the.radiai expansion process. j 
FIG. 26c is a fragmentary cross-sectional illustration of the completion of the 
radial expansion process using the apparatus of FIG. 26b. 

FIG. 27 is a flow chart illustration of a preferred embodiment of a method of 
coupling an expandable tubular to a preexisting structure. 
10 FIG. 28 is a cross-sectional illustration of an expandable tubular coupled to a 

preexisting structure using an exparision cone. 

FIG. 29 is a cross-sectional illustration of the subsequent application of radial 
pressure to the expandable tubular member of FIG. 28. 

Detailed Description 

15 A method and apparatus for coupling tubular mennbers to a preexisting 

structure is provided. In a preferred embodiment, the tubular members are coupled 
to the preexisting structure by radially expanding the tubular members into contact 
with the preexisting structure. In a prefenBd embodiment, the tubular members are 
radially expanded by anchoring one end of the tubular members to the preexisting 

20 structure and then pulling an expansion cone through the tubular members. In this 
manner, the tubular niembers are radially expanded and coupled to the preexisting 
structure. 

Referring initially to FIGS, 1a, 1b. 1c. Id, 1e, If and 1g, a preferred 
embodirhent of a method and apparatus for coupling an expandable tubular member 

25 to a preexisting structure wilt be descnl>ed. Refemng to Fig. la, a wellbore casing 
100 is positioned within a subterranean formation 105. The wellbore casing 100 
may be positioned in arty orientation , from the vertical direction to ttie horizontal 
direction. The wellbore cdsing 100 further includes one or nrK>re openings 110 that 
may have beeri the result of unintentional damage to the wellbore casing 100, or 

30 due to a prior perforation or fracturing operation performed upon ttie surrounding 
subtenranean formation 105. As will be recognized by persons having ordinary skill 
in the art, the operiings 110 can adversely affect the subsequent operation and use 
of the wellbore casing 1 00 unless they are sealed off. 

In a prefened embodiment, an apparaUis 115 is utilized to seal off tiie 

35 openings 110 in the wellbore casing 100. More generally, ttie apparatus 115 Is 



25791.38.13 P83667GB06 

preferably utilized to form or repair weilbore casings, pipelines, or structural 
supports. 

The apparatus 115 preferably includes a first support member 120, a second 
support member 125, an expansion cone 130, an anchoring device 135, and 
5 expandable tubular member 140, and one or more sealing members 145. 

The first support member 120 is preferably adapted to be coupled to a 
surface location. The first support member 120 Is further coupled to the anchoring 
device 135. The first support memt>er 120 is preferably adapted to convey 
pressurized fluidic materials and/or electrical current and/or communication signals 
10 from a surface location to the anchoring device 135. The first support member 120 
may, for example, be conventional commercially available sRck wire, braided wire, 
coiled tubing, or drilling stock nriaterial. 

The second support member 125 is preferably adapted to be coupled to a 
surface location. The second support member 125 is further coupled to the 
15 expansion cone 130. The second support memt>er 125 is preferably adapted to 
pemnit the expansion cone 130 to be axially displaced relative to the first support 
member 120. The second support member 125 may, for example, be conventional 
commercially available slick wire, braided wire, coiled tubing, or drilling stock 
material. 

20 The expansion cone 130 is coupled to the second support member 125. The 

expansion cone 130 is preferably adapted to radially expand the expandable tubular 
member 140 when the expansion cone 130 is axially displaced relative to the 
expandable tubular member 140. In a prefeoed embodiment, the expansion cone 
130 is provided substantially as disclosed in one or more of ttie following: (1) U.S. 

25 utility patent application serial no. 09/454,139, attorney docket no. 25791.3.02, filed 
on 12/3/1999. which claimed ihe benefit of the filing date of U.S. pro>dsional patent 
application no. 60/111,293, attorney. docket no. 25791.3. filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510.913, attorney docket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 

30 appBcabon no. 60/121.702. filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350. attorney docket no. 25791.8.02. filed on 2/10/2000, whfch 
claimed ttie benefit of ttie filing date of U.S. provisional application no. 60/119.611, 
attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338. 
attorney docket no. 25791.9.02. filed on 11/15/1999, which claimed the benefit of 

35 ttie filing date of U.S. provisional application no. 60/108,558, attomey docket no. 
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25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546. 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attorney docket 
no. 25791.11.02. filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042, filed on 3/11/1999; (7) U.S. utility patent 

5 appScation no. 09/512,895, attorney docket no. 25791.12.02. filed on 2/24/2000, 
which claimed- the benefit of the filing dates of U.S. provisional applicatton no. 
60/121,841, attorney docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154,047, attorney docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utifrty application tio. 09/511,941, attorney docket no. 25791.16.02, filed on 

10 2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121,907, attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utiltty patent 
applteation no. 09/588,946, attomey docket no. 25791.17.02, filed on June 7, 2000, 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137,998. attomey docket no. 25791.17, filed on 6A7/1999; (10) U.S. 

16 utility patent application no. 09/559,122, attomey docket no. 25791.23.02, filed on 
4/26/2000, which claimed Uie benefit of the filing date of U.S. provisional application 
no. 60/131,106, attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisbnal application no. 60/146.203, attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039, attomey dodcet no. 

20 25791.26. filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162,671, attomey docket no. 25791.27, filed on 1 1/1/1999; (14) U.S. provisional 
application no. 60/159,039. attomey docket no. 25791.36. filed on 10/12.1999; (15) 
U.S. provisional patent application no. 60/159,033. attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 

25 attomey docket no. 25791.39. filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The anchoring device 135 is coupled to the first support member 120. The 
anchoring device 135 is preferably adapted to be contrbllably coupled to the 
expandable tubular member 140 and the wellbore casing 100. In this manner, the 

30 anchoring device 135 preferably controllably anchors the expandable tubular 
member 140 to the wellbore casing 100 to fodlitate the radial expansion of Uie 
expandable tubular member 140 by the axial displacement of the expansion cone 
130. In a prefenred embodiment, the anchoring device 135 includes one or more 
expandable elements 150 that are adapted to controllably extend from the body of 

35 the anchoring device 135 to engage both the expandable tubular member 140 and 

21 
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the wellbore casing 100. In a preferred embodiment, the expandable elements 150 
are actuated using fluidic pressure. In a preferred embodiment, the anchoring 
device 135 is any one of the hydrauiically actuated packers commercially available 
from Halliburton Energy Services or Baker-Hughes. 

5 The expandable tubular member 140 is removably coupled to the expansion 

cone 130. The expandable tubular member 140 is further preferably adapted to be 
removably coupled to the expandable element 150 of the anchoring device 135. In 
a preferred embodiment, the expandable tubular member 140 includes one or nnore 
anchoring windows 155 for pemittting the expandable elements 150 of the 

10 anchoring device 135 to engage the weilbore casing 100 and the expandable 
tubular member 140. 

In a preferred embodiment the expandable tubular member 140 further 
includes a lower section 160, an intermediate sectk}n 165, and an upper section 
170. In a preferred erhbodinnent, the lower section 160 includes the anchoring 

15 v^'ndows 155 in order to provide anchoring at an end portion of the expandable 
tubular memt)er 140. In a preferred embodiment, the wall thickness of the lower and 
intermediate sections, 160 and 165, are less than the wall thickness of the upper 
section 170 in order to optimally couple the radially expanded portk>n of the 
expandable tubular member 140 to the wellbore casing 100. 

20 in a preferred embodiment, the expandable tubular member 140 is further 

provided substantially as disclosed in one or more of the following: (1) U.S. utility 
patent application serial no. 09/454,139, attorney docket no. 25791.3.02, filed on 
12/3/1999. which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/1 1 1 ,293. attorney docket no. 25791 .3, filed on 1 2/7/1 998; (2) U.S. 

25 utility patent application serial no. 09/510,913, attorney docket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502.350. attorney docket no. 25791.8.02. filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611. 

30 attomey docket no. 25791.8; (4) U.S. utility patent appHcatton serial no. 09/440.338. 
attorney docket no. 25791.9.02, filed on 11/15/1999, which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108.558. attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent applicatton no. 60/183,546. 
. filed on 2/18/2000; (6) U.S. uttltty patent application no. 09/523.460, attomey docket 

35 no. 25791.11.02, filed on 3/10/2000, which claimed the benefit of the filing date of 
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U.S. provisional application no. 60/124.042. filed on 3/11/1999; (7) U.S. utility patent 
application no- 09/512,895. attorney docket no. 25791.12.02, filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional application no. 
60/12t841, attorney docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 

5 application no. 60/154,047, attorney docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility applteatton no. 09/511,941. attorney docket no. 25791.16.02, filed on 
2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121.907, attorney docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946, attorney docket no. 25791.17.02, filed on June 7, 2000, 

10 which claimed the benefit of the filing date of U.S, provisional patent applicatton 
serial no. 60/137,998, attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
utility patent apptication no. 09/559,122, attorney docket no. 25791.23.02, filed on 
4/26/2000, which dainned the benefA of the filing date of U.S. provisional application 
no. 60/131.106, attorney docket no. 25791.23. filed on 4/26/1999; (11) U.S. 

15 provisional application no. 60/146,203. attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039. attorney docket no. 
25791.26, filed on 7/9/1999; (13) U;S. provisional patent application serial no. 
60/162,671, attorney docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
applicatbn no. 60/159.039, attorney docket no. 25791.36, filed on 10/12,1999; (15) 

20 U.S. provisional patent applicafion no. 60/159,033, attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228. 
attomey docket no. 25791.39. filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 

The sealing nnembers 145 are coupled to the outer surface of the upper 

25 portion 170 of the expandable tubular member 140. The sealing members 145 are 
preferably adapted to engage and fluididy seal the interface between the radially 
expanded expandable tubular member. 140 and the wellbore casing 100. In a 
preferred embodiment the apparatus 115 includes a plurality of sealing members 
145. In a preferred embodiment, the sealing members 145 sunmind and isolate the 

30 opening 110. 

As illustrated in FIG. la, the apparatus 115 is preferably positioned within the 
wellbore casing 100 with the expandable tubular member 140 positioned in 
opposing relation to the opening 110. In a prefenred embodiment, the apparatus. 
115 includes a pluFality of. sealing members 145 that are positioned above and 
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betow the opening 110. In this manner, the radial expansion of the expandable 
tubular member 140 optimally fluididy isolates the opening 110. 

As illustrated in FIG. lb, the apparatus 115 is then anchored to the wellbore 
casing 100 using the anchoring device 135. In a prefen^ed embodiment, the 
5 anchoring device 135 is pressurized and the expandable element 150 is extended 
from the anchoring device 135 through the corresponding anchoring, window 155 in 
the expandable tubular member 140 into intimate contact with the wellbore casing 
100. In thte manner, the lower section 160 of the expandable tubular member .140 is 
removably coupled to the wellbore casing 1 00. . 

10 In an alternative embodiment, a compressible cement and/or epoxy is then 

injected into the annular space between the unexpended portion of the tubular 
member 140 and the wellbore casing 100. The compressible cement and/or epoxy 
is then permitted to at least partially cure prior to the initiation of the radial expansion 
process. In this manner, an annular structural support and fluldic seal is provided 

15 around the tubular member 140. 

As illustrated in FIG. Ic, the expansion cone 130 is then axially displaced by 
applying an axial force to the second support member 125. In a prefen-ed 
embodiment, the axial displacement of the expansion cone 130 radially expands the 
expandable tubular member 140 into intimate contact with the walls of the wellbore 

20 casing 100. 

In an alternative, embodiment, as illustrated in FIG. Id, the axial 
displacement of the expansion cone 130 is enhanced by injecting a pressurized 
fluidic material into the annular space between the first support member 120 and the 
second support member 125. In this manner, an upward axial force is applied to the 

25 lower annular face of the expansion cone 130 using the pressurized fluidic material. 
In this manner, a temporary need for increased axial force during the radial 
expansion process can be easily satisfied. 

As illustrated in FIGS. 1e. If. and 1g, after the expandable tubular member 
140 has been radially expanded by the axial displacement of the expansion cone 

30 130, the first support member 120 and the anchoring device 1.35 are preferably 
removed from expandable tubular member 140 by de-pressurizing the anchoring 
device 135 and then liflihg the first support member 120 and anchoring device 135 
from the wellbore casing 100. 

As illustrated in FIG. 1g. in a preferred emt>odiment, the opening 110 in the 

35 wellbore casing 100 is sealed off by the radially expanded tubular member 140. in 
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this manner, repairs to the wellbore casing 100 are optimally provided. More 
generally, the apparatus 115 is used to repair or fomn wellt)ore casings, pipelines, 
and structural supports. 

Refem'ng to FIGS. 2a, 2b, 2c, 2d, 2e and 2f, an alternative embodiment of a 

5 method and apparatus for coupling an expandable tubular member to a preexisting 
structure will be described. Referring to Fig. 2a, a wellbore casing 200 and an open 
hole weHbore section 205 are positioned v^thin a subteranean fomnation 210. The 
wellbore casing 200 and the open hole wellbore section 205 may be positioned in 
any orientation from the vertical direction to the horizontal direcHon. 

10 In a prefenned embodiment an apparatus 215 is utilized to couple an 

expandable tubular member to an end portion of the wellbore casing 200. In this 
manner, the open hole wellbore section 205 is provided with a cased portion. More 
generally, the apparatus 215 is preferably utilized to fomn or repair wellbore casings, 
pipelines, or structural supports. 

1 5 The apparatus 215 preferably includes a first support member 220, a second 

support member 225, an expansion cone 230, an anchoring device 235. an 
expandable tubular member 240, one or more upper sealing members 245, one or 
more lower sealing members 250, and a flexible coupling element 255. 

The first support memt>er 220 is preferably adapted to be coupled to a 

20 surface location. The first support member 220 is further coupled to the anchoring 
device 235. The first support member 220 is preferably adapted to convey 
pressurized fluidic materials and/or electrical current and/or communication signals 
from a surface location to the anchoring device 235. The first support member 220 
may, for example, be conventional commerdaily available slick wire, braided wire, 

25 coiled tubing, or drilling stock material. 

The second support member 225 is preferat>ly adapted to be coupled to a 
surface location. The secorKi support nr)emt>er 225 is further coupled to the 
expansion cone 230. The second support member 225 is preferably adapted to 
permit the expansion cone 230 to bd axially displaced relative to the first support 

30 member 220. The second support member 225 may. for example, be conventional 
commerdaliy available sHck wire, brakied wire, coiled tubing, or drilling stock 
material. 

In an attemath^e embodiment, the support member 220 is telescopically 
coupled to the support nnemt>er 225, and the support member 225 is coupled to a 
35 surface support structure. 
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The expansion cone 230 is cx>upled to the second support member 225. The 
expansion cone 230 is preferably adapted to radially expand the expandable tubular 
member 240 when the expansion cone 230 is axiaily displaced relative to the 
expandable tubular member 240. In a preferred embodiment, the expansion cone 
5 230 is provided substantially as disclosed in one or more of the following: (1) U.S. 
utility patent application serial no. 09/454.139. attorney docket no. 257913.02, filed 
on 12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111,293. attorney docket no. 25791.3, filed on 12^/1998; (2) U.S. 
utility patent application serial no. 09/510,913, attorney docket no. 25791.7.02, filed 

10 on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attorney docket no. 25791.8.02, filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611, 
attomey docket no. 25791.8; (4) U.S. utility patent applicatton serial no. 09/440.338, 

.15 attorney docket no. 25791.9.02, filed on 11/15/1999. which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558. attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisk)nal patent application no. 60/183,546. 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460. attomey docket 
no. 25791.11.02. filed on 3/10/2000. which claimed the benefit of the filing date of 

20 U.S. provisional application no. 60/124.042, filed on 3/1 1/1999; (7) U.S. utility patent 
application no, 09/512.895, attomey docket no. 25791.12.02. filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional application no. 
60/121,841, attomey docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047. attomey docket no. 25791.29. filed on 9/16/1999; (8) 

25 U.S. utility application no. 09/511.941, attomey docket no. 25791.16.02. filed on 
2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121,907! attomey docket no. 25791 .16, filed on 2/26/1999; (9) U.S. utiirty patent 
application no. 09/588,946, attomey docket no. 25791.17.02, filed on June 7, 2000, 
. which claimed the t^nefit of the filing date of U.S. provisional patent application 

30 serial no. 60/137,998, attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559.122, attomey docket no. 25791.23.02, filed on 
4/26/2000, which claimed the t>enefit of the filing date of U.S. provisional application 
no. 60/131,106, attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146.203, attomey docket no. 25791.25, filed on 

35 7/29/1999; (12) U.S. provisional application no. 60/143.039, attomey docket no. 
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25791.26. filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162.671, attorney docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159,039, attorney docket no. 25791.36. filed on 10/12.1999; (15) 
U.S. provisional patent application no. 60/159.033. attorney docket no. 25791.37. 

5 filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 
attorney docket no. 25791.39. filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The anchoring device 235 is coupled to the first support member 220. The 
anchoring device 235 is preferably adapted to be oontrollabiy coupled to the 

10 expandable tubular member 240 and the open hole wellbore se^on 205. In this 
manner, the anchoring device 235 preferably controllably anchors the expandable 
tubular member 240 to the open hole wellbore section 205 to fadlitate the radial 
expansion of the expandable tubular member 240 by ttie axial displacement of ttie 
expanston cone 230. In a prefemed embodiment, ttie anchoring device 235 includes 

15 one or more expandable elements 260 that are adapted to controllably extend from 
the body of the anchoring device 235 to engage both the flexible coupling element 
255 and the open hole wellbore section 205. In a prefen^ed embodiment^ the 
expandable elements 260 are actuated using fluidic pressure. In a prefenred 
embodiment, tine anchoring device 235 is any one of the hydraulically actuated 

20 packers commercially available from Halliburton Energy Services or Baker-Hughes. 

The expandable tubular member 240 is removably coupled to the expansion 
cone 230. The expandable tubular member 240 is further preferably coupled to the 
flexible coupling element 255. 

In a preferred embodiment, the expandable tubular member 240 furttier 

25 includes a lower section 265. ah intermediate section 270, and an upper section 
275. In a preferred embodiment, the lower section 265 is coupled to the flexible 
coupling element 255 in order to provide anchoring at an end portion of ttie 
expandable tubular member 240. In a preferred embodiment, the wall ttiickness of 
ttie lower and intemiediate sections, 265 and 270. are less than ttie wail ttiickness of 

30 ttie upper section 275 in order to optimally couple ttie radially expanded portton of 
ttie expandable tubular member 240 to Uie wellbore casing 200 and ttie open hole 
wellbore section 205. 

In a prefenred embodiment, ttie expandable tubular member 240 is further 
provided substantially as disclosed in one or more of the following: (1) U.S. utility 

35 patent application serial no. 09/454.139. attomey docket no. 25791.3.02. filed on 
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12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
appUcalion no. 60/111,293. attorney docket no. 25791.3. filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510,913. attorney docket no. 25791.7.02. filed 
on 2/23/2000. which claimed the t>enefit of the filing date of U.S. provisional 
5 applteatlon no. 60/121.702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502.350, attorney docket no. 25791.8.02. filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisional applicatnn no. 60/1 19,611. 
attorney docket no. 25791.8; (4) U.S. utifity patent applicatton serial no. 09/440.338, 
attorney docket no. 25791.9.02. filed on 11/15/1999, whteh claimed the benefit of 

10 the filing date of U.S. provisional application no. 60/108,558, attorney docket no. 
25791.9. filed on 11/16.1998; (5) U.S. provisional patent applteatton no. 60/183,546. 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460, attorney docket 
no. 25791.11.02, filed on 3/10/2000, which claimed the ben^t of the filing date of 
U.S. provisional application no. 60/124,042, filed on 3/11/1999; (7) U.S. utility patent 

15 applicatk>h no. 09/512.895, attorney docket no. 25791.12.02, filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. proviskmal application no. 
60/121.841, attomey docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
applicatton no. 60/154,047. attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941. attomey docket no. 25791.16.02, filed on 

20 2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/1 21 .907, attomey docket no. 25791 .1 6. filed on 2/26/1 999; (9) U.S. utility patent 
application no. 09/588.946. attomey docket no. 25791.17.02. filed on June 7. 2000. 
which claimed the benefit of the filing date of U.S. provisk>nal patent application 
serial no. 60/137.998. attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 

25 utility patent application no. 09/559,122. attomey docket no. 25791.23.02, filed on 
4/26/2000. which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106. attomey docket no. 25791.23, filed on 4^/1999; (11) U.S. 
provisional applicatton no. 60/146.203, attomey docket no. 25791.25. filed on 
7/29/1999; (12) U.S. proNosional application no. 60/143.039. attomey docket no. 

30 25791.26. filed on 7/9/1999; (13) U.S. provte'ional patent application serial no. 
60/162.671. attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039. attomey docket no. 25791.36. filed on 10/12.1999; (15) 
U.S. provisional patent applteatlon no. 60/159.033. attomey docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. pro\nsional patent application no. 60/165.228. 



28 



25791.38.13 P836676B0S 

attorney docket no. 25791.39, filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The upper sealing memt>ers 245 are coupled to the outer surface of the 
upper portion 275 of the expandable tubular member 240. The upper sealing 
members 245 are preferably adapted to engage and fluidicly seal the interface 
between the radially expanded expandable tubular member 240 and the wellbore 
casing 200. In a preferred embodiment, the apparatus 215 includes a plurality of 
upper sealing members 245. 

The bwer sealing members 250 are coupled to the outer surface of the 
upper portion 275 of the expandable tubular member 240. The lower sealing 
members 250 are preferably adapted to engage and fluididy seal the interface 
between the radially expanded expandable tubular member 240 and the open 
wellbore section 205. In a preferred embodiment, the apparatus 215 includes a 
plurality of lower sealing members 250. 

The flexible coupling element 255 is coupled to the tower portion 265 of the 
expandable tubular member 240. The flexible coupling element 255 is preferably 
adapted to radially expanded by the anchoring device 235 into engagement within 
the walls of the open hole wellbore section 205. In this manner, the lower portion 
265 of the expandable tubular member 240 is coupled to the walls of the open hole 
wellbore section 205. In a prefen^ embodiment, the flexible coupling element 255 
is a slotted tubular member. In a prefen-ed embodiment, the flexible coupling 
element 255 includes one or more hook elements for engaging the walls of the open 
hole wellbore section 205. 

As illustrated in FIG. 2a. the apparatus 215 is preferably positioned with the 
expandable tubular nrtember 240 positioned in overlapping relatk>n with a portion of 
the wellbore casing 200. In this manner, the radially expanded tubular member 240 
is coupled to the lower portion of the wellbore casing 200. In a preferred 
embodiment, the upper sealing members 245 are positioned in opposing relation to 
the lower portion of the wellbore casing 200 and the lower sealing members 250 are 
positioned in opposing relatton to the walls of the open hole wellbore section 205. In 
this manner, the interface between the radially expanded tubular member 240 and 
the wellbore casing 200 and open hole wellbore section 205 is optimally fluidicly 
sealed. 

As illustrated in FIG. 2b, the apparatus 215 is then anchored to the open 
hole wellbore sectton 205 using the anchoring device 235. in a preferred 

29. 
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embodiment, the anchoring device 235 is pressurized and the expandable element 
260 is radially extended from the anchoring device 235 causing the flexible coupling 
element 255 to radially expand Into intimate contact with the walls of the open hole 
wellbore section 205. In this manner, the lower section 265 of the expandable 
5 tubular member 240 is removably coupled to the walls of the open hole wellbore 
section 205. 

In an alternative embodiment, a compressible cement and/or epoxy is then 
injected into the annular space between the unexpanded portion of the tubular 
member 240 and the wellbore casing 100 and/or the open hole wellbore section 
10 205. The compressible cement and/or epoxy is then permitted to at least partially 
cure prior to the initiation of the radial expansion process. In this manner, an 
annular structural support and fluidic seal is provided around the tubular member 
240. 

As illustrated in FIG. 2c the expansion cone 230 is then axially displaced by 

15 applying an axial force to the second support rnember 225. In a preferred* 
embodiment, the axial displacennent of the expansion cone 230 radially expands the 
expandable tubular member 240 into intimate contact with the walls of the open hole 
wellbore section 205. 

In an altemative embodiment, as illustrated in FIG. 2d. the axial 

20 displacement of the expansion cone 230 is enhanced by injecting a pressurized 
fluidic material into the annular space between the first support member 220 and the 
second support member 2^5. In this manner, an upward axial force is applied to the 
lower annular face of the expansion cone 230 using the pressurized fluidic material. 
In this manner, a tertiporary need for increased axial force during the radial 

25 expansion process can be easily satisfied. 

As illustrated in FIGS. 2e and 2f, after the expandable tubular member 240 
has been radially expanded by the axial displacement of the expansion cone 230, 
the first support rnember 220 and the anchoring device 235 are preferably removed 
from expandable tubular member 240 by de-pressurizing the anchoring device 235 

30 and then lifting the first support member 220 and anchoring device 235 from the 
wellbore casing 200 and the open hole wellbore section 205. 

Referring to FIGS, 3a, 3b. 3c, and 3d. an altemative embodiment of a 
method and apparatus for coupling an expandable tubular member to a preexisting 
structure will be described. Referring to Fig. 3a, a wellbore casing 300 is positioned 

35 within a subterranean formation 305. The wellbore casing 300 may be positioned in 
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any orientation from the vertical direction to the horizontal direction. The wellbore 
casing 300 further includes one or more openings 310 that may have been the result 
of unintentional damage to the wellt)ore casing 300, or due to a prior perforation or 
fracturing operation performed upon the surrounding subterranean formation 305. 

5 As will be recognized by persons having ordinary skill in ttie art, the openings 310 
can adversely affect the subsequent operation and use of the wellbore casing 300 
unless they are sealed off. 

In a preferred embodiment an apparatus 315 is utilized to seal off tiie 
openings 310 in the wellbore casing 300. More generally, the apparatus 315 is 

10 preferably utilized to form or repair weilt)ore casings, pipelines, or structural 
supports. 

The apparatus 315 preferably includes a support memt>er 320, an expansion 
cone 325, an anchoring device 330, an expandable tubular member 335, and one or 
more sealing members 340. 

15 The support member 320 is preferably adapted to be coupled to a surface 

location. The support member 320 is further coupled to the expansion cone 325 
. and the anchoring device 330. The support member 320 is preferably adapted to 
convey pressurized fluidic materials and/or electrical current and/or communication 
signals from a surface location to the anchoring device 330. The support member 

20 320 may, for example, be conventional commercially available slick wire, braided 
wire, coiled tubing, or drilling stock material. 

The expansion cone 325 is coupled to the support member 320. The 
expanston cone 325 is preferably adapted to radially expand the expandable tubular 
member 335 when the expansion cone 325 is axially displaced relative to the 

25 expandable tubular member 335. In a preferred embodiment, ttie expansion cone 
325 is provided substantially as disclosed in one or more of the following: (1) U.S. 
utility patent application serial no. 09/454,139. attorney docket no. 25791.3.02, filed 
on 12/3/1999, which claimed the benefit of the filing date of U.S. pro>nsional patent 
application no. 60/111.293, attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 

30 utility patent application serial no. 09/510,913, attorney docket no* 25791.7.02, filed 
on 2/23/2000. which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121.702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350. attorney docket no. 25791.8.02, fried on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119.611. 

35 attomey docket no. 25791.8; (4) U.S. utility (satent application serial no. 09/440,338, 
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attorney docket no. 25791.9.02, filed on 11/15/1999, which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558, attorney docket no. 
25791.9. filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183.546, 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attorney docket 
5 no. 25791.11.02, filed on 3/10/2000. which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124.042, filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512,895, attorney docket no. 25791.12.02, filed oh 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provistonai application no. 
60/121.841, attorney docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 

10 application no. 60/154.047. attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941. attomey docket no. 25791.16.02, filed on 
2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/1 i21 ,907, attomey docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946, attomey docket no. 25791.17.02, filed on June 7, 2000, 

15 which claimed ttie benefit of tiie filing date of U.S. provisional patent application 
serial no. 60/137.998, attomey docket no. 25791:17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559.122, attomey docket no. 25791.23.02, filed on 
4/26/2000, which claimed the benefit of the filing date oif U.S. provistonal application 
no. 60/131.106. attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 

20 provisional application no. 60/146.203, attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039, attomey docket no. 
25791.26. filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162.671. attomey docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159,039. attomey docket no. 25791.36, filed on 10/12,1999; (15) 

25 U.S. provisional patent application no. 60/159,033, attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent applteation no. 60/165.228. 
attomey docket no. 25791.39, filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 

The anchoring device 330 is coupled to the support member 320 and the 

30 expansion cone 325. The anchoring device 335 is preferably adapted to controllably 
coupled to tiie expandable tubular member 335 to ttie wellbore casing 300. In tiiis 
manner, ttie anchoring device 330 preferably controllably anchors the expandable 
tubular member 335 to tiie wellbore casing 300 to facilitate the radial expansion of 
the expandable tubular member 335 by the axial displacement of the expansion 

35 cone 325. In. a preferred embodiment, the anchoring device 330 includes one or 
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more expandable elements 345 that are adapted to controllably extend from the 
body of the anchoring device 330 to radiaHy displace corresponding engagement 
elements 350 provided in the expandable tubular member 335. In a preferred 
embodinnent. the radial displacement of the engagement elements 350 couples the 

5 expandable tubular member 335 to the wellbore casing 300. In a preferred 
embodiment,, the expandable elements 345 are pistons that are actuated using 
fluidic pressure. In a preferred embodiment, the anchoring device 330 is any one of 
the hydraulically actuated anchorihg devices commercialiy available from Halliburton 
Energy Services or Baker-Hughes. 

10 In an attemative embodiment, the expandable elements 345 are explosive 

devices that controllably generate a radially directed explosive force for radially 
displacing the engagement elements 350. In a preferred embodiment, the explosive 
expandable elements 345 are shaped explosive charges commercially available 
from Halliburton Energy Services. 

15 The expandable tubular member 335 is removably coupled to the expansion 

cone 325. In a preferred embodiment, the expandable tubular member 335 includes 
one or more engagement devices 350 that are.adapted to be.radiaDy displaced by 
the anchoring device 330 into engagement with the walls of the wellbore casing 300. 
in this manner, the expandable tubular member 335 is coupled to the wellbore 

20 casing 300. In a preferred embodiment, the engagement devices 350 include teeth 
for biting into the surface of the wellbore casing 100. 

In a preferred embodiment, the expandable tubular member 335 further 
includes a lower section 355, an intermediate section 360, and an upper section 
365. In a prefenred embodiment, the lower section 355 includes the engagement 

25 device 350 in order to provide anchoring at an end portion of the expandable tubular 
member 335. In a preferred embodiment, the wall thickness of the lower and 
intermediate sections, 355 and 360, are less than the wall thickness of the upper 
section 365 in order to optimally couple the radialjy expanded portion of the 
expandable tubular member 335 to the wellbore casing 300. 

30 In a prefenred embodiment, the expandable tubular member 335 is further 

provided substantially as disclosed in one or more of the following: (1 ) U.S. utility 
patent application serial no. 09/454,139. attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed the benefit of the filing date of U.S. provistonal patent 
application no. 60/111,293, attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 

35 utility patent application serial no. 09/510,913, attomey docket no. 25791.7.02, filed 
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on 2/23/2000, which claimed the benefit of the filing date of U.S. provisionai 
application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attorney docket no. 25791.8.02, filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisionat application no. 60/119,611, 
5 attomey docket no. 25791 .8; (4) U.S. utirity patent application serial no. 09/440,338. 
attorney docket no. 25791.9.02, filed on 11/15/1999, which claimed the benefit of 
the filing date of U.S. provisionai applteatton no. 60/108,558, attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546, 
filed on 2/18/2000; (6) U.S. utDity patent application no. 09/523.460, attomey docket 

10 no. 25791.11.02. filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042. filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512.895. attomey docket no. 25791.12.02. filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisbnal application no. 
60/121.841, attomey docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 

15 application no. 60/154.047, atbmey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941, attorney docket no. 25791.16.02, filed on 
2/24/2000, which claimed tiie benefit of the filing date of U.S. provisional serial no. 
60/121.907. attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946, attomey docket no. 25791.17.02, filed on June 7, 2000, 

20 vt^lch claimed \he benefit of the filing date of U.S. provisional patent application 
serial no. 60/137.998. attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559.122. attomey docket no. 25791.23.02. filed on 
4/26/2000. vi^hich claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106. attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 

25 provistonal application no. 60/146,203. attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039, attomey docket no. 
25791.26. filed on 7/9/1999; (13) U.S. proviskMial patent application serial no. 
60/162,671, attomey docket no. 25791 .27, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039, attomey docket no. 25791.36, filed on 10/12,1999; (15) 

30 U.S. provisional patent application no. 60/159,033. attomey docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provlstonal patent application no. 60/165.228. 
attomey docket no. 25791,39. filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The sealing members 340 are coupled to the outer surface of the upper 

35 portion 365 of the expandable tubular member 335. The sealing members 340 are 
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preferably adapted to engage and fluididy seal the Interface between the radially 
expanded expandable tubular member 335 and the wellbore casing 300. In a 
prefered embodiment, the apparatus 315 includes a plurality of sealing members 
340. In a preferred embodiment, the sealing members 340 suoound and isolate the 
5 opening 310. 

As illustrated in FIG. 3a, the apparatus 315 is preferably positioned within the 
wellbore casing 300 with the expandable tubular member 335 positioned in 
opposing relatibn to the opening 310. In a preferred embodiment, the apparatus 
315 includes a plurality of sealing memt>ers 340 that are positioned above and 

10 bebw the opening 310. In this manner, the radial expansion of the expandable 
tubular member 335 optimally fluididy isolates the opening 310. 

As illustrated in FIG. 3b, the expandable tubular member 335 of the 
apparatus 315 is then anchored to the wellbore casing 300 using the anchoring 
device 330. In a prefened embodiment, the anchoring device 330 is pressurized 

15 and the expandable element 345 is extended from the anchoring device 330 and 
radially displaces the corresponding engagement elements 350 of the expandable 
tubular member 335 into intimate contact with the wellbore casing 300. In this 
manner, the lower section 355 of the expandable tubular member 335 is coupled to 
the wellbore casing 300, 

20 In an altemative embodiment, a compressible cenr>ent and/or epoxy is then 

injected into the annular space between the unexpended portion of the tubular 
member 335 and the wellbore casing 300. The compressible cement and/or epoxy 
is then permitted to at least partially cure prior to the initiation of the radial expansion 
process. In this manner, an annular structural support and fluidic seal is provided 

25 around the tubular member 335. 

As illustrated in FIG. 3c the anchoring device 330 is then deactivated and 
the expansion cone 325 Is axially displaced by applying an axial force to the support 
member 320. In a prefenred embodiment, the deactivation of the anchoring device 
330 causes the expandable elements 345 to radially retract into the anchoring 

30 device 330. AKematiyeiy, the expandable elements 345 are resHlently coupled to 
the anchoring device 330. In this manner, the expandable elements 345 retract 
automatically upon the deactivation of the anchoring device 330. In a prefen'ed 
embodiment, the axial displacement of the expansion cone 325 radially expands the 
expandable tubular member 335 into intimate contact with the walls of the wellbore 

35 casing 300. 
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As illustrated in FIG. 3d, after the expandable tubular member 335 has been 
radially expanded by the axial displacement of the expansion cone 335, the support 
member 320, expansion cone 325, and the anchoring device 330 are preferably 
removed from the expanded expandable tubular member 335. 
5 In a prefenred embodiment, the opening 310 in the wellbore casing 300 is 

sealed off by the radially expanded tubular member 335. In this manner, repairs to 
the wellbore casing 300 are optimally provided. More generally, the apparatus 315 
is used to repair or form wellbore casings, pipelines, and structural supports. 

Referring to FIG. 4, an embodiment of a system 400 for applying an axial 

10 force to the expansbn cones 130, 230, and 325 includes a lifting device 405. a first 
support member 410, a shock absorber 415, and a second support member 420. In 
a prefenred embodiment, the system 400 is adapted to minimize the transfer of 
shock loads, created during the completion of the radial expansion of tubular 
members by the expansion cones 130, 230, and 325, to the lifting device 405.. In 

15 this manner, the radial expansion of tubular members by the expansion cones 130, 
230 and 325 is provided in an optimally safe manner 

The liftirig device 405 is supported at a surface location and is coupled to the 
first support member 410. The lifting device 405 may comprise any number of 
conventional commercially available lifting devices suitable for manipulating tubular 

20 members within a wellbore. 

The first support, member 410 is coupled to the lifting device 405 and the 
shock absort)er 415. The first support member 410 may comprise any number of 
conventional commerdaliy available support memt>ers such as, for example, coiled 
tubing, a drill string, a wireline, braided wire, or a slick line. 

25 The shock absorber 415 is coupled to the first support member 410 and the 

second support member 420. The shock absorber 415 is preferably adapted to 
absorb shock loads transmitted from the second support member 420. The shock 
absorber 415 niay be any number of conventional commercially available shock 
absort)ers. 

30 The second support member 420 is coupled to the shock absorber 415. The 

second support member 420 is further preferably adapted to be coupled to one or 
nrK>re of the expansion cones 1 30. 230 and 325. 

In a prefenred embodiment, during operation of the system 400, the lifting 
device applies an axial force to one of the expansion cones 130, 230 and 325 in 

35 order to radially expand tubular members. In a preferred embodiment, upon the 
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completion of the radial expansion process, when the expansion cones 130. 230 
and 325. exit the radially expanded tubular members, the sudden shocit loads 
generated are absorbed, or at least minimized, by the shock absorber 415. In this 
manner, the radial expansion of tubular members by pulling the expansion cones 
130, 230 and 325 using the lifting device 405 is provided In an optimally safe 
manner 

Refening to FIG. 5, an embodiment of a coupling system 500 for use In the 
expandable tubular members 140, 240, and 335 will how be described. In a 
preferred embodiment, the system 500 includes an upper ring 505. a sealing 
element 510, and a lower ring 515. In a preferred embodiment, the upper ring 505, 
the sealing element 510. and the lower ring 515 are provided on the outer surfaces 
of the expandable tubular members 140, 240, and 335. In tNs manner, when the 
expandable tubular members 140, 240 and 335 are radially expanded, the upper 
ring 505, the sealing elemerit 510. and the lower ring 515 engage the interior 
surface of the preexisting structure that the expandable tubular members 140. 240 
and 335 are coupled to. In a preferred embodiment, the upper and lower rings. 505 
and 515, penetrate the interior surface of the preexisting structure that the 
expandable tubular members 140, 240 and 335 are coupled to in order to optimally 
anchor the tubular members 140. 240 and 335 to the preexisting structure. In a 
prefen^d embodiment, the sealing element 510 is compressed into contact with the 
interior surface of the preexisting structure that the expandable tubular members 
140. 240 and 335 are coupled to in order to optimally fluidicly seal the interface 
between the tubular nriembers 140. 240 and 335 and the preexisting stmcture. 

In a prefen-ed embodiment, the upper and lower rings, 505 and 515. extend 
from the outer surfaces of the tubular members 140, 240 and 335 by a distance of 
about 1/64 to % inches. In a preferred embodinnent. the upper and lower rings, 505 
and 515, extend about 1/8" from the outer surfaces of the tubular members 140. 
240, and 335 In order to optimally engage the preexisting structure. 

In a preferred embodiment, the sealing element 510 extends from the outer 
surfaces of the tubular members 140. 240 and 335 by a distance substantially equal 
to the extension of the upper and lower rings. 505 and 515, above the outer 
surfaces of the tubular members 140. 240 and 335. In a preferred embodiment, the 
sealing element 510 is fabricated from rubber in order to optimally fluidicly seal and 
engage the preexisting structure. 
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In a preferred embodiment; the tubular members 140, 240 and 335 include a 
plurality of the coupling systems 500. In a preferred embodiment, the coupling 
systems 500 are provided on the lower, intermediate, and upper portions of the 
tubular members 1 40. 240, and 335. 

5 Referring now to FIG. 6, a preferred embodiment of an expandable tubular 

member 600 for use in the apparatus 115. 215 and 315 will be described. The 
tubular member 600 preferably inductes a lower portion 605, an intermediate portion 
610, and an upper portion 615. 

The lower portion 605 is coupled to the intemnediate portion 610. In a 

10 preferred embodiment, the lower portion 605 is further adapted to mate with the 
anchoring devices 135, 235, and 330. In a preferred embodiment, the lower portion 
605 further preferably includes one or more slotted portions 620 for facilitating the 
radial expansion of the lower portion 605 by the anchoring devices 135, 235, and 
330. In this manner, the lower portion 605 of the tubular member 800 is preferably 

15 radially expanded by the andhoring devices 135, 235, and 330 into contact vyith the 
preexisfihg structure. Furthemnore, in this manner, the lower portion 605 of the 
tubular member 600 is anchored to the preexisting structure prior to the initiation of 
the radial expansion process. 

The intemnediate portion 610 is coupled to the lower portion 605 and the 

20 upper portion 615. in a prefenred embodiment, the wall thicknesses of the lower and 
Intennediate portfons, 605 and 610. are less than the wall thickness of the upper 
portion 615 in order to fadlitate the radial expansion of the tubular member 600. In 
a preferred embodiment, the lower and intermediate portions. 605 and 610. are 
preexpanded to mate with the expansion cone. 

25 Refening to FIG. 7, a prefem^d embcxliment of an expandable tubular 

member 700 for use in the apparatus 115, 215 and 315 will be described. In a 
preferred embodiment, the tubular member 700 minimizes the shock loads created 
upon the completion of the radial expansion process. In a preferred embodiment, 
the tubuiar member 700 indudes a lower portion 705. a lower transitionary portion 

30 710. an intennediate portion 715, an upper transitionary portion 720, an upper 
portk>n 725, and a sealing element 730. 

The lower portion 705 is coupled to the lower transitionary portion 710. The 
lower portion 705 is preferably adapted to mate with the expansion cone and the 
anchoring device. 
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The lower transitlonary portion 710 is coupled to the lower portion 705 and 
the intermediate portion 715. In a preferred embodiment, the lower transitlonary 
portion 710 is adapted to mate with the expansion cone. In a prefen^d 
embodiment, the wall thicknesses of the lower portior> 705 and the lower 

5 transltionary portion 710 are less than the wall thicknesses of the intermediate 
portion 715, the upper transitlonary portion 720 and the upper portion 725 in order to 
optimally faciiitate the radial expansion process. 

The intermediate portion 715 is coupled to the lower transltionary portion 710 
and the upper transitionary portion 720. In a preferred embodiment, the outside 

10 diameter of the intermediate portion 715 is less than the wall thicknesses of the 
lower portion 705 and the upper portion 725. 

The upper transltionary portion 720 is coupled to the intermediate portion 
715 and the upper portion 725. 

The upper portion 725 is coupled to tiie upper transitionary portion 720. 

15 . The sealing elemerit 730 is coupled to the outside surface of the 

Intenmediate portion 715. In a prefenred embodiment, the outside diameter of the 
sealing element 730 is less ttian or equal to the outside diameter of the lower portion 
705 and the upper portion 725 in order to optimally protect ttie sealing element 703 
during placement of ttie tubular member 700 within the preexisting structure. 

20 in a prefenied embodiment, during the radial expansion of ttie tubular 

member 700 using ttie apparatus 115, 215 and 315, the preexpansion of ttie upper 
transitionary portion 720 and the upper portion 725 reduces the shock loads typically 
created during the end portion of the radial expansion process. In this manner, the 
radial expansion process is optimally provided in a safe manner. Furthermore, 

25 because the sealing element 730 is pieferably recessed below the surfaces of the 
lower portion 705 and the upper portion 725, the sealing element 730 is optimally 
protected from damage during tiie placement of the tubular mennber 700 wittiin the 
preexisting structure. 

Refem'ng to FIG. 8, a preferred embodiment of ah expandable tubular 

30 member 800 for use in the apparatus 115, 215 and 315 will be described. The 
tubular member 800 preferably includes a lower portion 805, an intemnediate portion 
810. and an upper portion 815. 

The lower portion 805 is coupled to the intermediate portion 810. In a 
pref^red embodiment, the lower portion 805 is further adapted to mate with the 

35 expansion cones 130. 230. 325 and the anchoring devices 135, 235, and 330. 
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The intermediate portion 810 is coupled to the lower portion 805 and the 
upper portion 815. In a preferred embodiment, the wall thicknesses of the lower and 
intermediate portions, 805 and 810, are less than the wall thickness of the upper 
portion 815 in order to facilitate the radial expansion of the tubular number 800. In 

5 a preferred embodiment, the bwer and intermediate portions, 805 and 810, are 
preexpanded to mate with the expansion cone. 

The upper portion 815 is coupled to the intemnediate portion 810. In a 
preferred embodiment, the upper portion 815 further preferably includes one or 
more slotted portions 820 for facilitating the radial expansion of the upper portion 

10 815 by the expansion cones 130, 230, and 325. In this manner, the upper portton 
815 of the tubular member 800 is preferably radially expanded by the expansion 
cones 130, 230, and 325 with minimal shock loads when the expansion cones 130, 
230 and 325 exit the expandable tubular member 800. 

Refemrig to FIG. 9, a preferred embodiment of a method of applying an axial 

15 force to the expansion cones 130, 230, and 325 will now be described. In a 
prefen-ed embodiment, the axial displacement of the expansion cones 130, 230, and 
325 during the radial expansion process is provided by applying an axial force to the 
expansion cones 130, 230, and 325. In a prefened embodiment, the axial force 
provided includes the application of a substantially constant axial force for some 

20 time periods and the application of Increased axial force for other time periods in 
order to optimally facilitate the radial expansion process by minimizing the effects of 
friction. In a preferred embodiment, the application of the increased axial force is 
provided on a periodic basis in order to optimally provide a variable contact area 
between the expansion cone and the tubular member being expanded. In an 

25 alternative embodiment, the application of the increased axial force is provided on a 
random basis in order to optimally provide a variable contact area between the 
expansion cone and the tubular member being expanded. In a prefenred 
embodiment, the duty cycle of the application of constant and increased axial forces 
ranges from about 90/10 % to 60/40 % in order to optimally radially expand the 

30 tubular members. In a preferred embodiment the ratio of the increased axial force 
to the substantially constant axial force ranges from about 1.5 to 1 to about 4 to 1 in 
. order to optimally provide a variable contact area between the expansion cone and 
the tubular memt>er being expanded, promote more even wear of the expanston 
cone, and dean debris from the expansion cone surface. 
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Referring to FIGS. 10a to lOi, an embodiment of an apparatus and method 
for forming a wellbore casing will now be described. As Hiustrated in FIG. 10a. a 
weilbore casing 1000 and an open hole wellbore section 1005 are provided in a 
subtenranean formation 1010. The wellbore casing 1000 and open hole wellbore 
5 section 1005 may be orientated at any orientation ranging from the vertical to the 
horizontal. In a preferred embodiment, a new section of wellbore casing is formed in 
the open hole wellbore section 1005 using an apparatus 1015. More generally, the 
apparatus 1015 is utilized to form or repair wellbore casings, pipelines, or structural 
supports. 

10 The apparatus 1015 preferably includes a first support member 1020, a 

second support member 1025, an expansion cone 1030. an anchoring device 1035, 
an expandable tubular member 1040, one or more upper sealing members 1045, 
one or more lower sealing members 1050, and a flexible coupling element 1055. 

The first support , member 1020 is preferably adapted to be coupled to a 

15 surface location. The first support member 1020 is further coupled to the anchoring 
device 1035. The first support member 1020 is preferably adapted to convey 
pressurized fluidic materials and/or electrical current and/or communication signals 
from a surface location to the anchoring device 1035. The first support member 
1020 may, for example, be conventional commerdaliy available slick wire, braided 

20 wire, coiled tubing, or drilling stools material. 

The second support member 1025 is preferably adapted to be coupled to a 
surface location. The second support member 1025 is further coupled to the 
expansion cone 1030. The second support member 1025 is preferably adapted to 
permit the expansion cone 1030 to be axially displaced relative to the first support 

25 member 1020. The second support member 1025 may, for example, be 
conventional commerdaliy available slick wire, braided wire, coiled tubing, or drilling 
stock nnaterial. 

In an altemaUve embodiment, the support member 1020 is telescopically 
coupled to the support member 1025^ and the support member 1025 is coupled to a 
30 surfece support member. 

The expansion cone 1030 is coupled to ttie second support member 1025. 
The expansion cone 1030 is preferably adapted to radially expand the expandable 
tubular nnember 1040 when the expansion cone 1030 Is axially displaced relative to 
the expandable tubular member 1040. In a preferred embodiment, the expanston 
35 cone 1030 is provided substantially as disctosed in one or rrK>re of the foltowing: (1) 
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U.S. Utility patent application serial no. 09/454,139. attorney docket no. 25791.3.02, 
filed on 12/3/1999, which claimed the berwfH of the filing date of U.S. provisional 
patent application no. 60/111.293. attorney docket no. 25791.3. filed on 12/7/1998; 
{2) U.S. utility patent application serial no. 09/510.913. attorney docket no. 

5 25791.7.02, filed on 2/23/2000. which claimed the benefit of the filing date of U.S. 
provisional applicatton no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent 
application serial no. 09/502.350. attomey docket no. 25791.8.02. filed on 
2/10/2000. which claimed the benefit of the filing date of U.S. provisional application 
no. 60/1 19.61 1 . attomey docket no. 25791.8; (4) U.S. uHlity patent appllcatlori serial 

1 0 no. 09/440,338, attomey docket no. 25791 .9.02, filed on 1 1/1 5/1 999. whtoh claimed 
the benefit of the filing date of U.S. provisional application no. 60/108.558, attomey 
docket no. 25791.9. filed on 11/16.1998; (5) U.S. provisional patent application no. 
60/183,546. filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460. 
attomey docket no. 25791.11.02. filed on 3/10/2000. which claimed the benefit of 

1 5 the filing date of U.S. provistonal application no. 60/124.042, filed on 3/1 1/1999; (7) 
U.S. utility patent appiicatton no. 09^12,895. attomey docket no. 25791.12.02. filed 
on 2/24/2000, which claimed the benefit' of the filing dates of U.S. provisional 
application no. 60/121,841. attomey docket no. 25791.12. filed on 2/26/1999 and 
U.S. (jrovisional applicatk)n no. 60/154,047. attomey docket no. 25791.29, filed on 

20 9/16/1999; (8) U.S. utility application no. 09/511.941, attomey docket no. 
25791 .16.02. filed on 2/24/2000. which claimed the benefit of the filing date of U.S. 
provisional serial no. 60/121.907, attomey docket no. 25791.16. filed on 2/26/1999; 
(9) U.S. utility patent application no. 09/588,946. attomey docket no. 25791.17.02. 
filed on June 7, 2000, which claimed the benefit of the filing date of U.S. provisional 

25 patent application serial no. 60/137,998, attomey docket no. 25791.17. filed on 
6/7/1999; (10) U.S. utility patent application no. 09/559,122. attomey docket no. 
25791.23.02. filed on 4/26/2000, which claimed the benefit of the filing date of U.S. 
provisional application no. 60/131,106, attomey docket no. 25791.23. filed oh 
4/26/1999; (11) U.S. provisional application no. 60/146,203, attomey docket no. 

30 25791.25. filed on 7/29/1999; (12) U.S. provisional application no. 60/143.039, 
attomey docket no. 25791.26. filed on 7/9/1999; (13) U.S. provisional patent 
application serial no. 60/162,671, attomey docket no. 25791.27. filed on 11/1/1999; 
(14) U.S. provisional applicatkm no. 60/159,039, attomey docket no. 25791.36. filed 
on 10/12.1999; (15) U.S. provisional patent application no. 60/159,033. attorriey 

35 docket no. 25791.37. filed on 10/12/1999; and (16) U.S. provisional patent 
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application no. 60/165,228, attorney docket no. 25791.39, filed on 11/12/1999. the 
disclosures of which are incorporated herein by reference. 

The anchoring device 1035 is coupled to the first support member 1020. 
The anchoring device 1035 is preferaibly adapted to be controllably coupled to the 

5 expandable tubular member 1040 and the open hole wellbore secBon 1005. In this 
manner, the andioring device 1035 preferably controllably anchors the expandable 
tubular member 1040 to the open hole wellbore section 1005 to facilitate the radial 
expansion of the expandable tubular member 1040 by the axial displacement of the 
expansion cone 1030. 

10 In a preferred embodiment, the anchoring device 1035 includes one or more 

expandable elements 1060 that are adapted to controllably extend from the body of 
the anchoring device 1035 to engage both the flexible coupling element 1055 and 
the open hole wellbore section 1005. In a preferred embodiment, the expandable 
elements 1 060 are actuated using fluidic pressure. 

15 In a prefenBd embodiment, the anchoring device 1035 further includes a 

fluid passage 1036 adapted to receive a ball plug or other similar valving element. 
In this manner, fluidic materials can be exhausted from the andioring device 1035 
and the fluid passage 1036 can be controllably plugged. In a preferred embodiment, 
the anchoring device 1035 is any one of the hydraulically actuated packers 

20 commercially available from Halliburton Energy Sendees or Baker-Hughes, modified 
in accordance with the teachings of the present disclosure. 

In a preferred embodiment, the anchoring devices 135, 235, and 330 are 
also modified to includes a fluid passage that can be controllably plugged in order to 
permit fluidic materials to be exhausted from the anchoring devices 135, 235, and 

25 330. 

The expandable tubular member 1040 is removably coupled to the 
expansion cone 1030. the expandable tubular member IO40 is further preferably 
coupled to the flexible coupling element 1055. 

In a preferred embodiment, the expandable tubular member 1040 further 

30 includes a lower sectk>n 1065, an intermediate section 1070. and an upper section 
1075. In a preferred embodiment, the lower section 1065 is coupled to the flexible 
coupling element 1055 in order to provide anchoring at an end portbn of the 
expandable tubular member 1040. In a preferred embodiment the waD thickness of 
the lower and intermediate sections, 1065 and 1070..are less than the wall thickness 

35 of the upper section 1075 In order to optimally couple the radially expanded portion 
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of the expandable tubular member 1040 to the wellbore casing 1000 and the open 
hole wellbore section 1005. 

In a preferred embodiment, the expandable tubular member 1040 is further 
provided substantially as disclosed in one or more of the following: (1) U.S. utility 

5 patent application serial no. 09/454.139, attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111.293, atlomey docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510,913, attomey docket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 

10 application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attomey docket no. 25791.8.02, filed on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611, 
attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
attomey docket no. 25791.9.02, filed on 11/15/1999, which daimed the t>enefit of 

15 the filing date of U.S. provisional application no. 60/108,558, attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546, 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attomey docket 
no. 25791.11.02, filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042. filed on 3/11/1999; (7) U.S. utility patent 

20 application no. 09/512.895, attomey docket no. 25791.12.02, filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional application no. 
60/121,841, attomey docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
application no. 60/154,047, attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941, attomey docket no. 25791.16.02, filed on 

25 2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121,907, attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946, attomey docket no. 25791.17.02, filed on June 7, 2000, 
which datmed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137,998, attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 

30 utility patent applk:ation no. 09/559.122, attomey docket no. 25791.23.02. filed on 
4^/2000, which claimed the benefit of ttie filing date of U.S. provisional application 
no. 60/131,106, attohiey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional applicatton no. 60/146.203, attomey docket no. 25791.25. filed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039, attomey docket no. 

35 25791.26, filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
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60/162,671, attorney docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039, attorney docket no. 25791.36. filed on 10/12,1999; (15) 
U.S. provistonal patent application no. 60/159,033. attorney docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 

5 attorney dodcet no. 25791.39. filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 

In a preferred embodiment, the expandable tubular member 1040 Is further 
provided in accordance with the teachings of embodiments of expandable tubular 
n^nnbers described above and illustrated in FIGS. 5-8. 

10 The upper sealing members 1045 are coupled to the outer surface of the 

upper portion 1075 of the expandable tubular member 1040. The upper sealing 
members 1045 are preferably adapted to engage and flukiiciy seal the interface 
between the radially expanded expandable tubular member 1040 and the wellbore 
casing 1000. In a preferred embodiment, the apparatus 1015 Includes a plurality of 

15 upper sealing members 1045. 

The tower sealing members 1050 are coupled to the outer surface of the 
upper portion 1075 of the expandable tubular member 1040. The lower sealing 
members 1050 are preferably adapted to engage and flukJidy seal the interface 
between the radially expanded expandable tubular member 1040 and the open 

20 wellbore sectton 1005. In a preferred embodiment, the apparatus 1015 includes a 
plurality of bwer sealing members 1050. 

The flexible coupling element 1055 is coupled to the tower portion 1065 of 
the expandable tubular nr>ember 1040. The flexible coupling element 1055 is 
preferably adapted to radially expanded by the anchoring device 1035 into 

25 engagerrtent within the walls of the open hole wellbore section 1005. In this 
manner, the lower portion 1065 of the expandable tubular member 1040 is coupled 
to the walls of the open hole wellbore section 1005. In a preferred embodiment, the 
flexible coupling element 1055 is a slotted tubular member. In a prefen^ 
embodiment, the flexible coupling element 1055 includes one or more hook 

30 elements for engaging the walls of the open hole wellbore section 1 005. 

As illustrated in FIG. 10a, the apparatus 1015 is preferably positioned with 
the expandable tubular member 1040 positioned in overlapping relation with a 
portion of the wellbore casing 1000. In this manner, the radially expanded tubular 
member 1040 is coupled to the lower portion of the wellbore casing 1000. In a 

35 preferred embodiment, the upper sealing members 1045 are positioned in opposing 
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relation to the lower portion of the wellbore casing 1000 and the lower sealing 
members 1050 are positioned In opposing relation to the walls of the open hole 
wellbore section 1005. In this manner, the inteifece between the radially expanded 
tubular member 1040 and the wellbore casing 1000 and open hole wellbore section 

5 1005 is optimally fluididy sealed. 

As illustrated in FIG. 10b, in a preferred embodiment, a quantity of a non- 
hardenable flutdic material is then injected into and then out of the apparatus 1015. 
In a preferred embodiment, the non-hardenable material is discharged from the 
apparatus 1015 using the valveabie flow passage 1065. The non-hardenable fluidic 

10 material may be any number of conventional commerctaily available fluidic materials 
such as. for example, drilling mud. 

As illustrated in FIG. 10c, in a preferred embodiment, a quantity of a 
hardenable fluidic sealing material is then injected into and out of the apparatus 
1015. In a prefenred embodiment, the hardenable fluidic sealing material is 

15 exhausted from the apparatus 1015 using the valveabie flow passage 1065. In a 
preferred embodiment, the hardenable fluidic sealing material is permitted to 
completely fill the annular space between the tubular member 1040 and the open 
hole wellbore section 1005. the hardenable fluidic sealing material may be any 
number of conventional commercially available materials such as, for example, 

20 cement, slag mix and/or epoxy resin. In this manner, a fluidic sealing annular 
element is provided around the radially expanded tubular member 1040. 

As illustrated in FIG. lOd, in a preferred embodiment, another quantity of a 
non-hardenable fluidic material is then injected into and out of the apparatus 1015. 
In a prefen^ ernbodiment, a ball plug or dart 1080, or other similar fluid passage 

25 blocking device, is placed into the non-hardenable fluid material. In a prefen^d 
embodiment, the ball plug 1080 then seats in and seals off the valveabie fluid 
passage 1065. In this mianner, the anchoring device 1035 Is then pressurized to 
. anchor the tubular member 1040 to the open hole wellbore section 1005. 

In an alternative embodiment, the valveabie fluid passage 1065 includes a 

30 remote or pressure activated valve for seeling off the valveabie fluid passage 1065. 

As illustrated in FIG. 10e, in a preferred embodiment the apparatus 1015 is 
then anchored to the open hole wellt>ore section 1005 using the anchoring device 
1035. In a preferred embodiment, the anchoring device 1035. Is pressurized and the 
expandable element 1060 is radially extended from the anchoring device 1035 

35 causing the flexible coupling element 1055 to radiaDy expand Into intimate contact 
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with the walls of the open hole wellbore section 1005. In this manner, the lower 
section 1065 of the expandable tubular member 1040 is removably coupled to the 
wails of the open hole wellbore section 1005. 

As illustrated in FIG. lOf, the expansion cone 1030 is then axially displaced 
5 by applying an axial force to the second support member 1025. In a preferred 
embodiment, the axial displacement of the expansion cone 1030 radially expands 
the expandable tubular nnember 1040 into intimate contact with the walls of the open 
hole wellbore section 1005. 

In an alternative embodiment, as illustrated in FIG. 10g, the axial 
10 displacement of the expansion cone 1030 is enhanced by injecting a pressurized 
fluidic material into the annular space between the first support member 1020 and 
the second support member 1025. In this manner, an upwanJ axial force is applied 
to the tower annular face of the expansion cone 1030 using the pressurized fluidic 
material. In this manner, a temporary need for increased axial force during the 
15 radial expansion process can be easily satisTied. 

In a preferred embodiment, the hardenable fluidic sealing material is then 
permitted to at least partial cure. 

As illustrated in FIGS. lOh arKl 10i, after the expandable tubular member 
1040 has been radially expanded by the axial displacement of the expansion cone 
20 1030. the first support member 1020 and the anchoring device 1035 are preferably 
removed from expandable tubular member 1040 by de-pressurizing the andioring 
device 1035 and then lifting the first support member 1020 and anchoring device 
1035 from the wellbore casing 1000 and the open hole wellbore section 1005. 

In a preferred embodiment, the resulting new section of wellbore casing 
25 includes the radially expanded tubular member 1040 and the outer annular layer of 
the cured fluidic sealing material. In this manner, a new section of wellbore casing 
is optinrialiy provided. More generally, the apparatus 1015 is used to torm and/or 
repair wellbore casings, pipelines, and structural supports. 

Referring to FIGS. 11a to 11g, an alternative embodiment of an apparatus 
30 and method for coupling an expandable tubular menrtber to a preexisting stnjcture 
will now be described. Refening to Fig. 11a, a wellbore casing 1100 Is positioned 
within a subterranean formation 1 105. The wellbore casing 1 100 may be positioned 
in any orientation from the vertical direction to ttie horizontal direction. The wellbore 
casing 1100 further includes one or more openings 1110 that may have been the 
35 result of uriintentional damage to ttie wellbore casing 1100, or due to a prior 
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perforation or fracturing operation performed upon the surrounding subterranean 
formation 1 105. As will be recx)gnizecl by persons having ordinary skill in the art, the 
openings 1110 can adversely affect the subsequent operation and use of the 
wellbore casing 1 100 unless they are sealed off. 
5 In a preferred embodiment, an apparatus 1115 is utilized to seal off the 

openings 1110 in the wellbore casing 1100. More generally, the apparatus 1115 is 
preferably utilized to fomn or repair wellbore casings, pipelines, or structural 
supports. 

The apparatus 1115 preferably includes a first support member 1120, a 
10 second support member 1125, an expansion cone 1130, an anchoring device 1 135, 
and expandable tubular member 1 140, and one or more sealing members 1 145. 

The first support member 1120 is preferably adapted to be coupled to a 
surface location. The first support member 1120 is further coupled to the anchoring 
device 1135. The first support member 1120 is preferably adapted to convey 
15 pressurized fluidic materials and/or electrical current and/or communication signals 
from a surface location to the anchoring device 1135. The first support member 
1120 preferably has a substantially hollow annular cross sectional shape. The first 
support member 1120 may, for example, be fabricated from conventional 
commerdally available slick wire, braided wire, coiled tubing, or drilling stock 
20 material. 

The second support member 1125 is preferably adapted to be coupled to a 
surface location. The second support member 1125 is further coupled to the 
expansion cone 1130. The second support member 1125 is preferably adapted to 
permit the expansion cone 1130 to be axially displaced relative to the first support 
25 member 1120. The second support member 1125 may. for example, be 
conventional commerdally available slick wire, braided v^re, coiled tubing, or drilling 
stock material. 

In a prefen-ed embodiment, the first support member 1 120 is coupled to a 
surface locatton by a slip joint and/or slkling sleeve apparatus that is concentrically 
30 coupled to the second support member 1 1 25. 

The expansion cone 1130 is coupled to the second support member 1125. . 
The expansion cone 1130 is preferably adapted to radially expand the expandable 
tubular member 1 140 when the expansion cone 1130 is axially displaced relative to 
the expandable tubular member 1140. In a preferred emtxxlirTient. the expansion 
35 cone 1 1 30 is provided substantially as disclosed in one or nnore of the following: (1 ) 
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U.S. Utility patent application serial no. 09/454,139, attorney dodcet no. 25791.3.02, 
filed on 12/3/1999. which claimed the l)enefit of the filing date of U.S. provisional 
patent application no. 60/111.293, attorney docket no. 25791.3, filed on 12/7/1998; 
(2) U.S. utility patent application serial no. 09/510,913, attorney docket no. 
5 25791.7.02, filed on 2/23/2000, which claimed the benefit of the filing date of U.S. 
provisional application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent 
applkation serial no. 09/502,350, attorney docket no. 2i579 1.8.02, filed on 
2/10/2000. which daimed the benefit of the filing.date of U.S. provisional appitoation 
no. 60/119,611, attorney docket no. 25791.8; (4) U.S. utility patent application serial 
10 no. 09/440.338, attomey docket no. 25791.9.02. filed on 1 1/15/1999, vwhich claimed 
the benefit of the filing date of U.S. provisional applicatton no. 60/108.558. attomey 
docket no. 25791.9. filed on 11/16.1998; (5) U.S. provisional patent application no. 
60/183.546. filed on 2/18^000; (6) U.S. utility patent application no. 09/523.460, 
attorney docket no. 25791.11.02. filed on 3/10/2000, whteh daimed the benefit of 
15 the filing date of U.S. provisional application no. 60/124.042. filed on 3/11/1999; (7) 
U.S. utility patent appKcatnn no. 09/512.895, attorney docket no. 25791.12.02. filed 
on 2/24/2000. which daimed the benefit of the filing dates of U.S. provisional 
application no. 60/121.841. attomey docket no. 25791.12. filed on 2/26/1999 and 
U.S. provisional application no. 60/154.047. attomey docket no. 25791.29, filed on 
20 9/16/1999; (8) U.S. utility application no. 09/511.941, attomey docket no, 
25791.16.02. filed on 2/24/2000. which daimed the benefit of the filing date of U.S. 
provisional serial no. 60/121.907. attomey docket no. 25791.16. filed on 2/26/1999; 
(9) U.S. utility patent application no. 09/588.946. attomey docket no. 25791.17.02. 
filed on June 7, 2000. which daimed the benefit of the filing date of U.S. provisional 
25 patent application serial no. 60/137.998. attomey docket no. 25791.17. filed on 
6/7/1999; (10) U.S. utility patent application no. 09/559,122, attomey docket no. 
25791.23.02. filed on 4/26/2000. which daimed the benefit of the filing date of U.S. 
provistonal application no. 60/131.106, attorney docket no. 25791.23. filed on 
4/26/1999; (11) U.S. provistonal applkation no. 60/146.203, attomey docket no. 
30 25791.25. filed on 7/29/1999; (12) U.S. provistonal application no. 60/143.039. 
attomey docket no. 25791.26. filed on 7/9/1999; (13) U.S. provisional patent 
application serial no. 60/162,671. attomey docket no. 25791.27. filed on 11/1/1999; 
(14) U.S. provistonal application na 60/159.039. attomey docket no. 25791.36, filed 
on 10/12.1999; (15) U.S. provisionar patent application no., 60/159.033. attomey 
35 docket no. 25791.37. filed on 10/12/1999; and (16) U.S. provisional patent 
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application no. 60/165,228. attorney docket no. 25791.39. filed on 11/12/1999. the 
disclosures of which are incorporated herein by reference. 

The anchoring device 1135 is coupled to the first support member 1120. 
The anchoring device 1135 is preferably adapted to be controllably coupled to the 

5 expandable tubular member 1 1 40 and the wellbore casing 1 1 GO. In this manner, the 
anchoring device 1135 preferably controllably anchors the expandable tubular 
member 1140 to the wellbore casing 1100 to facilitate the radial expansion of the 
expandable tubular member 1140 by the axial displacement of the expanston cone 
1130. in a prefen-ed embodiment, the anchoring device 1135 includes one or more 

10 expandable elements 1 150 that are adapted to controllably extend from the body of 
the anchoring device 1135 to engage both the expandable tubular member 1140 
and the wellbore casing 1 100. In a preferred embodiment, the expandable elements 
1150 are actuated using flutdic pressure. In a prefemed embodiment, the anchoring 
device 1135 is iany one of the hydraulically actuated packers comnf^rdally available 

15 from Halliburton Energy Services or Baker-Hughes modified in accordance with the 
teachings of the present disclosure. 

The expandable tubular rnember 1140 is removably coupled to the 
expanston cone 1130. The expandable tubular member 1140 Is further preferably 
adapted to be removably coupled to the expandable elements 1150 of the anchoring 

20 device 1135. In a prefen-ed embodiment, the expandable tubular member 1140 
includes one or more anchoring windov^ 1155 for permitting the expandable 
elements 1150 of the anchoring device 1135 to engage the wellbore casing 1100 
and the expandable tubular member 1 1 40. 

In a prefen^ed embodiment, the expandable tubular member 1140 further 

25 includes a lower section 1160, an intermediate section 1165, and an upper section 
1170. in a prefenred embodiment, the tower sectton 1160 rests upon and is 
supported by the expansion oone 1130. In a preferred embodiment, the 
intermediate section 1 165 includes the anchoring v^dndows 1155 in order to provide 
anchoring at an intermediate portton of the expandable tubular member 1 140. 

30 In a preferred embodiment, the expandable tubular member 1140 is further 

provided substantially as disclosed in one or more of the following: (1) U.S. utility 
patent application serial no. 09/454,139, attorney docket no. 25791.3.02. filed on 
12/3/1999. which claimed the benefit of the filing date of U.S. provistonal patent 
application no. 60/111,293, attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 

35 utility patent application serial no. 09/510.913. attorney docket no. 25791.7.02. filed 
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on 2/23/2000, which claimed the benefit of the Tiling date of U.S. provisional 
application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502.350, attorney docket no. 25791.8.02, filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611. 

5 attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440.338. 
attorney docket no. 25791.9.02. filed on 11/15/1999. which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558, attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546, 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460. attomey docket 

10 no. 25791.11.02, filed on 3/10/2000. which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124.042, filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512,895, attomey docket no. 25791.12.02. filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional application no. 
60/121,841, attomey docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 

15 . application ho. 60/154,047, attorney docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utility application no. 09/511.941, attomey docket no. 25791.16.02, filed on 
2/24/2000. which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121,907. attomey docket no, 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
appBcation no. 09/588,946, attomey docket no. 25791.17.02, filed on June 7, 2000, 

20 which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137.998. attomey docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559,122, attomey docket no. 25791.23.02, filed on 
4/26/2000. which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106. attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 

25 provssbnal application no. 60/146.203. attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039. attomey docket no. 
25791.26, filed on 7/9/1999; (13) U.S. proviskmal patent application serial no. 
60/162,671, attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provistonal 
appttcation no. 60/159,039, attomey docket no. 25791.36, filed on 10/12.1999; (15) 

30 U.S. provisional patent application no. 60/159,033. attomey docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provistonal patent application no. 60/165.228. 
attomey docket no. 25791.39. filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The seafing members 1145 are coupled to the outer surface of the 

35 expandable tubular member 1140. The sealing members 1145 are preferably 
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adapted to engage and fluididy seal the interface between the radially expanded 
expandable tubular member 1140 and the wellbore casing 1100. In a preferred 
embodiment, the apparatus 1115 includes a plurality of sealing members 1 145. In a 
preferred embodiment, the sealing members 1145 sunround and isolate the opening 
5 1110. 

As illustrated in FIG. 11a, the apparatus 1115 is preferably positioned within 
the wellbore casing 1100 with the expandable tubular member 1140 positioned in 
opposing relation to the opening 1110. In a preferred embodiment, the apparatus 
1115 includes a plurality of sealing members 1145 that are positioned above and 

10 below the opening 1110. In this manner, the radial expansion of the expandable 
tubular memt>er 1 1 40 optimally fluididy isolates the opening 1110. 

As illustrated in FIG. lib, the apparatus 1115 is then anchored to the 
wellbore casing 1100 using the anchoring device 1135. In a prefen^d embodiment, 
the anchoring device 1135 is pressurized and the expandable element 1150 is 

15 extended from the anchoring device 1135 through the corresponding anchoring 
window 1 155 in the expandable tubular member 1140 into intimate contact with the 
wellbore casing 1100. In this manner, the intermediate section 1165 of the 
expandable tubular member 1 140 is removably coupled to the wellbore casing 1 100. 
In an alternative embodiment, a compressible cement and/or epoxy is then 

20 injected into at least a portion of the annular space between the unexpended portion 
of the tubular member 1140 and the wellbore casing 1100. The compressible 
cement and/or epoxy is then permitted to at least partially cure prior to the initiation 
of the radial expansion process. In this manner, an annular structural support and 
fluidic seal is provided around the tubular member 1 140. 

25 As illustrated in FIG. 11c, in a prefen^d embodiment, the expansion cone 

1130 is then axially displaced by applying an axial force to the second support 
memb^ 1 125. In a prefenred embodiment, the axial displacement of the expansion 
cone 1130 radially expands the lower section 1160 of the expandable tubular 
member 1140 into intimate contact with the walls of the wellbore or the wellbore 

30 casing 1100. 

As illustrated in FIG. lid, in a preferred embodiment, the axial displacement 
of the expansion cone 1 130 is stopped once the expansion cone 1 130 contacts the 
lower portion of the anchoring device 1 1 35. . 
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As illustrated In FIG. 11e. in a preferred embodiment, the anchoring device 
1135 is then decoupled from the wellbore casing 1100 and the expandable tubular 
member 1140. 

As illustrated in FIG. 11f» in a prefered embodiment, the axial displacement 
5 of the expansion cone 1130 is then resumed. In a prefen^d embodiment the 
anchoring device 1135 is also axial displaced. In this manner the lower section 
1160 of the expandable tubular member 1140 is self-anchored to the wellbore 
casing 1100. In .a prefen^ embodiment, the lower section 1160 of the expandable 
tubular member 1 140 includes one or more outer rings or other coupling menribers 
10 to facilitate the self-anchoring of the lower section 1160 of the expandable tubular 
member 1 140 to the wellbore or the wellbore casing 1 100. 

As illustrated in FIGS. 11g, after the expandable tubular member 1140 has 
been completely radially expanded by the axial displacement of the expansion cone 
1130, the 1110 in the wellbore casing 1100 is sealed off by the radially expanded 
15 tubular member 1140. In this manner, repairs tt> the wellbore casing 1100 are- 
optimally provided. More generally, the apparatus 1115 is used to repair or fonm 
wellbore casings, pipelines, and structural supports. In a prefenred embodiment, the 
inside diameter of the radially expanded tubular member 1140 is substantially 
constant. 

20 Referring to FIGS. 12a to 12d, an alternative emt>odiment of an apparatus 

and method for coupling an expandable tubular member to a preexisting structure 
v^il now be described. T^eferring to Fig. 12a. a wellbore casing 1200 is positioned 
within a subterranean formation 1205. The wellbore casing 1200 may be positioned 
in any orientation from the vertical direction to Uie horizontal direction. The wellbore 

25 casing 1200 further includes one or more openings 1210 that may have been the 
result of unintentional damage to the wellbore casing 1200, or due to a prior 
perforation or fracturing operation performed upon the surrounding subterranean 
fomiation 1205. As will be recognized by persons having ordinary skill in the art, the 
openings 1210 can adversely affect the subsequent operation and use of the 

30 wellbore casing 1 200 unless they are sealed off. 

In a preferred emtxxMment, an. apparatus 1215 is utilized to seal off the 
openings 1210 In the wellbore casing 1200. More generally, the apparatus 1215 is 
. preferably utilized to form or repair wellbore casings, pipelines, or structural 
supports. 
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The apparatus 1215 preferably includes a support member 1220, an 
expandable expansion cone 1225» an expandable tubular member 1235, and one or 
more sealing members 1240. 

The support member 1220 is preferably adapted to be coupled to a surface 

5 location. The support member 1220 is further coupled to the expandable expansion 
cone 1225. The support member 320 is preferably adapted to convey pressurized 
fluidic niaterials and/or electrical cunrent and/or communication signals from a 
surface location to the expandable expansion cone. The support member 1220 
may, for example, be conventional commercially available slick wire, braided wire, 

1 0 coiled tubing, or drilling stock material. 

The expandable expansion cone 1225 is coupled to the support member 
1220. The expandable expansion cone 1225 is preferably adapted to radially 
expand the expandable tubular member 1235 when the expandable expansion cone 
1225 is axiaily displaced relative to the expandable tubular member 1235. The 

15 . expandable expansion cone 1225 is further preferably adapted to radially expand at 
least a portion of the expandable tubular member 1235 when the expandable 
e)9ansion cone 1225 is controllably radially expanded. The expandable expansion 
cone 1225 may be any number of conventional, commercially available radially 
expandable expansion cones. In a preferred embodiment, the expandable 

20 expansion cone 1225 is provided substantially as disclosed in U.S. Patent . No. 
5,348,095, the discbsure of which is incorporated herein by reference. 

In a prefenred embodinr>ent, the expansion cone 1225 is further provided 
substantially as disclosed in one or nrKWB of the following: (1) U.S. utility patent 
application serial no. 09/454,139, attorney docket no. 25791.3.02, filed on 

25 12/3/1999, which claimed the benefit of the filing date of U.S. pro>4sional patent 
application no. 60/111.293, attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent appltcatbn serial no. 09/510,913. attorney docket no. 25791 .7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional * 
application no. 60/121,702. filed on 2/25/1999; (3) U.S. utHity patent application 

30 serial no. 09/502,350. attorney docket no. 25791.8.02, filed on 2/10/2000, which 
claimed the benefit of Vhe filing date of U.S. provisional application no. 60/119,611. 
attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
attomey docket no. 25791.9.02, filed on 11/15/1999, which claimed ttie benefit of 
the filing date of U.S. provisfonal application no. 60/108,558, attomey docket no. 

35 25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546, 
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filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attorney docket 
no: 25791.11.02. filed on 3/10/2000^ which claimed the benefit of the filing date of 
U.S. provistonal application no. 60/124,042, filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512.895. attorney docket no. 25791.12.02, filed on 2/24/2000. 
5 which claimed the benefit of the filing dates of U.S. provisional application no. 
60/121,841, attorney docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047, attorney docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941, attorney docket no. 25791.16.02. filed on 
2/24/2000, which claimed ttie benefit of the filing date of U.S. provisional serial no. 
10 60/121 ,907, attorney docket no. 25791 .16, filed on 2/26/1999; (9) U.S. utility patent 
appUcation no. 09/588,946, attomey docket no. 25791.17.02, filed on June 7. 2000, 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137,998, attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent application ho. 09/559,122. attorney docket no. 25791.23.02, filed on 
15 4/26/2000, which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106, attomey docket no. 25791.23. filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203. attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. pnDvisional applicatfon no. 60/143,039. attomey docket no. 
25791.26. filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
20 60/162,671, attomey docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159,039, attomey docket no. 25791.36, filed on 10/12,1999; (15) 
U.S. provisional patent application no. 60/159,033. attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228. 
attomey dodcet no. 25791.39. filed on 11/12/1999, the disclosures of which are 
25 Incorporated herein by reference. 

The expandable tubular member 1235 is removably coupled to the 
expanston cone 1225. In a prefen:ed emt>odiment, the mpandable tubular member 
1235 includes one or nnore engagement devices 1250 that are adapted to couple 
with and penetrate the wellbore casing 1200. In this manner, the expandable 
30 tubular member 1235 is optimally coupled to the wellbore casing 1200. In a 
preferred embodiment, the engagement devices 1250 Include teeth for biting into 
the surface of the wellbore casing 1200. 

In a preferred embodiment, the expandable tubular meml>er 1235 further 
includes a lower section 1255, an intermediate section 1260, and an upper section 
35 1265. In a preferred embodiment, the lower section 1255 includes the engagement 
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devices 1250 in order to provide anchoring at an end portion of the expandable 
tubular niember 1235. In a preferred embodiment, the wall thidcness of the lower 
and intenmediate sections. 1255 and 1260, are less than the wall thickness of the 
upper section 1265 In order to optimally facilitate the radial expansion of the lower 
5 and intermediate sections. 1255 and 1260, of the expandable tubular menrd)er 1235. 
In an alternative embodiment, the lower section 1255 of the expandable tubular 
member 1235 is slotted in order to optimally facilitate the radial expansion of the 
lower section 1255 of the expandable tubular member 1235 using the expandable 
expansion cone 1225. 
10 In a preferred embodiment the expandable tubular member 1235 Is further 

provided substantially as disclosed in one or more of the following: (1) U.S. utility 
patent application serial no. 09/454,139, attorney docket no. 25791.3.02, filed on 
12/3/1999. which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111.293, attorney docket no. 25791.3. filed on 12^/1998; (2) U.S. 
15 utility patent applicatton serial no. 09/510,913, attdmey docket no. 25791.7.02. filed 
on 2/23/2000. which claimed the benefit of the filing date of U.S. provisional 
application ho. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attomey docket no. 25791.8.02, filed on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611, 
20 attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
attomey docket no. 25791.9.02, filed on 11/15/1999, which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558, attomey docket no. 
25791.9. filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546. 
filed on 2/18/2000; (6) U.S. utility patent applicatton no. 09/523,460. attomey docket 
25 no. 25791.11.02, filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042, filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512,895, attomey docket no. 25791.12.02, filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional application no. 
60/121,841, attorney docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
30 application ho. 60/154,047, attomey docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941.. attomey docket no. 25791.16.02, filed on 
2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121,907, attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588.946, attomey docket no. 25791.17.02, filed on June 7. 2000, 
35 which claimed the benefit of the filing date of U.S. provisional patent application 
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serial no. 60/137,998, attorney docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559,122. attorney docket no. 25791.23.02, filed on 
4/26/2000, which claimed the l)eneflt of the filing date of U.S. provisional application 
no. 60/131,106. attorney docket no. 25791.23. filed on 4/26/1999: (11) U.S. 
5 pro\nslonal application no. -60/146,203, attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application ho. 60/143,039, attorney docket no. 
25791.26, filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162,671, attorney docket no. 2579127, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159,039, attorney docket no. 25791.36, filed on 10/12,1999; (15) 
10 U.S. provisional patent application no. 60/159,033, attorney docket no.. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165.228, 
attorney docket no. 25791.39. filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 

The sealing memt>ers 1240 are preferably coupled to the outer surface of the 
15 upper portton 1265 of the expandable tubular member 1235. The sealing members 
1240 are preferably adapted to engage and fluididy seal the interface between the 
radially expanded expandable tubular member 1235 and the wetlbore casing 1200. 
In a preferred embodiment, the apparatus 1215 includes a plurality of sealing 
members 1240. In a prefen*ed embodiment, the sealing members 1240 sunround 
20 and isolate the opening 1210. 

As illustrated in FIG. 12a. the apparatus 1215 is preferably positioned within 
the wellbore casing 1200 with the expandable tubular member 1235 positioned in 
opposing relation to the opening 1210. In a preferred embodiment, the apparatus 
1215 includes a plurality of sealing members 1240 that are positioned above and 
25 below the opening 1210. In this manner, the radial expansion of the expandable 
tubular member 1235 optimally fluididy isolates the opening 1210. 

As illustrated in FIG. 12b, the expandable tubular member 1235 of the 
apparatus 1215 is then anchored to the wellbore casing 1200 by expanding the 
expandable expansion cone 1225 into contact with the lower se<4ion 1255 of the 
30 expandable tubular member 1235. In a prefenBd embodiment, the lower section 
1255 of the expandable tubular member 1235 Is radial^ expanded into intimate 
contact with the wellbore casing 1200. in a prefenred embodiment, the engagement 
devices 1250 are thereby coupled to, and at least partially penetrate into, the 
wellbore casing 1200. in tfvs manner, the lower section 1255 of the expandable 
35 tubular member 1 235 is optimally coupled to the wellbore casing 1 200. 
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In an alternative embodiment, a compressible cement and/or epoxy Is then 
injected into the annular space between the unexpanded portion of the tubular 
member 1235 and the wellbore casing 1200. The compressible cement and/or 
epoxy may then be pemitted to at least partially cure prior to the initiation of the 

5 radial expanston process. In this manner, an annular structural support and fluidic 
seal is provided around the tubular member 1235. 

As illustrated in FIG. 12c, the expandable expansion cone 1225 is then 
axially displaced by applying an axial force to the support member 1220. In a 
preferred embodiment, the axial displacement of the expansion cone 1225 radially 

10 expands the expandable tubular member 1 235 into intimate contact with the walls of 
the wellbore casing 1200. 

As illustrated in FIG. 12d, in a prefenred embodiment, after the expandable 
tubular member 1235 has been radially expanded by the axial displacement of the 
expandable expansion cone 1235. the opening 1210 in the wellbore casing 1200 is 

15 sealed off by the radially expanded, tubular member 1235. In this manner, repairs to 
the wellbore casing 1200 are optimally provided. More generally, the apparatus 
1215 is used to repair or form wellbore casings, pipelines, and structural supports. 

Referring to FIGS. 13a to 13d, an altemath/e embodiment of an apparatus 
and method for coupling an expandable tubular member to a preexisting structure 

20 will now be described. Referring to Fig. 13a. a wellbore casing 1300 is positioned 
within a subten^nean fonnation 1305. The wellbore casing 1300 may be positioned 
in any orientation from the vertical direction to the horizontal direction. The wellbore 
casing 1300 further includes one or more openings 1310 that may have been the 
result of unintentional damage to the wellbore casing 1300. or due to a prior 

25 perforation or fracturing operation performed upon the surrounding subtenanean 
formation 1305. As will be recognized by persons having ordinary skill In the art. the 
openings 1310 can adversely affect the subsequent operation and use of the 
wellbore casing 1300 unless they are sealed off. 

In a preferred embodiment, an apparatus 1315 is utilized to seal off the 

30 openings 1310 in the wellbore casing 1300. More generally, the apparatus 1315 is 
• preferably utilized to form or repair wellbore casings, pipelines, or structural 
supports. 

The apparatus 1315 preferably includes a support member 1320, an 
expansion cone 1325. an expandable tubular member 1335, a heater 1340, and one 
35 or more sealing members 1345. 
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The support member 1320 is preferably adapted to be coupled to a surface 
location. The support member 1320 is further coupled to the expansion cone 1 325. 
The support member 1320 is preferably adapted to convey pressurized fluidlc 
materials and/or electrical current and/or communication signals from a surface 
5 location to the expansion cone 1325 and heater 1340. The support member 1320 
may, for example, be conventional commercially available slick wire, braided wire, 
coiled tubing, or drilling stock material. 

The expansion cone 1325 is coupled to the support number 1320. The 
expanston cone 1325 is preferably adapted to radially exparKi the expandable 
10 tubular member 1335 when the expansion cone 1325 is axially displaced relafive to 
the expandable tubular member 1335. The expansion cone 1325 may be any 
number of conventional commercially available expansion cones. 

in a preferred embodiment, the expansion cone 1325 is further provided 
substantially as disclosed in one or more of the following: (1) U.S. utility patent 
15 application serial no. 09/454,139. attorney docket no. 25791.3.02, filed on 
12/3/1999. which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111,293. attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510.913, attomey docket no. 25791.7.02, filed 
on 2/23/2000, which clainied the benefit of the filing date of U.S. provisional 
20 application no. 60/121.702. filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attomey docket no. 25791.8.02, filed on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611, 
attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
attomey docket no. 25791.9.02, filed on 11/15/1999. which claimed the benefit of 
25 the filing date of U.S. provistorial applicatton ho. 60/108,558, attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent appfication no. 60/183,546. 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attomey docket 
no. 25791.11.02, filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042, filed on 3/11/1999; (7) U.S. utility patent 
30 application no. 09/512,895, attomey docket no. 25791.12.02, filed on 2/24/2000. 
which, claimed the benefit of the filing dates erf U.S. pro>^onai application no. 
60/121,841, attomey docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047. attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utirity applicatton no. 09/511,941, attomey docket no. 25791.16.02, filed on 
35 2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
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60/121,907, attorney docket ho. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588.946, attorney docket no. 25791.17.02, filed on June 7, 2000.. 
which claimed the benefit of the filing date of U.S. pn>visional patent application 
serial no. 60/137.998, attorney docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
5 utility patent application no. 09/559,122, attorney docket no. 25791.23.02, filed on 
4/26/2000. which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106, attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146.203, attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039. attorney docket no. 
10 25791.26, filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162,671, attorney docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039, attonney docket no. 25791.36, filed on 10/12,1999; (15) 
U.S. provisional patent application no. 60/159,033, attorney dodcet no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no: 60/165.228, 
15 attorney docket no. 25791.39/filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The expandable tubular member 1335 is rernovably coupled to the 
expansion cone 1325. In a prefenred embodiment, the expandable tubular member 
1335 includes one or nrK>re engagement devices 1350 that are adapted to couple 
20 with and penetrate the wellbore casing 1300. In this manner, the expandable 
tubular member 1335 is optimally coupled to the wellbore casing 1300. In a 
prefen-ed embodiment, the engagement devices 1350 include teeth for biting into 
the surface of the wellbore casing 1300. 

In a preferred embodiment, the expandable tubular member 1335 further 
25 includes a lower section 1355, an intermediate section 1360, and an upper sectfon 
1365. In a pretend embodiment, the lower section 13i55 includes the engagement 
devices 1350 in order to provide anchoring at an end portion of the expandable 
tubular member 1335. In a preferred embodiment, the wall thickness of the lower 
and intermediate sections. 1355 and 1360, are less than the wall thickness of the 
30 upper section 1365 in order to optimally facilitate the radial expansk>n of the lower 
and intemnediate sections, 1355 and 1360, of the expandable tubular member 1335. 

In a preferred embodiment, the lower section 1355 of the exparulable tubular 
member 1335 includes one or more shape memory metal inserts 1370. In a 
prefen^ed embodiment, the inserts 1370 are adapted to radially expand the lower 
35 section 1355 of the expandable tubular member 1335 into intimate contact with the 
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wellbore casing 1300 when heated by the heater 1340. The shape memory metal 
inserts 1370 may be fabricated from any number of conventional comnnerdally 
available shape memory alloys such as, for example, NITI or NmNOL using 
conventional fbnning processes such as. for example, those described in U.S. 
5 Patent Nos. 5.312,152, 5,344.506, and 5,718.531. the disdosures of which are 
Incorporated herein by reference. In this manner, the shape memory iretal inserts 
1370 preferably radially expand the lower section 1355 of the expandable tubular 
member 1335 yvhen the inserts 1370 are h^ted to a temperature above their 
transfbrmatlon temperature using the heater 1340. In a preferred embodiment, the 
10 transformation temperature of the inserts 1370 ranges from about 250" F to 450°. F. 
In a preferred embodiment, the material composition of the lower section 1355 of the 
expandable tubular member 1335 is further selected to maximize the radial 
expansion of the lower section 1355 during the transfonnation process. 

In a prefenred embodinront, the inserts 1370 are positioned within one or 
15 more corresponding recesses 1375 provided in the lower section 1355 of the 
expandable tubular member 1335. Alternatively, the inserts 1370 are completely 
contained vwthin the lower section 1355 of the expandable tubular member 1335. 

In a preferred embodiment, the expandable tubular member 1335 is further 
provided substantially as disclosed in one or more of the following: (1) U.S. utility 
20 patent application serial no, 09/454,139. attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/1 1 1,293, attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent applicatfon serial no. 09/510,913, attorney docket no. 25791.7.02, filed 
on 2/23^000. which claimed the benefit of the filing date of U.S. provisional 
25 applicatfon no. 60/121,702. filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502.350. attorney docket no. 25791.8.02. filed on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119.611, 
attorney docket no. 25791.8; (4) U.S. utility patent applteation serial no. 09/440.338, 
attorney docket no. 25791.9.02. fiied on 11/15/1999, which claimed the benefit of 
30 the filing date of U.S. provisional application no. 60/108,558, attorney docket no. 
25791.9. fiied on 11/16.1998; (5) U.S. provisional patent applteation no. 60/183.546. 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460, attorney docket 
no. 25791.11.02. filed on 3/10/2000, which daimed Oie benefit of ttie fBing date of 
U.S. provisfonal application no. 60/124.042, filed on 3/11/1999; (7) U.S. utility patent 
35 appficatfon no. 09/512.895. attorney docket no. 25791.12.02. filed on 2/24/2000. 
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which claimed the benefit of the filing dates of U.S. provisional application no. 
60/121.841, attorney docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047. attorney docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941. attorney docket no. 25791.16.02, filed on 
5 2/24/2000, which claimed the benefit of ttie filing date of U.S. provistonal serial no. 
60/121,907, attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946, attomey docket no. 25791.17.02. filed on June 7. 2000, 
which claimed the benefit of tiie filing date of U.S. provistonal patent application 
serial no. 60/137,998, attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
10 utility patent application no. 09/559,122, attomey docket no. 25791.23.02, filed on 
4/26/2000, which claimed the benefit of ttie filing date of U.S. provisional application 
no. 60/131,106, attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203, attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional applicatton no. 60/143.039, attomey docket no. 
15 25791.26, filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162.671, attomey docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039. attomey docket no. 25791.36. filed on 10/12,1999; (15) 
U.S. provisional patent application no. 60/159,033. attorney docket no. 25791.37. 
fled on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 
20 attomey docket no. 25791.39. filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 

The heater 1340 is coupled to the support member 1320. The heater 1340 
is preferably adapted to controllably generate a localized heat source for elevating 
the temperature of the inserts 1370. In a prefered embodiment, the heater 1340 
25 includes a conventional tiiermostat control in order to control the operating 
temperature; The heater 1 340 is preferably controlled by a surface control device in 
a conventional manner. 

The sealing members 1345 are preferably coupled to the outer surface of ttie 
upper portion 1365 of the expandable tubular member 1335. The sealing members 
30 1345 are preferably adapted to engage and fluldidy seal ttie interbce between the 
radially expanded expandable tubular member 1335 and ttie wellbore casing 1300. 
In a prefenBd embodiment, the apparatus 1315 includes a plurality of sealing 
members 1345. In a preferred embodiment, ttie sealing members 1345 sunt>und 
and isolate the opening 1 31 0. 
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As illustrated in FIG. 13a» the apparatus 1315 is preferably positioned within 
the welibore casing 1300 with the expandable tubular member 1335 positioned in 
opposing relation to the opening 1310. In a preferred embodiment, the apparatus 
1315 includes a plurality of sealing members 1345 that are positioned above and 
below the opening 1310. In this manner, the radial expansion of the expandable 
tubular member 1 335 optimally fluididy isolates the opening 1310. 

As illustrated in FIG. 13b, in a prefen^d embodiment, the expandable tubular 
member 1335 of the apparatus 1315 is then anchored to the welibore casing 1300 
by radially expanding the inserts 1370 using the heater 1340. In a preferred 
embodiment, the expansion of the inserts 1370 causes the lower seclfon 1 355 of the 
expandable tubular member 1335 to contact the welibore casing 1300. In a 
preferred embodiment the engagement devices 1350 are thereby coupled to. and at 
least partially penetrate into, the welibore casing 1300. In this manner, the lower 
section 1355 of the expandable tubular member 1335 is optimally coupled to the 
welibore casing 1300. 

In an alternative embodiment, a compressibte cement and/or epoxy is then 
injected into the annular space between the unexpanded portion of the tubular 
member 1335 and the welibore casing 1300. The compressible cement and/or 
epoxy may then be pemiitted to at least partially cure prior to the initiation of the 
radial expansion process. In this manner, an annular structural support and fluidic 
seal is provided areund the tubular member 1335. 

As illustrated in FIG. 13c, the expansion cone 1325 is then axially displaced 
by applying an axial force to the support member 1320. In a prefen-ed embodiment, 
the axial displacement of the expansion cone 1325 radially expands the expandable 
tubular member 1335 into intimate contact with the walls of the welibore casing 
1300. 

As illustrated in FIG. 13d, in a preferred embodiment, after the expandable 
tubular member 1335 has been completely radially expanded by the axial 
displacement of the expansion cone 1335, the opening 1310 in the welibore casirig 
1300 is sealed off by the radially expanded tubular member 1335. In this manner, 
repairs to the welibore casing 1300 are optimally provided. More generally, the 
apparatus 1315 is used to repair or fomri welibore casings, pipelines, and structural 
supports. 

Refening to FIGS. 14a to 14g, an altemative embodiment of an apparatus 
and method for coupling an expandable tubular member to a preexisting structure 
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Will now be described. Referring to Fig. 14a. a wellbore casing 1400 is positioned 
within a subterranean formation 1405. The wellbore casing 1400 may be positioned 
in any orientation from the vertical direction to the horizontal direction. The wellbore 
casing 1400 further includes one or more openings 1410 that may have been the 

5 result of unintentional damage to the wellbore casing 1400, or due to a prior 
perforation or fracturing operation performed upon the surrounding subterranean 
formation 1405. As will be recognized by persons having ordiriary skill in the art, the 
openings 1410 can adversely affect the sub$equent operation and use of the 
wellbore casing 1400 unless they are sealed off. 

10 In a preferred embodiment, an apparatus 1415 is utilized to seal off the 

openings 1410 in the wellbore casing 1400. More generally, the apparatus 1415 is 
preferably utilized to form or repair wellbore casings, pipelines, or structural 
supports. 

The apparatus 1415 preferably includes a first support member 1420, a 

15 second support member 1425, a coupling 1430, an expandable tubular member 
1435, an expansion cone 1440. a third support member 1445. and a padcer 1450. 

The first support member 1420 Is preferably adapted to be coupled to a 
surface location. The suppcHt member 1420 is furttier coupled to the expansion 
cone 1440. The first support member 1420 is preferably adapted to convey 

20 pressurized fiuidic materials and/or electrical current and/or communication signals 
from a surface location to the expansion cone 1440 and the packer 1450. The first 
support memtDer 1420 may, for example, be conventional commerdally available 
stick wire, braided wire, coiled tubing, or drilling stock material. 

The second support member 1425 is preferably adapted to t>e coupled to a 

25 surface location. The support member 1425 is further coupled to ttie coupling 1430. 
The first support menriber 1425 is preferably adapted to convey pressitfized fluklic 
materials and/or electrical current and/or communication signals from a surface 
location to the coupling 1430. The second support member 1425 may, for example, 
be conventional commercially available slick wire, braided v^'re, coiled tubing, or 

30 drilling stock mat^al. 

The coupling 1430 is coupled to the second support member 1425. The 
coupling 1430 is furUier preferably removably coupled to tine expandable tubular 
member 1435. The coupling 1430 may be any number of conventional 
commerdally available passive or actively controlled coupling devices such as, for 
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example, packers or sHps. In a preferred embodiment, the coupling 1430 is a 
mechanical slip. 

The expandable tubular member 1435 is removably coupled to the coupling 
1430. In a preferred embodiment, the expandable tubular member 1435 includes 
5 one or more engagement devices that are adapted to couple with and penetrate the 
■ wellbore casing 1400. In this manner, the expandable tubular member 1435 is 
optimally coupled to the wellbore casing 1400. In a preferred embodiment, the 
engagement devices include teeth for biting into the surface of the wellbore casing 
1400. In a prefened embodiment, the expandable tubular member 1435 further 
10 includes one or more sealing members on the outside surface of the expandable 
tubular member 1435 in order to optimally seal tiie Interface between the 
expandable tubular member 1435 and the wellbore casing 1400. 

In a preferred embodiment, the expandable tubular member 1435 is further 
provided substantially as disclosed in one or more of the following: (1) U.S. utility 
15 patent appfication serial no. 09/454.139. attorney docket no. 25791.3.02. filed on 
12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111,293. attorney docket no. 25791.3. filed on 12/7/1998; (2) U.S. 
utility patent applteation serial no. 09/510,913, attorney docket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
20 application no. 60/121,702. filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350. attorney docket no. 25791.8.02, filed on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119.611. 
attorney docket no. 25791 .8; (4) U.S. utility patent application serial no. 09/440,338. 
attoney docket no. 25791.9.02, filed on 11/15/1999, which claimed the benefit of 
25 the filing date of U.S. provisional application no. 60/108.558. attorney docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisk)nal patent application no. 60/163.546, 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attomey docket 
no. 25791.11.02, filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional appltoation no. 60/124,042. filed on 3/11/1999; (7) U.S. utility patent 
30 appltoation no. 09/512.895. attomey docket no. 25791.12.02. filed on 2/24/2000. 
which claimed ttie benefit of the filing dates of U.S. provisional appHcation no. 
60/121,841, attomey docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154,047. attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utifity appltoation no. 09/511,941. attomey docket no. 25791:16.02, filed on 
35 2/24/2000, whtoh daimed the benefit of the filing date of U.S. provisional serial no. 
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60/121.907. attorney docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946. attorney docket no, 25791.17.02, filed on June 7. 2000, 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137,998, attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
5 utility patent application no. 09/559,122, attorney docket no. 2579123.02. filed on 
4/26/2000. which claimed the benefit of the filing date of U.S. provisk)nal application 
no. 60/131.106. attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203, attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039, attorney docket no. 
10 25791.26, filed on 7/9/1999; (13) U.S. provlstohal patent application serial no. 
60/162.671, attorney docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039. attorney docket no. 25791.36, filed on 10/12.1999; (15) 
U.S. provisional patent application no. 60/159.033, attorney docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 
15 . attorney docket no. 25791,39. filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The expansion cone 1440 is coupled to \he first support member 1420 and 
the third support member 1445. The expansion cone 1440 is preferably adapted to 
radially expand the expandable tubular member 1435 when the expansion cone 
20 1440 is axially displaced relative to tiie expandable tubular member 1435. 

In a preferred embodiment, the expansion cone 1440 Is provided 
substantially as disclosed in one or more of the following: (1) U.S. utility patent 
application serial no. 09/454.139, attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed tiie benefit of tt^e filing date of U.S. provisional patent 
25 application no. 60/1 1 1 ,293. attorney docket no. 25791 .3, filed on 12^r/1998; (2) U.S. 
utility patent application serial no. 09/510,913, attonrwy docket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application- 
serial no. 09/502.350. attorney docket no. 25791.8.02, filed on 2/10/2000, which 
30 claimed the benefit of the filing date of U.S. provisional application no. 60/119.611. 
attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338. 
attorney docket no. 25791.9.02, filed on 11/15/1999, which claimed the benefit of 
the filing date of U.S. provistonal application no. 60/108,558, attomey docket, no. 
25791.9. filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183.546. 
35 filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attomey docket 

66 



25791.38.13 P83667GB06 

no. 25791.11.02, filed on 3/10/2000. which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124.042. filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512,895. attorney docket no. 25791.12.02, filed on 2/24/2000, 
which daimed the benefit of the filing dates of U.S. provisional application no. 
60/121,841, attorney docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047, attorney docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utility appllcatton no. 09/511.941, attorney docket no. 25791.16.02. filed on 
2/24/2000. virtiich claimed ttie benefit of the filing date of U.S. provistonal serial no. 
60/121.907. attorney docket no. 25791.16. filed on 2/26/1999; (9) U:S. uttlity patent 
application no. 09/688,946, attorney docket no. 25791.17.02, filed on June 7. 2000, 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137.998, attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
utility patent applfcation no. 09/559.122. attorney docket no. 25791.23.02. filed on 
4/26/2000, which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106. attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203, attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039. attomey docket no. 
25791.26, filed on 7/9/1999; (13) U.S. provisional patent apf^icatlon serial no. 
60/162.671, attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039. attomey docket no. 25791.36. filed on 10/12.1999; (15) 
U.S. provisional patent appllcatton no. 60/159.033. attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165.228, 
attomey docket no. 25791.39. filed on 11/12/1999. the disclosures of which are 
incorporated herein by reference. 

The third support member 1445 is preferably coupled to the expansion cone 
1440 and the packer 1450. The third support member 1445 is preferably adapted to 
convey pressurized fluldic materials and/or electrical current and/or communication 
signals from a surface locattoh to the packer 1450. The third support number 1445 
may. for example, be conventional oommerdally available slick wire, braided wire. 

colled tubing, or drflllng stock material. 

The packer 1450 is coupled t& the third support member 1445. The packer 

1450 is further preferably adapted to cmtroliably coupled to the wellbore casing 
1400. The packer 1450 may be any number of conventional commercially available 
packer devices. In an alternative embodiment, a bladder, slipped cage assembly or 
hydraulic slips may be substituted for the packer 1450. 

67 



25791.38.13 P83667GB06 

As illustrated in FIG. 14a, the apparatus 1415 is preferably positioned within 
the wellbore casing 1400 with the bottom of the expandable tubular member 1435 
and the top of the expansion cone 1440 positioned proximate the opening 1410. 

As illustrated in FIG. 14b, in a preferred embodiment, the packer 1450 is 

5 then anchored to the wellbore casing 1400. In this manner, the expansion cone 
1440 is maintained in a substantially sta^onary position. 

As Illustrated in FIG. 14c. In a prefen^d embodiment, the expandable tubular 
member 1435 is then lowered towards the stationary expansion cone 1440. In a 
prefenred embodiment, as illustrated in FIG. 14d, the lower end of the expandable 

10 tubular memt>er 1435 impacts the expansion cone 1440 and is radially expanded 
into contact with tlie wellbore casing 1400. In a preferred embodiment, the lower 
end of the expandable tubular mehdber 1435 includes one or more engagement 
devices for engaging the wellbore casing 1400 in order to optimally couple the end 
of the expandable tubular member 1435 to the welltx)re casing 1 400. 

15 In an alternative embodiment, a compressible cement ar)d/or epoxy is then . 

injected into the annular space between the unexpanded portion of the tubular 
member 1435 and the wellbore casing 1400. The compressible cement and/or 
epoxy is then permitted to at least partially cure prior to the initiation of the radial 
expansion process. In this manner, an annular structural support and fluidic seal is 

20 provided around the tubular member 1435. 

As illustrated in FIG. 14e, in a preferred embodiment, the packer 1450 is 
decoupled from the wellbore casing 1400. 

As illustrated in FIG. 14f. in a preferred embodiment, the expansion cone 
1440 is then axially displaced by applying an axial force to the first support member 

25 1420. In a preferred embodiment, the a)Qal displacement of the expansion cone 
1440 radially expands the expandable tubular member 1435 into intimate contact 
with the walls, of the wellbore casing 1400. In a preferred emtxxiiment, prior to the 
initiation of the axial displacement of the expansion cone 1440, the coupling 1430 is 
decoupled from the expandable tubular member 1430. 

30 As illustrated in FIG. 14g. in a preferred embodiment, after the expandable 

tubular memt)er 1435 has been completely radially expanded by the axial 
displacement of the expansion bone 1440, the opening 1410 in the wellbore casing 
1400 is sealed off by the radially expanded tubular member 1435. In this manner, 
repairs to the wellbore casing 1400 are optimally provided. More generally, the 



68 



25791.38:13 P83667GB06 

apparatus 1415 is used to repair or form welll>ore casings, pipelines, and structural 
supports. 

Referring to FIGS. 15a to 15d. an alternative embodiment of an apparatus 
for coupling an expandable tubular member to a preexisting structure will now be 

5 described. Referring to Fig. 15a, a wellbore casing 1500 is positioned within a 
subten^nean fomiation 1505. The wellbore casing 1500 may be positioned in any 
orientation from the vertical direction to the horizontal direction. The wellbore casing 
1500 further includes one or more openings 1510 that may have been the result of 
unintentional damage to the wellbore casing 1500, or due to a prior perforation or 

10 fracturing operation perfonned upon the surrounding subterranean formation 1505. 
As will be recognized by persons having ordinary skill in the art, the openings 1510 
can adversely affect the subsequent operation and use of the wellbore casing 1500 
unless they are sealed off. 

In a preferred embodiment, an apparatus 1515 is utilized to seal off the 

15 openings 1510 in the wellbore casing 1500. More generally, the apparatus 1515 is 
preferably utilized to form or repair wellbore casings, pipelines, or structural 
supports. 

The apparatus 1515 preferably includes a support member 1520, an 
expandable tubular member 1525, an expansion cone 1530, a coupling 1535, a 
20 resilient anchor 1 540. and one or more seals 1 545. 

The support member 1520 is preferably adapted to be coupled to a surface 
location. The support member 1520 is further coupled to the expansion cone 1530. 
The support member 1520 is preferably adapted to convey pressurized fluidic 
materials and/or electrical current and/or communication sigr^ls from a surface 
25 location to the resilient anchor 1540. The support member 1520 may, for example, 
be conventional commerciaily available slick wire, braided wire, coiled tubing, or 
driinng stock material. 

The expandable tubular member 1525 is renrK>vably coupled to the 
expansion cone 1530. In a preferred embodiment, the expandable tubular member 
30 1 525 includes one or more engagement devices that are adapted to couple with and 
penetrate the wellbore casing 1500. In this manner, the expandable tubular 
member 1525 is optimally coupled to the wellbore casing 1500. In a preferred 
embodiment, the engagement devices include teeth for biting.into the surface of the 
wellbore casing 1500. In a prefOTed embodiment, the expandable tubular member 
35 1525 further includes one or more sealing memt>ers 1545 on the outside surfece of 
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ttie expandable tubular member 1525 in order to optimally seal the interface 
between the expandable tubular member 1525 and the wellbore casing 1500.. 

In a prefen-ed embodiment, the expandable tubular member 1525 includes a 
lower section 1550. an intermediate section 1555. and an upper section 1560. In a 

5 preferred embodiment, the wall thicknesses of the lower and intennediate sections. 
1550 and 1555. are less than the wall thickness of the upper section 1560 in order 
to optimally facilitate the radial expansion of the expandable tubular member 1525. 
In a preferred embodiment, the sealing members 1545 are provided on the outside 
sur^ce of the upper section 1560 of the expandable tubular member 1525. In a 

10 preferred embodiment, the resilient anchor 1540 Is coupled to the lower section 
1550 of the expandable tubular member 1525 in order to optimally anchor the 
expandable tubular meml>er 1 525 to the wellbore casing 1 500. 

In a preferred embodiment, the expandable tubular member 1525 is further 
provided substantially as disclosed in one or rnore of the following: (1) U.S. utility 

15 patent application serial no. 09/454,139, attomey docket no. 25791.3.02. filed on 
12/3/1999. which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/1 1 1 .293, attomey docket no. 25791 .3, filed on 1 2/7/1 998; (2) U.S. 
utility patent application serial no. 09/510.913. attomey docket no. 257917.02. filed 
on 2/23/2000. which claimed the benefit of the filing date of U.S. provisional 

20 application no. 60/121.702. filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502.350, attomey docket no. 25791.8.02, filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119.611, 
attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338. 
attomey docket no. 25791.9.02, filed on 11/15/1999, which claimed the benefit of 

25 the filing date of U.S. provisional application no. 60/108,558. attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546. 
filed on 2/18/2000; (6) U.S. utility patent appllcatton no. 09/523.460, attomey docket 
no. 25791.11.02, filed on 3/10/2000, whkii claimed the benefit of the filing date of 
U.S. provistonal application no. 60/124.042, filed on 3/1 1/1999; (7) U.S. utility patent 

30 application no. 09/512,895, attomey docket no. 25791.12.02, filed on 2/24/2000, 
which claimed the t)enefit of the fifing dates of U.S. provisional application no. 
60/121,841, attomey docket no. 25791.12. filed on 2/26/1999 and U.S. provistonal 
application no. 60/154,047, attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility applicatk>n no. 09/511.941, attomey docket no. 25791.16.02, filed on 

35 2/24^000. which claimed the benefit of the filing date of U.S. provisional serial no. 
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60/121,907, attorney docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
appUcation no. 09/588.946, attorney docket no. 25791.17.02, filed on June 7, 2000. 
which claimed the benefit of the filing date of U.S. provistonai patent application 
serial no, 60/137.998. attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 

5 utility patent application no. 09/559,122, attorney docket no. 25791.23.02. filed on 
4/26/2000, which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131.106, attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146.203, attorney docket no. 25791.25, fUed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039. attomey docket no. 

10 25791.26, fned on 7/9/1999; (13) U.S. provistonai patent applicatton serial no. 
60/162,671, attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
appHcation no. 60/159,039. attomey docket no. 25791.36. filed on 10/12.1999; (15) 
U.S. provistonai patent application no. 60/159.033. attomey docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165.228. 

15 attomey docket no. 25791.39, filed on 11/12/1999. the disclosures of v^ich are 
incorporated herein by reference. 

The expansion cone 1530 is coupled to the support member 1520 and the 
coupling 1535. The expansion cone 1530 is preferably adapted to radially expand 
the expandable tubular member 1525 when the expansion cone 1530 Is axially 

20 displaced relative to the expandable tubular member 1525. The expansion cone 
1530 may be any number of conventional commercially available expansion cones. 

In a preferred emtxxJiment, the expansion cone 1530 Is provided 
substantially as disclosed in one or more of the folto^ng: (1) U.S. utility patent 
application serial no. 09/454.139, attomey docket no. 25791.3.02. filed on 

25 12/3/1999. which datmed the benefit of the filing date of U.S. provisional patent 
application no. 60/1 1 1,293, attomey docket no. 25791.3. filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510.913. attomey docket no. 25791.7.02. filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121.702. filed on 2/25/1999; (3) U.S. utility patent applicatton 

30 serial no. 09/502.350, attomey docket no. 25791.8.02. filed on 2/10/2000, which 
datmed the benefit of the fifing date of U.S. provisional appltoation no. 60/119.611, 
attomey doclcet no. 25791.8; (4) U.S. utility patent applicatton serial no. 09/440.338. 
attomey docket no. 25791.9.02, filed on 11/15/1999, which daimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558. attomey docket no. 

35 25791 .9, filed on 1 1/16.1998; (5) U.S. provisional patent appOcatton no. 60/183.546, 
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filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460. attorney docket 
no. 25791.11.02. filed on 3/10/2000. Which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042, filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512.895, attorney docket no. 25791.12.02, filed on 2/24/2000. 

5 which claimed the benefit of the filing dates of U.S. provisional applicatton no. 
60/121,841, attorney docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047, attorney docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941, attorney docket no. 25791.16.02, filed on 
2/24/2000. which claimed the benefit of the filing date of U.S. provisional serial no. 

10 60/121,907, attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946, attomey docket no. 25791.17.02. filed on June 7, 2000, 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137,998, attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559.122, attomey docket no. 25791.23.02. filed on 

15 4/26/2000, which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106, attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203, attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039, attomey docket no. 
25791.26, filed on 7/9/1999; (13) U.S. provisional patent application serial no. 

20 60/162,671. attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159,039, attomey docket no. 25791.36. filed on 10/12,1999; (15) 
U.S. provisional patent application no. 60/159.033, attomey docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228. 
attomey docket no. 25791.39. filed on 11/12/1999, the disclosures of which are 

25 incorporated herein by reference. 

The coupling 1535 is preferably coupled to the support member 1520, the 
expansion cone 1530 and the resilient anchor 1540. The coupling 1535 is 
preferably adapted to convey pressurized fluidic materials and/or electrical current 
and/or communication signals from a surface location to the resilient anchor 1535. 

30 The coupling 1535 may, for example, be conventional commercially available slick 
wire, braided wire, coiled tubing, or drilling stock material. In a prefen^ed 
embodiment, the coupling 1535 is decoupled finom the resilient anchor 1540 upon 
initiating the axial displacement of the expanston cone 1 530. . 

The resilient anchor 1540 is preferably coupled to the lower section 1550 of 

35 the expandable tubular member 1525 and the coupling 1535. The resilient anchor 
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1540 is further preferably adapted to be controllably coupled to the wellbore casing 
1500. 

Referring to FIGS, 16a and 16b, In a preferred embodiment, the resilient 
anchor 1540 Includes one or more coiled resilient members 1600 and corresponding 

5 releasable coupfing devices 1605. In a preferred embodiment, the resilient anchor 
1540 is nnaintained in a compressed elastic position that is controllably released 
thereby causing the resilient anchor 1540 to expand in size thereby releasing the 
elastic energy stored within the resilient anchor 1540. As illustrated in FIG. 16b, in a 
prefenred embodiment, when the coupling device 1605 is released, the coiled 

10 resilient member 1600 at least partially uncoils in the outward radial direction. In a 
prefened embodiment, at least a portion of the colled member 1600 Is coupled to 
the lower section 1550 of the expandable tubular member 1525. In a prefen-ed 
embodiment, the uncoiled member 1600 thereby couples the lower section 1550 of 
the expandable tubular member 1525 to the wellbore casing 1500. 

15 The coUed member 1600 may be fabricated from any number of 

conventional commercially available resilient materials. In a prefen-ed emtxKliment, 
the coiled member 1600 is fabricated from a resilient material such as. for example, 
spring steel, in a prefenred en^iment. the coiled member 1600 is fabricated from 
memory metals in order to optimally provide control of shapes and stresses. 

20 In a preferred embodiment, the releasable coupling device 1605 maintains 

the coiled member 1600 is a coiled position until the device 1605 is released. The 
releasable coupling device 1605 may be any number of conventional commerdally 
available releasable coupling devices such as, for example, an explosive bolt. 

The resilient anchor 1540 may be positioned in any desired orientation. In a 

25 preferred embodiment, the resilient anchor 1540 is positioned to apply the maximum 
normal force to the walls of the wellbore casing 1500 after releasing the resilient 
anchor 1540. 

In an aKerriate embodiment, as illustrated in FIGS. 17a and 17b, the resilient 
andior 1540 includes a tubular member 1700. one or more resilient anchoring 
30 memt)ers 1705, one or more corresponding rigid attachments 1710, and one more 
conesponding releasable attachments 1715. In a preferred embodiment, the 
resilient anchoring members 1705 are maintained in compressed elastic condition 
by the corresponding rigid and releasable attachments, 1710 and 1715. In a 
preferred embodiment, when the conesponding releasable attachment 1715 is 
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released, the corresponding resilient anchoring member 1705 expands, releasing 

the stored elastic energy, away from the tubular member 1700. 

As illustrated in FIG. 17a, one end of each resilient anchoring member 1705 

is rigidly attached to the outside surface of the tubular member 1700 by a 
5 corresponding rigid attachment 1710. The other end of each resilient anchoring 

memt)er 1705 is removably attached to the outside surface of the tejbular member 

1700 by a corresponding releasable attachment 1715. As illustrated in FIG. 17b, in 

a prefenred embodiment, releasing the releasable attachment 1715 permits the 

resilient energy stored in the resilient anchoring member 1705 to be released 
10 thereby causing the resilient anchoring member 1705 to swing radially outward from 

the tubular member 1700. 

The tubular member 1700 may be fabricated from any number of 

conventional materials. 

The resilient anchoring members 1705 may t>e fabricated from any number 
15 of resilient materials. In a prefenred embodiment, the resilient anchoring memt>ers 

1705 are fabricated from memory metal in order to optimally provide control of 

shapes and stresses. 

The rigid attachments 1710 may t>e fabricated from any number of 

conventional commercially available materials. In a prefenBd embodiment, the rigid 
20 attachments 1710 are fabricated from 4140 steel in order to optimally provide high 

strength. 

The releasable attachments 1715 may be fabricated from any number of 
conventional commercially available devices such as, for example, explosive bolts. 
In another altemative embodiment, as illustrated In FIGS. 18a and 18b, the 
25 resilient anchor 1540 includes a tubular member 1800, one or more anchoring 
devices 1805, one or more resilient members 1810, and one or more release 
devices 1815. In a preferred embodiment, the anchoring devices 1805 and resilient 
members 1810 are maintained In a compressed elastic position by the release 
devices 1815. As illustrated in FIG. 18b, in a prefened embodiment, when the 
30 release devices 1815 are removed, the anchoring devices 1805 and resilient 
members 1810 are permitted to expand outwardly in the radial direction. 

The tubular member 1800 preferably includes one or more openings 1820 
for containing the release devices 1815 and for permitting the anchoring devices 
1805 to pass through. The tubular member 1800 may be fabricated from any 
35 number of conventional commercially available materials. In a preferred 
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embodiment, the tubular member 1800 is fabricated from 4140 steel in order to 
optimally provide high strength. 

The andK>ring devices 1805 are housed within the tubular member 1800. 
The anchoring devices 1805 are preferably adapted to at least partially extend 
5 through the corresponding openings 1820 in the tubular nriember 1800. the 
anchoring devices 1805 are preferably adapted to couple to, and at least partially 
penetrate, the surface of the wellbore 1500. The anchoring devices 1805 may be 
fabricated from any number of durable hard materials such as, for example, 
tungsten carbide, machine tool steel, or hard laced steel. In a preferred 
10 embodiment, the anchoring devices 1805 are fabricated from nnachine tool steel in 
order to optimally pmvkle high strength, hardness, and fracture toughness. 

The resilient members 1810 are coupled to the inside surfece of the tubular 
member 1800. The resilient members 1810 are preferably adapted to apply a radial 
force upon the conBsppnding anchoring devices 1805. in a preferred emtxxlintent, 
15 . when the release devices 1815 release the anchoring devices 1805, the resilient 
members 1810 are preferably adapted to force the anchoring devices at least 
partially through the corresponding openings 1820 into contact with, to at least 
partially penetrate^ the wellbore casing 1 500. 

The release devices 1815 are positioned within and coupled to the openings 
20 1 820 in \he tubular member 1 800. The release devices 1 81 5 are preferably adapted 
to hold the conresponding anchoring devices 1805 within the tubular member 1800 
until released by a control signal provided from a surface, or other, iocatibn. The 
. release devices 1815 may be any number of conventional commerdaily available 
release devices. In a preferred embodinrtent, the release devices 1815 are pressure 
25 activated In order to optimally provide ease of operation. 

As illustrated in FIG. 15a, the apparatus 1515 is preferably positioned witiiin 
the wellbore casing 1500 vAth tiie expandable hjbular member 1525 positioned in 
opposing relation to ttie opening 151 0. 

As Dlustrated in FIG. 15b, in a preferred embodiment the resilient anchor 
30 1540 is ttien anchored to ttie wellbore casing 1500. In this manner, ttie lower 
section 1550 of ttie expandable tubular member 1525 is anchored to the wellbore 
casing 1500. In a preferred embodiment, the resilient anchor 1540 is anchored by a 
control and/or electrical power signal transmitted from a surface location. 

In an altemative embodiment, a compressible cement and/or epoxy is ttien 
35 injected into ttie annular space between the unexpanded portion of ttie tubular 
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member 1525 and the wellbore casing 1500. The compressible cement and/or 
epoxy is then pemiitted to at least partially cure prior to the initiation of the radial 
expansion process. In this manner, an annular stnjctural support and fluidic seal is 
provided around the tubular member 1525. 

5 As Illustrated In FIG. 15c, in a preferred embodiment, the expansion cone 

1530 is then axially displaced by applying an axial force to the support member 
1520. In a preferred embodiment, the a)dal displacement of the expansion cone 
1530 radially expands the expandable tubular member 1525 into intimate contact 
with the walls of thb wellbore casing 1 500. 

10 As illustrated In FIG. 15d, in a preferred embodiment, after the expandable 

tubular member 1525 has been completely radially expanded by the axial 
displacement of the expansion cone 1530, the opening 1510 in the wellbore casing 
1500 Is sealed off by the radially expanded tubular member 1525. In this manner, 
repairs to the wellbore casing 1500 are optimally provided. More generally, the 

15 apparatus 1515 is used to repair or form wellbore casings, pipelines, and stmctural 
supports. 

Refening to FIGS. 19a, 19b and 19c. an alternative embodiment of an 
expandable tubular member 1900 for use in the apparatus 1515 will now be 
described. In a preferred embodiment, the expandable tubular member 1900 

20 includes a tubular body 1905, one or more resilient panels 1910, one or more 
corresponding engagement members 1915, and a release member 1920. In a 
preferred emtxxliment, the resilient panels 1910 are adapted to expand in the radial 
direction after being released by the release member 1920. In this manner, the 
expandable tubular member 1900 is anchored to a preexisting structure such as, for 

25 example, a wellbore casing, an open hole wellbore section, a pipeline, or a stmctural 
support 

The tubular member 1905 is coupled to the resilient panels 1910. The 
tubular member 1905 may be any numt>6r of conventional commercially available 
expandable tubular members. . In a preferred embodinnent, the tubular member 1905 
30 is an expandable casing In order to optimally provide high strength. 

The resilient panels 1910 are coupled to the tubular member 1905. The 
. resilient panels 1910 are farther releasably coupled to the release rnember 1920. 
The resilient panels 1910 are preferably adapted to house the expansion cone 
1530. The resilient panels 1910 are preferably adapted to extend to the position 
35 1925 upon being released by the release member 1920. In a preferred 
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embodtment, the resilient panels 1910 are coupled to the tubular member 1905 by 
welding in order to optimally provide high strength. The resilient, panels 1910 may 
be fabricated from any number of conventional commercially available resilient 
materials. In a preferred embodiment, the resilient panels 1910 are fabricated from 
5 spring steel in order to optimally store elastic radially directed energy. 

The engagement members 1915 are coupled to corresponding resilient 
panels. The engagement members 1915 are preferably adapted to engage, and at 
least partially penetrate, the wellbore casing 1500. or other preexisting structure. 

The release member 1920 is releasably coupled to the resilient panels 1910. 

10 The release nnember 1920 is preferably adapted to controllably release Uie resilient 
panels 1910 from tiieir Initial starained positions in order to pemiit the resilient panels 
1910 to expand to their expanded positions 1925. In a preferred embodiment, the 
release member 1920 is releasably coupled to the coupling 1535. In this manner, 
electrical and/or control and/or hydraulic signals are communicated to and/or from 

15 the release member 1920. The release member 1920 may be any number of 
conventional cx^mmercially available release devices. 

Referring to FIGS. 20a to 20d, an alternative embodiment of an apparatus 
and method for coupling an expandable tubular memt>er to a preexisting structure 
will now be desicribed. Referring to Rg. 20a, a welltx)re casing 2000 is positioned 

20 within a subterranean formation 2005. The wellbore casing 2000 may be positioned 
in any orientation from the vertical direction to the horizontal direction. The wellbore 
casing 2000 further includes one or more openings 2010 that may have been the 
result of unintentional damage to the wellbore casing 2000, or due to a prior 
perforation or fracturing operation performed upon the sunrounding subterranean 

25 fonmation 2005. As ymW be recognized by persons having ordinary sidll in ttie art, the 
openings 2010 can adversely affect ttie subsequent oj^ratim and use of the 
wellbore casing 2000 unless they are sealed off. 

. In a prefenred embodiment an apparatus 2015 is utilized to seal off ttie 
openings 2010 in the wellbore casing 2000. More generally, ttie apparatus 2015 is 

30 preferably utilized to fbnm or repair wellbore casings, pipelines, or stmctural 
supports. 

The apparatus 2015 preferably includes a support member 2020. an 
expandable tubular member 2025, an expansion cone 2030. a coupling 2035. a 
resilient anchor 2040. and one or more seals 2045. 
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The support member 2020 is preferably adapted to be coupled to a surface 
location. The support member 2020 is further coupled to the expansion cone 2030. 
The support member 2020 is preferably adapted to convey pressurized fluidic 
materials and/or electrical cun^ent and/or communication signals from a surface 
5 location to the anchor 2040. The support member 2020 nr^y, for example, be 
conventional commercially available slick wire, braided wire, coiled tubing, or drilling 
stock material. 

The expandable tubular member 2025 is removably coupled to the 
expansion cone 2030. In a preferred embodiment, the expandable tubular member 

10 2025 includes one or wore engagement devices that are adapted to couple and 
penetrate the welibore casing 2000. In this manner, the expandable tubular 
nriember 2025 is optimally coupled to the welibore casing 2000. In a preferred 
embodiment, the engagement devices include teeth for biting Into the surface of the 
welibore casing 2000. In a prefened embodiment, the expandable tubular member 

15 2025 further includes one or more sealing members 2045 on the outside surface of 
the expandable tubular member 2025 in order to optimally seal the interface 
between the expandable tubular member 2025 and the welibore casing 2000. 

In a preferred embodiment, the expandable tubular nriemt>er 2025 includes a 
lower section 2050. an intermediate section 2055, and an upper section 2060. In a 

20 preferred embodiment, the wall thicknesses of the lower and intermediate sections. 
2050 and 2055, are less than the wall thickness of the upper section 2060 in order 
to optimally facilitate the radial expansion of the expandable tubular member 2025. 
In a prefen-ed embodiment, the stealing members 2045 are provided on the outside 
surface of the upper sectfon 2060 of the expandable tubular member 2025. In a 

25 preferred embodiment, the resilient anchor 2040 is coupled to the lower section 
2050 of the expandable tubular member 2025 in order to optimally anchor the 
expandable tubular member 2025.to the welibore casing 2000. 

In a preferred embodiment, the expandable tubular member 2025 is further 
provided substantially as disclosed in one or more of the following: (1) U.S. utility 

30 patent application serial no. 09/454,139, attomey docket no. 25791.3.02, filed on 
12/3/1999, which claimed the benefit of the frling date of U.S. provisional patent 
appHcation no. 60/1 1 1 ,293, attorney docket no. 25791 .3. filed on 1 2/7/1 998; (2) U.S. 
utility patent application serial no. 09/510,913, attomey docket no. 25791.7.02, filed 
on 2/23/2000, which claimed ttie benefit of the filing date of U.S. provisional 

35 application no. 60/121,702. filed on 2/25/1999; (3) U.S. utility patent application 
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serial no. 09/502.350. attorney docket no. 25791.8.02, filed on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611, 
attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338. 
attorney docket no. 25791.9.02. filed on 11/15/1999, which claimed the t)enefit of 
5 the filing date of U.S. provisional application no. 60/108,558, attorney docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546, 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523,460, attorney docket 
no. 25791.11.02, filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042. filed on 3/11/1999; (7) U.S. utility patent 

10 application no. 09/512.895. attorney docket no. 25791.12.02, filed on 2/24/2000, 
whk:h claimed the benefit of the filing dates of U.S. provisional application no. 
60/121.841, attorney docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154,047, attorney docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941, attorney docket no. 25791.16.02, filed on 

15 2/24/2000. v\rtiich claimed the benefit of the filing date of U.S. provisional serial no. 
60/121,907. attorney docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588.946. attorney docket no. 25791.17.02. filed on June 7. 2000. 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137.998, attorney docket no. 25791.17, filed on 6/7/1999; (10) U.S. 

20 utility patent application no. 09/559.122. attorney docket no. 25791.23.02. filed on 
4/26/2000. whkii claimed the benefit of the filing date of U.S. provisional application 
no. 60/131.106. attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146.203, attomey docket no. 25791.25. filed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039. attomey docket no. 

25 25791.26, filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162,671, attomey docket no. 25791.27, filed on 11/1/1999; (14) U.S. provisional 
applicatton no. 60/159,039, attomey docket no. 25791.36. filed on 10/12,1999; (15) 
U.S. provisional patent application no. 60/159,033, attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provistonal patent appikation no. 60/165,228, 

30 attomey docket no. 25791.39, filed on 11/12/1999. ttie disctosures of which are 
incorporated herein by reference. 

The expansion cone 2030 is preferably coupled to the support! member 2020 
and the coupling 2035. The expanston cone 2030 is preferably adapted to radially 
expand ttie expandable tubular member 2025 when the expansion cone 2030 is 

35 a)dally displaced relative to the expandable tubular member 2025. 
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In a preferred embodiment, the expansion cone 2030 is provided 
substantlaily as disclosed in one or more of tiie following: (1). U.S. utility patent 
application serial no. 09/454,139. attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed the laenefit of the filing date of U.S. provisional patent 
5 application no. 60/1 1 1 .293, attomey docket no. 25791 .3, filed on 12/7/1 998; (2) U.S. 
utility patent application serial no. 09/510,913. attomey docket no. 25791.7.02, filed 
on 2/23/2000. which claimed the benefit of the filing date of U.S. proviskmal 
application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attomey docket no. 25791.8.02, filed on 2/10/2000. which. 

10 . claimed the benefit of the filing date of U.S. provistonal appUcation no. 60/119.611, 
attomey docket no. 25791.8; (4) U.S. utility patent appllcatton serial no. 09/440,338, 
attomey docket no. 25791.9.02. filed on 11/15/1999. which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558, attorney docket no. 
25791.9, filed on 1 1/16.1998; (5) U.S. provisional patent applicatton no. 60/183,546, 

15 filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460. attomey docket 
no. 25791.11.02. filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124.042. filed on 3/1 1/1999; (7) U.S. utility patent 
applicatton no. 09/512,895, attomey docket no. 25791.12.02, filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional applicatk)n no. 

20 60/121.841. attomey docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047. attomey docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utiHty appltoation no. 09/511,941, attomey docket no. 25791.16.02, filed on 
2/24/2000. vi/hlch claimed the benefit of the filing date of U.S. provisional serial no. 
60/121.907, attom^ docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 

25 application no. 09/588.946. attomey docket no. 25791 . 1 7.02, filed on June 7, 2000. 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137,998, attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559.122. attomey docket no. 25791.23.02. filed on 
4/26/2000, which claimed the benefit of the filing date of U.S. provteional appHcation 

30 no. 60/131,108. attomey docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provlstonal application no. 60/146.203, attorney docket no. 25791.25. filed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039, attomey docket no. 
25791.26. filed on 7/9/1999; (13) U.S. provisional patent appUcation serial no. 
60/162,671. attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 

35 application no. 60/159.039. attomey docket no. 25791.36, filed on 10/12.1999; (15) 
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U.S. provisional patent application no. 60/159.033, attorney docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228. 
attorney docket rio. 25791.39, filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 
5 The coupling 2035 is* preferably coupled to the support memt)er 2020. the 

expansion cone 2030, and the anchor 2040. The ooupling 2035 is preferably 
adapted to convey pressurized fluidic materials and/or electrical cunent ar)d/or 
communication signals from a sur^ce location to the anchor 2035. The coupling 
2035 may, for example, be conventional commercially available slick wire, braided 

10 wire, coiled tubing, or drilling stock material. In a preferred embodiment, the 
ooupling 2035 is decoupled from the anchor 2040 upon initiating the axial 
displacement of the expansbn cone 2030. 

The anchor 2040 is preferably coupled to the lower section 2050 of the 
expandable tubular member 2025 and the coupling 2035. The anchor 2040 is 

15 further preferably adapted to be controllably coupled to the wellbore casing 2000: 

Refening to FIGS. 21a and 21b. in a preferred embodiment, the anchor 2040 
includes a housing 2100, one or more spikes 2105, and one or more con^ponding 
actuators 2110. In a prefen^ embodiment, the spikes 2105 are outwardly 
extended by the corresponding actuators 2110. In an alternative embodiment, the 

20 spikes 2105 are ouhvardly actuated by displacing the apparatus 2015 upwardly. In 
another alternative embodiment, the spikes 2105 are outwardly extended by placing 
a quantity of fluidic material onto the spikes 2105. 

The housing 2100 is coupled to the tower section 2050 of the expandable 
tubular member 2025, the spikes 2105, and the actuators 2110. The housing 2100 

25 is further preferably coupled to the coupling 2035. In a prefened embodiment, ttie 
housing 2100 is adapted to convey electrical, communication, and/or hydraulic 
signals from the coupling 2035 to the actuators 21 10. 

The spikes 2105 are preferably movably coupled to the housing 2100 and 
the corresponding actuators 2110. The spikes 2105 are preferably adapted to pivot 

30 relative to the housing 2100. The spikes 2105 are further preferably adapted to 
extend outwardly in a radial direction to engage, and at least partially penetrate, the 
wellbore casing 2000, or other preexisting structure such as, for example, ttie 
wellbore. Each of the spikes 2105 further preferably include a concave upwardly 
facing surfoce 2115. In a prefenred embodiment, ttie placement of a quantity of 

35 fluidic material such as, for example, a barite plug or a flex plug, onto ttte surbces 
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2115 causes the spikes 2105 to pivot outwardly away from the housing 2100 to 
engage the wellbore casing 2000. or other preexisting structure such as, for 
example, the wellbore. Alternatively, the upward displacement of the apparatus 
2015 causes the spikes 2105 to pivot outwardly away from the housing 2100 to 
5 engage the wellbore casing 2000, or other preexisting structure such as, for 
example, the wellbore. 

The actuators 2110 are preferably coupled to the housing 2100 and the 
conBspondihg spikes 2105. The actuators 2110 are preferably adapted to apply a 
force to the corresponding spikes 2105 suffident to pivot the .con^sponding spikes 

10 2105 outwardly and away from the housing 2100. The actuators 2110 may be any 
number of conventional commercially available actuators such as, for example, a 
spring, an electric or hydraulic motor, a hydraulic piston/cylinder In a preferred 
embodiment, the actuators 2100 are hydraulic pistons in order to optimally provide 
ease of operation, in an alternative embodiment, the actuators 2110 are omitted 

1 5 and the spikes are ptvotally coupled to the housing 2100. 

Referring to FIGS. 22a, 22b, and 22c, in an aitemative embodiment, the 
anchor 2040 includes the housing 2100, one or more petal baskets 2205, and one 
or more corresponding actuators 2110. In a preferred embodiment, the petal 
baskets 2205 are outwardly extended by the con'esponding actuators 2110. In an 

20 aitemative embodiment, the petal baskets 2205 are outwardly actuated by 
displacing the apparatus 2015 upwardly. In another aitemative embodiment, the 
petal baskets 2205 are outwardly extended by placing a quantity of fluidic material 
onto the petal baskets 2205. 

. The housing 2100 is coupled to the lower section 2050 of the expandable 

25 tubular member 2025. the petal baskets 2205, and the actuators 2110. 

The petal baskets 2205 are preferably movably coupled to the housing 2100 
and the corresponding actuators 2110. The petal baskets 2205 are preferably 
adapted to pivot relative to the housing 2100. The petal baskets 2205 are further 
preferably adapted to extend outwardly in a radial direction to engage, and at least 

30 partially penetrate, the wellbore casing 2000, or other preexisting staicture. As 
illustrated in FIG. 22c, each of the petal baskets 2205 further preferably include a 
concave upwardly facing surface 2215. In a prefenned embodiment, the placement 
of a quantity of flukiic material such as, for example, a barite plug or a flex plug, onto 
the surfaces 2215 causes the petal baskets 2205 to pivot outwardly away from the 

35 housing 2100 to engage the wellbore casing 2000, or other preexisting structure. 
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Attematively, the weight of the fluidic materials placed onto the petal baskets 2205 is 
sufficient to anchor the expahdat>ie tutnilar member 2025. Alternatively, the upward 
displacement of the apparatus 2015 causes the petal baskets 2205 to pivot 
outwardly away from the housing 2100 to engage the wellbore casing 2000, or other 
5 preexisting structure. 

The aptuators 2110 are preferably coupled to the housing 2100 and the 
corresponding petal baskets 2205. The actuators 2110 are preferably adapted to 
apply a force to the corresponding petal baskets 2205 suffident to pivot the 
corresponding petal baskets 2205 outwardly and away from the housing 2100. In 

10 an alternative embodiment, the actuators 2110 are omitted and the petal baskets 
are pivotally coupled to the housing 2100. 

In an alternative embodiment, the anchor 2040 includes one or more spikes 
2105 and one or more petal baskets 2205. 

As illustrated in FIG. 20a, the apparatus 2015 is preferably positioned within 

15 the wellbore casing 2000 with the expandable tubular member 2025 positioned in 
opposing relation to the opening 2010. 

As illustrated in FIG. 20b, in a preferred embodiment, the anchor 2040 is 
then anchored to the wellbore casing 2000. In this manner, the lower sec^on 2050 
of the expandable tubular member 2025 is anchored to the wellbore casing 2000 or 

20 the wellbore casing. In a preferred embodiment, the anchor 2040 is anchored by a 
control and/or electrical power signal transmitted from a surface location to the 
actuators 21 10 of the anchor 2040. In an altemative embodinr^nt, the anchor 2040 
is anchored to the wellbore casing 2000 by upwardly displadng the apparatus 2015. 
In an altemative embodiment, the anchor 2040 is anchored to the wellbore casing 

25 2000 by pladng a quantity of a fluidic material such, for example, a barite plug or a 
flex plug, onto the spikes 2105 or petal baskets 2205 of the anchor 2040. In an 
altemative embodiment, the anchor 2040 is omitted, and the. apparatus 2015 is 
anchored by pladng a quantity of a fluidic material such, for example, a barite plug 
or a flex plug, onto at least the tower and/or the intenmediate sections, 2050 and 

30 2055, of the expandable tubuter member 2025. 

In an altemative embodiment, a compressible cement and/or epoxy is then 
injected into the annular space between the unexpanded portion of the tubular 
member 2025 and the wellbore casing 2000. The compressibte cement and/or 
epoxy is then permitted to at least partially cure prior to the initiation of the radial 
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expansion process, in this manner, an annular structural support and fluidic seal is 
provided around the tubular member 2025. 

As illustrated in FIG. 20c. in a prefen-ed embodiment, the expansion cone 
2030 is then axially displaced by applying an axial force to the support member 
5 2020. In a preferred embodiment, the axial displacement of the expansion cone 
2030 radially expands the expandable tubular member 2025 into intimate contact 
with the walls of the wellbore casing 2000. 

As illustrated in FIG. 20d. in a preferred embodiment, after the expandable 
tubular member 2025 has been completely radially expanded by the axial 
10 displacement of the expansion cone 2030, the opening 2010 in the wellbore casing 
2000 is sealed off by the radially expanded tubular member 1435. In this manner, 
repairs to the wellbore casing 2000 are optimally provided. More generally, the 
apparatus 2015 is used to repair or form wellbore casings, pipelines, and structural 
supports. 

15 Refening to FIGS. 23a to 23e, ad altemative embodiment of an apparatus 

and method for coupling an expandable tubular member to a preexisting structure 
will now be described. Referring to Fig. 23a, a wellbore casing 2300 and an open 
hole wellbore section 2305 are positioned within a subterranean formation 2310. 
The wellbore casing 2300 and the open hole wellbore section 2305 may be 

20 positioned in any orientation from the vertical direction to the horizontal direction. 

In a prefen^ embodiment, an apparatus 2320 Is utilized to fomi a new 
section of wellbore casing within the open hole wellbore section 2305. More 
generally, the apparatus 2320 is preferably utilized to forni or repair wellbore 
casings, pipelines, or structural supports. 

25 ^ The apparatus 2320 preferably includes a support member 2325, an 
expandable tubular member 2330, an expansion cone 2335, one or more upper 
sealing members 2340, and one or more sealing members 2345. 

The support member 2325 is preferably adapted to be coupled to a surface 
location. The support member 2325 is further coupled to the expansion cone 2335. 

30 The support member 2325 may, for example, be conventional commercially 
available sRck wire, braided wire, coiled tubing, or drifling stock material. 

The expandable tubular member 2330 is removably coupled to the 
expansion cone 2335. In a prefenBd embodiment, the expandable tubular member 
2025 further includes one or more upper and lower sealing members, 2340 and 

35 2345, on the outside surface of the expandable tubular member 2330 in order to 
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optimally seal the Interface between the expandable tubular member 2330 and the 
wellbore casing 2300 and the open hole wellbore section 2305. 

In a prefenred embodiment, the expandable tubular member 2025 further 
includes a lower section 2350, an intennediate section 2355, and an upper section 
5 2360. In a preferred embodiment, the wall tNcknesses of the lower and 
intemiediate sections, 2350 and 2355. are less than the wall thidcness of the upper 
section 2360 in order to optimally facilitate the radial expansion of the expandable 
tubular member 2330. In a preferred embodiment, the lower section 2350 of the 
expandable tubular member 2330 includes one or more slots 2365 adapted to 

1 0 pemiit a fluidic.sealing material to penetrate the lower section 2350. 

In a preferred embodiment, the expandable tubular member 2330 is further 
provided substantially as disclosed In one or more of the following: (1) U.S. utility 
patent application serial no. 09^454,139, attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed the benefit of ttte filing date of U.S. provisional patent 

1 5 application no. 60/1 1 1 ,293, attorney docket no. 25791 .3, filed on 1 2/7/1 998; (2) U.S. 
utility patent application serial no. 09/510.913. attorney docket no. 25791.7.02. filed 
on 2/23/2000. which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121.702. filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502.350, attomey docket no. 25791.8.02. filed on 2/10/2000, which 

20 claimed the benefit of the filing date of U.S. provisional application no. 60/1 19.611, 
attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440.338. 
attomey docket no. 25791.9.02, filed on 11/15/1999. virtiich dairtied the benefit of 
the filing date of U.S. provisional application no. 60/108,558, attomey docket no. 
25791.9. fHed on 11/16.1998; (5) U.S. phjvisional patent appikation no. 60/183.546, 

25 filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460, attorney docket 
no. 25791.11.02, filed on 3/10/2000, which claimed the benefit of ttie filing date of 
U.S. provisional application no. 60/124.042, filed on 3/11/1999; (7) U.S. utility patent 
applteation no. 09/512.895, attomey docket no. 25791.12.02, filed on 2/24/2000. 
which claimed the benefit of the filing dates of U.S. provlstonal applteation no. 

30 60/121.841, attomey docket no. 25791.12, filed on 2C6/1999 and U.S. provisional 
appfication no. 60/154.047, attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility applteation no. 09/511.941, attomey docket no. 25791.16.02, ffled on 
2C4/2000, which daimed the benefit of the filing date of U.S. provistonal serial no. 
60/121.907. attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 

35 application no. 09/588,946, attomey docket no. 25791.17.02. Wed on June 7. 2000. 
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which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137.998. attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
utility patent applicatfon no. 09/559.122. attorney docket no. 25791.23.02. filed on 
4/26/2000, which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131,106, attorney docket no. 25791.23. filed on 4/26/1999; (11) U.S. 
provisional appltoatton no. 60/146,203, attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039, attoniey docket no. 
25791.26. filed on 7/9/1999; (13) U.S. provisional patent appllcatton serial no. 
60/162,671, attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
application no. 60/15i9,039, attomey docket no. 25791.36, filed on 10/12.1999; (15) 
U.S. provisional patent application no. 60/159,033, attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165.228. 
attomey docket no. 25791.39. fried on 11/12/1999. the disctosures of which are 
incorporated herein by reference. 

The expansion cone 2335 is preferably coupled to the support member 
2325. The expansfon cone 2335 is further preferably removably coupled to the 
expandable tubular member 2330; The expanston cone 2335 is preferably adapted 
to radially expand the expandable tubular member 2330 when the expansion cone 
2335 is axiaily displaced relative to the expandable tubular member 2330. 

In a preferred embodiment, the expansion cone 2335 is provided 
substantially as disclosed in one or more of the following: (1) U.S. utility patent 
application serial no. 09/454.139. attomey docket no. 25791.3.02, filed on 
12/3/1999. which claimed the benefit of the filing date of U.S. provisranal patent 
application no. 60/111.293. attomey docket no. 25791.3. filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510.913. attomey docket no. 25791.7.02. filed 
on 2/23/2000. which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121.702. filed on 2/25/1999; (3) U.S. utility patent appUcation 
serial no. 09/502.350. attorney docket no. 25791.8.02. filed on 2/10/2000, which 
cteimed the benefit of tt« filing date of U.S. pro>asfonal application no. 60/1 19,611. 
attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440.338. 
attorney docket no. 25791.9.02, filed on 11/15/1999. wrtiich claimed the benefit of 
the filing date of U.S. provisional application no. 60/108.558. attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent applicatton no. 60/183.546. 
filed on 2/18/2000; (6) U.S. utility patent applteation no. 09/523.460, attomey docket 
no. 25791.11.02, filed on 3/10/2000, vi^hich claimed the benefit of the filing date of 
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U.S. provisional application no. 60/124,042. filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512,895, attorney docket no. 25791.12.02. filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional application no. 
60/121.841. attorney docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
5 application no. 60/154,047. attorney docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utility applicatkm no. 09/511.941, attorney docket no. 25791.16.02, filed on 
2/24/2000, which claimed the i>enerit of the filbig date of U.S. provisional serial no. 
60/121,907. attorney docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
applteation no. 09/588.946, attorney docket no. 25791.17.02, filed on June 7, 2000, 

10 which claimed the twnefit of the filing date of U.S. provisional patent application 
serial no. 60/137.998, attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
utility patent applicatton no. 09/559.122. attorney docket no. 25791.23.02. filed on 
4/26/2000, whidi claimed the benefit of the filing date of U.S. provisional applicatkm 
no. 60/131,106. attorney docket no. 25791.23. filed on 4/26/1999; (11) U.S. 

15 provfsional application no.. 60/146.203. attorney docket no. 25791.25. filed on 
7/29/1999; (12) U.S. provisfonal applicatbn no. 60/143,039. attorney docket no. 
25791.26. filed on 7/9/1999; (13) U.S. provisional patent application serial ho. 
60/162.671. attorney docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
applicaUon no. 60/159.039, attorney docket no. 25791.36, filed on 10/12,1999; (15) 

20 U.S. provisional patent applfcation no. 60/159,033, attomey docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provistonal patent application no. 60/165.228, 
attomey docket no. 25791.39, filed on 11/12/1999. the disctosures of which are 
incorporated herein by reference. 

The upper sealing member 2340 is coupled to the outside surface of the 

25 upper sectton 2360 of the expandable tubular member 2330. The upper sealing 
member 2340 is preferably adapted to fluklicly seal the interface between the 
radially expanded upper section 2360 of the expandable tubular member 2330 and 
the wellbore casing 2300. The upper sealing member 2340 may be any number of 
conventtonai commercially available sealing members. In a preferred embodiment, 

30 the upper sealing member 2340 is a vHon mbber in order to optimally provMe load 
carrying and pressure sealing capacity. 

The kjwer sealing member 2345 is preferably coupled to the outside surfece 
of the upper sectnn 2360 of the expandable tubular member 2330. The lower 
sealing member 2340 is preferably adapted to fluidk:iy seal the interface between 

35 the radially expanded upper sectton 2360 of the expandable tubular member 2330 
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and the open hole wellbore section 2305. The lower sealing member 2345 may be 
any number of conventional oommerclaliy available sealing members. In a preferred 
embodiment, the lower sealing member 2345 is viton rubber in order to optimally 
provide load carrying and sealing capacity. 
5 As illustrated in FIG. 23a. the apparatus 2320 is preferably positioned within 

the wellbore casing 2300 and the open hole wellbore section 2305 with the 
expandable tut)ular member 2330 positioned in overlapping relation to the wellbore 
casing 2300. 

As illustrated in FIG. 23b. in a preferred embodiment, a quantity of a 
10 hardenable fluidtc sealing material 2365 is then injected into the open hole wellbore 
section 2305 proximiaite to the lower section 2350 of the expandable tubular member 
2330. The sealing material 2365 may be any number of conventional commercially 
available sealing materials such as. for example, cement and/or epoxy resin. In a 
preferred embodiment, the hardenable fluidic sealing material 2365 at least partially 
15 enters the slots provided in the lower sec^on 2350 of the expandable tubular 
member 2330. 

As illustrated in FIG. 23c, the hardenable fluidic sealing material 2365 is 
preferably then permitted to at least partially cure. In this manner, the lower section 
2350 of the expandable tubular member 2330 is anchored to the open hole wellbore 
20 section 2305. 

In an altemative embodiment, a compressible cement and/or epoxy is then 
injected into the annular space between the unexpanded portion of the tubular 
member 2330 and the wellbore casing 2300. The compressible cement and/or 
epoxy is then permitted to at least partially cure prior to the initiation of the radial 

25 expansion process. In this manner, an annular structural support and fluidic seal is 
provided around the tubular member 2330. 

As illustrated in FIG. 23d, in a preferred embodiment, the expansion cone 
2335 is then axially displaced by applying an axial force to the support member 
2325. In a preferred embodiment, the axial displacement of the expansion cone 

30 2335 radially expands the expandable tubular member 2330 Into intimate contact 
vrith the walls of the wellbore casing 2300. 

As aiustrated in FIG. 23e, in a prefemed embodiment, after the expandable 
tubular member 2330 has been completely radially expanded by the axial 
displacenrtent of the expansion cone 2335, a new section of wellbore casing is 

35 fonned that preferably includes the radially expanded tubular member 2330 and an 
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outer annular layer of a fluidic sealing material. More generally, the apparatus 2320 
is used to repair or fonrri wellbore casings, pipelines, and stmctural supports. 

Referring to FIGS. 24a to 24c, an alternative emt)odiment of an apparatus 
and method for coupling an expandable tubular member to a preexisting structure 
5 will now be described. Refening to Fig. 24a, a wellbore casing 2400 and an open 
hole wellbore section 2405 are positioned within a subteranean fomnation 2410. 
The wellbore casing 2400 and the open hole wellbore section 2405 may be 
positioned in any orientation from the vertical direction to approximately the 
horizontal directton. 

10 In a prefenred embodiment, an apparatus 2420 is utilized to fomn a new 

section of wellbore casing within the open hole wellbore section 2405. More 
generally, the apparatus 2420 is preferably utilized to form or repair wellbore 
casings, pipelines, or structural supports. 

The apparatus 2420 preferably includes a support member 2425, an 

15 . expandable tubular member 2430, an expansion cone 2435, a coupling 2440i a 
packer 2445, a mass 2450, one or more upper sealing members 2455, and one or 
more sealing members 2460. 

The support member 2425 is preferably adapted to be coupled to a surface 
location. The support member 2425 is further coupled to the expansion cone 2435. 

20 The support member 2425 is preferably adapted to convey electrical, 
communication, and/or hydraulic signals to and/or from the packer 2445. The 
support member 2425 may, for example, be conventional commercially available 
slick wire, braided wire, coiled tubing, or drilling stock material. 

The expandable tubular member 2430 is removably coupled to the 

25 expansion cone 2435 and the packer 2445. The expandable tubular member 2430 
is further preferably coupled to the mass 2450. In a preferred embodiment, the 
expandable tubular member 2430 further includes one or more upper and lower 
sealing members, 2455 and 2460, on the outside surface of the expandable tubular 
member 2430 in order to optimally seal the Interfece between the expandable 

30 tubular member 2430 and the wellbore casing 2400 and the open hole wellbore 
section 2405. 

In a prefenred embodiment, the expandable tubular member 2430 further 
includes a lower section 2465, an intermediate section 2470, and an upper section 
2430. in a prefenBd embodiment, the wall ttikdcnesses of the lower and 
35 intermediate secttons, 2465 and 2470, are less than the wail thickness of the upper 
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section 2475 in order to optimally facilitate the radial expansion of tlie expandable 
tubular member 2430. In a pr^n«d embodiment, the lower section 2465 of the 
expandable tubular member 2430 is coupled to the mass 2450. 

In a prefened embodiment, the expandable tubular member 2430 is further 
5 provided substantially as disclosed in one or more of the following: 

The expansion cone 2435 is preferably coupled to the support member 2425 
and the coupling 2440. The expansion cone 2435 is further preferably removably 
coupled to the expandable tubular member 2430. The expanston cone 2435 is 
preferably adapted to radially expand the expandable tubular member 2430 when 
10 the expansion cone 2435 is axialiy displaced relative to the expandable tubular 
memt>er 2430. 

in a preferred embodiment, the expansion cone 2435 is provided 
substantially as disclosed in one or more of the following: (1) U.S. utility jjatent 
application serial no. 09/454,139, attorney dodtet no. 25791.3.02, filed on 

15 12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111,293, attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510,913, attorney docket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
applicatkin no. 60/121.702, filed on 2/25/1999; (3) U.S. utility patent application 

20 serial no. 09/502,350, attorney docket no. 25791.8.02, filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provlsronal application no. 60/119.611, 
attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
attorney docket no. 25791.9.02. filed on 11/15/1999, v^ich claimed ttie benefit of 
the filing date of U.S. provisional application no. 60/108,558, attorney docket no. 

25 25791 .9. filed on 1 1/16.1998; (5) U.S. provlskwwl patent application no. 60/183,546. 
filed on 2/1 8/2000; (6) U.S. utility patent applteation nbl 09/523,460. attomey docket 
no. 25791.11.02, filed on 3/10/2000, vuhlch daimed the benefit of the filing date of 
U.S. provisional application no. 60/124,042. filed on 3/11/1999; (7) U.S. utility patent 
application no. 09/512.895. attomey docket no. 25791.12.02. filed on 2/24/2000. 

30 wrhteh daimed the benefit of the filing dates of U.S. provisional applteation no. 
60/121.841. attomey docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
appUcation no. 60/154.047. attomey docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utility applteation no. 09/511.941. attomey docket no. 25791.16.02. filed on 
2/24/2000, vtrhich claimed the benefit of the fiHng date of U.S. provisional serial no. 

35 60/121.907. attomey docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
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application no. 09/588,946, attorney docket no. 25791.17.02. filed on June 7, 2000, 
wtiich claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137.998, attorney docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent applicatton no. 09/559,122, attorney docket no. 25791.23.02, filed on 
5 4/26/2000, which claimed the benem of the filing date of U.S. provistonal application 
no. 60/131.106, attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146.203, attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional appltoation no. 60/143,039, attorney docket no. 
25791.26, filed on 7/9/1999; (13) U.S. provisional patent appltoation serial no. 

10 60/162.671. attorney docket no. 25791.27, filed on 1 1/1/1999; (14) U.S. provisional 
application no. 60/159.039. attorney docket no. 25791.36. filed on 10/12.1999; (15) 
U.S. provisional patent application no. 60/159,033, attorney docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 
attorney docket no. 25791.39, filed on 11/12/1999. the disctosures of wWch are 

15 incorporated lierein by reference. 

The coupling 2440 is preferably coupled to the support meml)er 2425 and 
the expansion cone 2435. The coupling 2440 is preferably adapted to convey 
electrical, communicatron, and/or hydraulic signals to and/or from the packer 2445. 
The coupling 2440 may be any number of conventional support members such as. 

20 for example, commercially available slick wire, braided wire, coiled tubing, or drilling 
stock material. 

The packer 2445 is coupled to the coupling 2440. The packer 2445 is further 
removably coupled to the tower section 2465 of the expandable wellbore casing 
2430. The packer 2445 is preferably adapted to provkJe sufficient frictional force to 

25 support the tower sectton 2465 of the expandabto wellbore casing 2430 and the 
mass 2450. the packer 2445 may be any number of conventional commercially 
available packers. In a preferred embodiment, the packer 2445 is an RTTS packer 
available from Halliburton Energy Sendees in order to optimally provMe multiple sets 
and releases. In an alternative embodiment, hydraulic slips may be substituted for, 

30 or used to supplement, the packer 2445. 

The mass 2450 is preferably c6upled to tt^e tower section 2465 of the 
expandable tubular member 2430. The mass 2450 is preferably selected to provide 
a tensUe load on the lower section 2465 of the expandable tubular member 2430 
that ranges from about 50 to 100 % of the yield point of the upper sectton 2475 of 

35 the expandable tubular member 2430. In this manner, when the packer 2445 Is 
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released, the axial force provided by the mass 2450 optimally radially expands and 
extrudes the expandable tubular member 2430 off of the expansion cone 2435. 

The upper sealing member 2455 is preferably coupled to the outside surface 
of the upper section 2475 of the expandable tubular member 2430. The upper 
5 sealing member 2455 is preferably adapted to fluididy seal the interface between 
the radially expanded upper sedion 2475 of the expandable tubular member 2430 
and the wellbore casing 2400. The upper sealing member 2455 may be any 
number of conventional commercially available sealing members. In a preferred 
embodiment the upper seating member 2455 is viton mbber in order to optimally 
1 0 provide load carrying and pressure sealing capadty. 

The lower sealing member 2460 Is preferably coupled to the outside surface 
of the upper section 2475 of the expandable tubular member 2430. The lower 
sealing member 2460 is preferably adapted to fluididy seal the interface between 
the radially expanded upper section 2475 of the expandable tubular member 2430 
15 and the open hole wellbore section 2405. The tower sealing member 2460 may be 
any number of conventional commerdaliy available seating members. In a preferred 
embodiment, the lower sealing member 2460 is viton mbber in order to optimally 
provide lead bearing and sealing capacity. 

As illustrated In FIG. 24a. the apparatus 2420 is preferably positioned within 
20 the wellbore casing 2400 and the open hole wellbore section 2405 wth the 
expandable tubular member 2430 positioned in overlapping relation to the wellbore 
casing 2400. In a prefenred embodiment, the weight of the mass 2450 is supported 
by the support member 2425, the expansion cone 2435, the coupling 2440, the 
packer 2445, and the lower section 2465 of the expandable tubular member 2430. 
25 In this manner, the intermediate section 2470 of the expandable tubular member 
2430 preferably does not support any of the weight of the mass 2450. 

As Illustrated In FIG. 24b, in a prefen^d embodiment, the packer 2445 is 
then released from connection with the lower section 2465 of the expandable tubular 
member 2430, In this manner, the mass 2450 is preferably now supported by the 
30 support member 2425, expar^ion cone 2435, and the lower and intennediate 
sections. 2465 and 2470. of the expandable tubular member 2430. In a preferred 
embodiment, the weight of the mass 2450 then causes the expandable tubular 
mernber 2430 to be radially expanded by. and extmded off of. the expansion cone 
2435. In a preferred embodiment, during the extn^ton process, the position of the 
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support member 2425 is adjusted to ensure an overlapping relation between the 
expandable tubular mennber 2430 and the wellbore casing 2400. 

In an alternative embodiment, a compressible cement and/or epoxy Is 
injected into the annular space between the unexpanded portion of the tubular 
member 2430 and the wellbore casing 2400 before and/or during the extrusion 
process. The compressible cement and/or epoxy is then preferably permitted to at 
least partially cure prior to the initiation of the radial expanston pirocess. In this 
manner, an anriular structural support and fluidic seal is provided around the tubular 
member 2430. 

As ilhistrated in FIG. 24c, in a preferred embodiment, after the expandable 
tubular member 2430 has been completely extruded off of the expansion cone 2435. 
a new section of wellbore casing is fonned that preferably includes the radially 
expanded tubular member 2430 and an Mter annular layer of a fluidic sealing 
material. More generally, the apparatus 2420 is used to repair or forni wellbore 
casings, pipelines, and structural supports. 

In an alternative embodiment, the mass 2450 is positioned on top of the 
upper section 2475 of the tubular member 2430. In a preferred embodiment, the 
mass 2450 is fabricated from a thick walled tubular member that is concentric with 
respect to the support member 2425, and also rests on top of the upper section 
2475 of the tubular member 2430. In this manner, when the expansion cone 2435 
exits the tubular member 2430, the expansion cone will cany the mass 2450 out of 
the wellbore 2405. 

Refening to FIGS. 25a to 25c, an alternative embodin^nt of an apparatus 
and method for coupling an expandable tubular member to a preexisting stnjcture 
will now be described. Refemng to Fig. 25a, a wellbore casing 2500 and an open 
hole wellbore section 2505 are positioned within a subten^nean fomiation 2510. 
The wellbore casing 2500 and the open hole wellbore section 2505 may be 
positioned in any orientation from the vertical direction to approximately the 
horizontal direcKon. 

In a pr^erred embodiment, an apparatus 2520 is utilized to form a new 
section of wellbore casing within the open hole wellbore section 2505. More 
generally, the apparatus 2520 is preferably utilized to form or repair wellbore 
casings, pipelines, or structurat supports. 

The apparatus 2520 preferably indudes a support nr>ember 2525. . an 
expandable tubular rnemtler 2530, an expansion cone 2535, a chamber 2440, an 
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end plate 2545, one or more upper sealing mennbers 2555. and one or more sealing 
nr^embers 2560. 

The support memt>er 2525 is preferably adapted to be coupled to a surface 
location. The support member 2525 is further coupled to the expansion cone 2535. 
5 The support member 2525 is preferably adapted to convey fluidio materials to and/or 
from the chamber 2540. The support member 2525 may, for example, be 
conventional commercially available stick wire, braided wire, coiled tubing/or drilling 
stock material. 

The expandable tubular member 2530 is removably coupled to the 

10 expansion cone 2535. In a prefenBd embodiment, the expandable tubular member 
2530 further includes one or more uppier and lower sealing members, 2555 and 
2560, on the outside surface of the expandable tubular member 2530 in order to 
optimally seal the interface between the expandable tubular member 2530 and the 
weltbore casing 2500 and the open hole wellbore section 2505. 

15 In a prefen^ed embodiment, the expandable tubujar member 2530 further 

includes a lower section 2565, an intermediate section 2570, and an upper section 
2530. In a preferred embodiment, the wall thicknesses of the lower and 
intermediate sectbns. 2565 and 2570, are less than the wall thickness of the upper 
section 2575 in order to optimally facilitate the radial expansion of the expandable 

20 tubular member 2530. 

In a preferred embodiment, the lower section 2565 of the expandable tubular 
member 2530 further includes the chamber 2540 and the end plate 2545. 

In a preferred embodiment, the expandable tubular member 2530 is further 
provided substantially as disclosed in one or more of the following: (1) U.S. utility 

25 patent application serial no. 09/454,139, attorney dodcet no. 25791.3.02, fUed on 
12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111,293, attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent applicatton serial no. 09/510.913, attorney tlocket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provistonal 

30 appBcation no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attorney docket no. 25791.8.02, filed on 2/10/2000, which, 
claimed the benefit of the filing date of U.S. proviisional appticatk^n no. 60/119.611. 
attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440.338. 
atlomey docket no. 25791.9.02, filed on 11/15/1999. which claimed the benefit of 

35 the filing date of U.S. provisional application no. 60/108.558. attomey docket no. 
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25791.9. filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183.546. 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460. attorney docket 
no. 25791.11.02, filed on 3/10/2000. which claimed the i>ehefit of the filing date of 
U.S. provisional application no. 60/1 24,042, filed on 3/1 1/1999; (7) U.S. utility patent 
5 application no. 09/512.895, attorney dodcet no. 25791.12.02, filed on 2/24/2000, 
wijhich claimed, the benefit of the filing dates of U.S. provisional application no. 
60/121.841, attorney dodiet no. 25791.12. filed on 2/26/1999 and U.S. provisional 
application no. 60/154,047. attorney docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utility application no. 09/511.941, attorney docket no. 25791.16.02, filed on 

10 2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121,907, aUomey docket no. 25791 .16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588.946. attorney docket no. 25791.17.02, filed on June 7, 2000. 
vi^ich claimed the benefit of tiie filing date of U.S. provisional patent applteation 
serial no. 60/137,998. attorney docket no. 25791.17. filed on (B/7/1999; (10) U.S. 

15 utTity patent application no. 09/559,122. attomey docket no. 25791.23.02. filed oii 
4/26/2000, which claimed ttie benefit of the filing date of U.S. provisional appltoation 
no. 60/131,106, attomey docket no. 25791.23. filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203, attomey docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143.039. attomey docket no. 

20 25791.26. filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162.671, attomey docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
application no. 60/159.039. attomey docket no. 25791.36. filed on 10/12.1999; (15) 
U.S. provisional patent application no. 60/159,033, attomey docket no. 25791.37, 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165.228, 

25 attomey docket no. 25791.39, filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 

The exparisk>n cone 2535 is preferably coupled to tt>e support member 
2525. The expanston cone 2535 is further preferafctly removably coupled to ttie 
expandable tubular member 2530. The expansion cone 2535 is preferably adapted 

30 to radially expand the expandable tubular member 2530 when ttie expansion cone 
2535 is axially displaced relative to the expandable hibular member 2530. The 
expansion cone 2535 is ftjither preferably adapted to convey fluidk: materials to 
and/dr from ttie chamber 2540. 

In a preferred embodiment, the expansion cone 2535 is provided 

35 substantially as disclosed in one or more of ttie following: (i) U.S. utility patent 
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application serial no. 09/454.139, attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed the ktenefit of the filing date of U.S. provisional patent 
application no. 60/111.293, attorney docket no. 25791.3. filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/51 0,913, attorney docket no. 25791 .7.02. filed 
5 on 2/23/2000. which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121,702. filed on 2/25/1999; (3) U.S. utility patent application 
serial nd. 09/502,350. attorney docket no. 25791.8.02. filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisional applicatton no. 60/119,611. 
attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440.338. 

10 attorney docket no. 25791.9.02, filed on 11/15/1999. which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558. atbmey docket no. 
25791.9. fHed on 11/16.1998; (5) U.S. provisional patent applicatton no. 60/183,546, 
filed on 2/18/2000; (6) U.S. utility patent applkaUon no. 09/523.460, attorney docket 
no. 25791.1 1.02; filed oh 3/10/2000, which claimed the benefit of the fiUng date of 

15 U.S. provisional application no. 60/124.042, filed on 3/11/1999; (7) U.S. ufility patent 
application no. 09/512.895, attorney docket no. 25791.12.02. filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional appDcation no. 
60/121,841. attorney docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 
application no. 60/154,047. attorney docket no. 25791.29. filed on 9/16/1999; (8) 

20 U.S. utility application no. 09/511.941. attorney docket no. 25791.16.02, filed cwi 
2/24/2000. which claimed the benefit of the filing date of U.S. provisional serial no. 
60/121.907. attorney docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588.946. attorney docket no. 25791.17.02. filed on June 7. 2000. 
which claimed the benefit of the filing date of U.S. provisional patent application 

25 serial no, 60/137.998, attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559.122. attorney docket no. 25791.23.02. filed on 
4^6/2000, which claimed the benefit of the filing date of U.S. provisional application 
no. 60/131.106. attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146.203, attorney docket no. 25791.25. filed on 

30 7/29/1999; (12) U.S. provisional application no. 60/143.039, attorney docket no. 
25791.26. filed on 7/9/1999; (13) U.S. provisional patent appUcaUon serial no. 
60/162.671, attorney docket no. 25791.27. filed on 11/1/1999; (14) 0;S. provisional 
application no. 60/159.039. attomey docket no. 25791.36, filed on 10/12,1999; (15) 
U.S. provisional patent appScation no. 60/159.033, attomey docket no. 25791.37. 

35 filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165.228. 
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attorney docket no. 25791.39, filed on 11/12/1999, the disclosures of which are 
incorporated herein by reference. 

The chamber 2540 is defined by the interior pcNiion of the lower section 2i565 
of the expandable tubular member 2530 below the expansbn cone 2535 and above 
5 the end plate 2545. The chamber 2540 is preferably adapted to contain a quantity 
of a fluidic materials having a higher density than the fluidic materials outside of the 
expandable tubular member 2530. 

The upper sealing member 2555 is preferably coupled to the outside surface 
of the upper section 2575 of the expandable tubular member 2530. The upper 

10 seating member 2555 is prsfarably adapted to fluididy seal the interface between 
the radially expanded upper section 2575 of the expandable tubular nriember 2530 
and the welibpre casing 2500. The upper sealing member 2555 may be any 
number of conventional commercially available sealing members. In a preferred 
embcxjiment, the upper sealing member 2555 is viton mbber in order to optimally 

15 provide load canying and pressure sealing capacity. 

The lower sealing member 2560 is preferably coupled to the outside suri'ace 
of the upper section 2575 of the expandable tubular member 2530. The lower 
sealing member 2560 is preferably adapted to fluididy seal the interface between 
the radially expanded upper section 2575 of the expandable tubular member 2530 

20 and the open hole wellbore section 2505. The lower sealing member 2560 may be 
any number of conventional commercially available sealing members. In a preferred 
embodiment, the lower sealing member 2560 is viton rubber in order to optimally 
provide load carrying and pressure sealing capadty. 

As iilusbated In FIG. 25a. the apparatus 2520 is preferably positioned within 

25 the wellbore casing 2500 and the open hole wellbore section 2505 with the 
expandable tubular merrber 2530 positioned in overiapping relation to the wellbore 
casing 2500. 

As iUustrated in FIG. 25b. a quantity of a fluidic material 2580 having a 
density greater than the density of the fluidic material within the region 2585 outside 
30 of the expandable tubular meml>er 2530 is irijected into the chamber 2540. In a 
prefenned embodiment, the difference in hydrostatic pressure between the chamber 
2540 and the region 2585, due to the differences in fluid densities of these regions, 
causes the expandable tubular member 2530 to be radially expanded by, and 
. extruded off of. the expansion cone 2535. In a preferred embodiment, during the 
35 extrusion process, the position of the support member 2525 is adjusted to ensure an 
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overlapping relation between the expandable tubular member 2530 and the wellbore 
casing 2500. In a preferred embodiment, the quantity of the fluidtc material 2580 
initially injected into the chamber 2540 is subsequently increased as the size of the 
chamber 2540 increases during the extrusion process. In this manner, high 

5 pressure pumping equipment is typically not required, or the need for it is at least 
minimized. Rather, in an exemplary embodiment, a column of the fluidic material 
2580 is maintained within the support member 2525. 

In an altemative embodiment, a compressible cement and/or epoxy is 
injected into the annular space between the unexpended portion of the tubular 

10 member 2530 and the wellbore casing 2500 before and/or during the extrusion 
process. The compressible cement and/or epoxy is then preferably permitted to at 
least partially cure prior to the initiation of the radial expansion process. In this 
manner, an annular stmctural support and fluidic seal Is provided around the tubular 
member 2530. 

15 As illustrated in FIG. 25c, in a preferred embodiment, after the expandable 

tubular member 2530 has been completely extruded off of the expansion cone 2535. 
a new section of wellbore casing is formed that preferably includes the radially 
expanded tubular memt>er 2530 and an outer annular layer of a fluidic sealing 
nnaterial. More generally, the apparatus 2520 is used to repair or fonm wellbore 

20 casings, pipelines, and structural supports. 

Referring to FIGS. .26a to 26c. an altemative embodiment of an apparatus 
and method for coupling an expandable tubular member to a preexisting structure 
will now be described. Refemng to Fig. 26a, a v\^ellbore casing 2600 and an open 
hole wellbore section 2605 are positioned within a subterranean fomnation 2610. 

25 The wellbore casing 2600 and the open hole wellbore section 2605 may be 
positioned in any orientation from the vertical direction to approximately the 
horizontal direction. 

in a preferred embodiment, an apparatus 2620 is utilized to form a new 
section of wellbore casing within the open hole wellbore section 2605. More 
30 generally, the apparatus 2620 is preferably utilized to form or repair wellbore 
casings, pipelines, or stmctural supports. 

The apparatus 2620 preferably includes a support member 2625. an 
expandable tubular member 2630, an expansion cone 2635, a slip joint 2640. an 
end plate 2545. a chamber 2650. one or more slip members 2655, one or more 
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sealing members 2670. one or more upper sealing members 2675, and one or mora 
lower sealing members 2680. 

The support member 2625 is preferably adapted to be coupled to a surface 
location. The support member 2625 Is further coupled to the expansion cone 2635. 
5 The support member 2625 is preferably adapted to convey fluidic materials to and/or - 
from the chamber 2640. The support member 2625 may, for example, be 
conventional commercially available slick wire, braided wire, colled tubing, or drilling 
stock material. 

The expandable tubular member 2630 is removably coupled to the 

10 expansion cone 2635. In a preferred embodiment, the expandable tubular number 
2630 further includes one or more upper and lower sealing members, 2675 and 
2680,' on the outskle surface of the expandable tubular member 2630 in order to 
optimally seal the interface between the expandable tubular member 2630 and the 
wellbore casing 2600 and the open hole wellbore section 2605. 

15 In a prefenBd embodiment, the expandable tubular member 2630 further 

includes a lower section 2685, an intermediate section 2690, and an upper section 
2695. In a prefened emt)odiment. the wall thicknesses of the lower and 
intermediate sections. 2685 and 2690. are less than the wall thickness of the upper 
section 2695 in order to optimally facilitate the radial expansion of the expandable 

20 tubular member 2630. 

In a preferred embodiment, the lower section 2685 of the expandable tubular 
member 2630 houses the slip joint 2640, the end plate 2645, the slips 2655, and the 
sealing rrombers 2670. In a prefenBd ernbodiment, the interior portion of the lower 
section 2685 of the expandable tubular member 2630 below the expansion cone 

25 2635 and above the end plate defines the chamber 2650. In a preferred 
embodiment, the k>wer sedion 2685 of the expandable tubular member 2630 further 
includes one or more of the anchoring devices described above with refierence to 
FIGS, la to 25c. 

In a preferred embodiment, the expandable tubular member 2630 is further 
30 provided substantially as disclosed in one or more of the following: (1) U.S. utility 
patent application serial m. 09/454,139. attorney docket no. 25791.3.02, filed on 
12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111.293. attorney docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent applk:atk>n serial no. 09/510,913. attomey docket no. 25791.7:02, filed 
35 on 2/23/2000. which claimed the benefit of the filing date of U.S. provisional 
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application no. 60/121.702. filed on 2/25/1999; (3) U.S. utility patent application 
serial no. 09/502,350, attorney docket no. 25791.8.02. filed on 2/10/2000. which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119,611. 
attorney docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
5 attorney docket no. 25791.9.02, filed on 11/15/1999. whteh daimed the benefit of 
the filing date of U.S. provistonal applicatton no. 60/108,558. attorney docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546, 
filed on 2/18/2000; (6) U.S. utility patent appllcatton no. 09/523,460, attorney docket 
no. 25791.11.02. filed on 3/10/2000. which claimed the benefit of the filing date of 

10 U.S. provisional application no. 60/124.042. filed on 3/11/1999; (7) U.S. utility patent 
appHcation no. 09/512.895, attorney docket no. 25791.12.02, filed on 2/24/2000, . 
which dainrted the benefit of the filing dates of U.S. provisiorral appBcation no. 
60/121,841. attorney docket no. 25791.12, filed on 2/26/1999 and U.S. provisional 
application no. 60/154.047, attorney docket no. 25791.29. filed on 9/16/1999; (8) 

t5 U.S. utility application no. 09/511.941, attorney docket no. 25791.16.02, filed on 
2/24/2000. which daimed the benefit of the filing date of U.S. provisional serial no. 
60/121.907. attorney docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/588,946. attorney docket no. 25791.17.02. filed on June 7. 2000, 
which daimed the t)enefit of the filing date of U.S. provisional patent appiicaiion 

20 serial no. 60/137.998. attorney docket no. 25791! 17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559.122. attorney docket no. 25791.23.02. filed on. 
4/26/2000, which daimed the benefit of the filing date of U.S. provisional application 
no. 60/131.106. attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203, attorney docket no. 25791.25, filed on 

25 7/29/1999; (12) U.S. provisfonal application no. 60/143.039, attorney docket no. 
25791.26, filed on 7/9/1999; (13) U.S. provisional patent appltaatton serial no. 
60/162.671, attorney docket no. 25791.27. filed on 11/1/1999; (14) U.S. provisional 
appUcatton no. 60/159,039, attorney docket no. 25791.36, filed on 10/12,1999; (15) 
U.S. provisional patent application no. 60/159,033, attomey docket no. 25791.37, 

30 filed on 10/12/1999; and (16) U.S. pro^skmal patent application no. 60/165,228, 
attomey docket no. 25791.39, filed on 11/12/1999. the disdosures of whk:h are 
incorporated herein by reference. 

The expansion cone 2635 is preferably coupled to the support member 2625 
and the slip joint 2640. The expansion cone 2635 is further preferably removably 

35 coupled to the expandable tubular member 2630. The expansion cone 2635 is 
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preferably adapted to radially expand the expandable tubular member 2630 when 
the expansion cone 2635 is axially displaced relative to the expandable tubular 
member 2630. The expansit^ cone 2635 is further preferably adapted to convey 
fluidic materials to and/or finom the chamber 2650. 
5 In a preferred embodiment, the expansion cone 2635 is further provided 

substantially as disclosed in one or more of the following: (1) U.S« utility patent 
application serial no. 09/454,139, attorney docket no. 25791.3.02, filed on 
12/3/1999. which claimed the benefit of the filing date of U.S. provisional patent 
application no. 60/111,293. attomey docket no. 25791.3, filed on 12^/1998; (2) U.S. 

10 utility patent application serial no. 09/510,913, attomey docket no. 25791.7.02. filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121,702, filed on 2/25/1999; (3) U.S. utility patent application 
serial no. Ogi/502,350, attomey docket no. 25791.8.02, filed on 2/10/2000, which 
claimed the benefit of the filing date of U.S. provisional application no. 60/119.611, 

15 . attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
attomey docket no. 25791.9.02, filed on 11/15/1999. which claimed the benefit of 
the filing date of U.S. provisional application no. 60/108,558, attomey docket no. 
25791.9, filed on 11/16.1998; (5) U.S. provisional patent application no. 60/183,546, 
filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460. attorney docket 

20 no. 25791.11.02. filed on 3/10/2000, which claimed the benefit of the filing date of 
U.S. provisional application no. 60/124.042. filed on 3/1 1/1999; (7) U.S. utility patent 
application no. 09/512.895. attomey docket no. 25791.12.02, filed on 2/24/2000, 
which claimed the benefit of the filing dates of U.S. provisional applicatton no. 
60/121,841, attomey docket no. 25791.12. filed on 2/26/1999 and U.S. provisional 

25 application no. 60/154.047. attomey docket no. 25791.29, filed on 9/16/1999; (8) 
U.S. utility application no. 09/511.941, attomey docket no. 25791.16.02, filed on 
2/24/2000. which claimed ttie benefit of the filing date of U.S. provisional serial no. 
60/121.907. attomey docket no. 25791.16, filed on 2/26/1999; (9) U.S. utility patent 
application no. 09/568.946. attomey docket no. 25791.17.02, filed on June 7, 2000. 

30 which claimed the benefit of ttie filing date of U.S. provisional patent application 
serial no. 60/137,998. attomey docket no. 25791.17, filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559,122, attomey docket no. 25791.23.02. filed on 
4/26/2000. which claimed ttie benefit of ttie filing date of U.S. provisional application 
no. 60/131.106, attomey docket no, 25791.23, filed on 4/26/1999; (11) U.S. 

35 provisional application no. 60/146.203, attomey docket no. 25791.25, filed on 
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7/29/1999: (12) U.S. provisional appilcaUon no. 60/143.039. attorney ctodcet no. 
25791.26. filed on 7/9/1999; (13) U.S. provisional patent application serial no. 
60/162.671, attorney docket no. 25791.27. filed on 1 1/1/1999; (14) U.S. provisional 
application no. 60/159.039, attorney docket no. 25791.36, filed on 10/12.1999; (15) 
5 U.S. provisional patent eq>pKcation no. 60/159.033, attorney docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228. 
attorney docket no. 25791.39, filed on 11/12/1999. the disclosures of wfiich are 
incorporated herein by reference. 

The slip joint 2640 is coupled to ttw expansion cone 2635 and the end plate 
10 2645. The slip joint 2640 is preferably adapted to permit the end plate 2645 to be 
axially displaced relative to the expanskwi cone 2635. In this manner, the size of ttie 
chamber 2650 is variable. The slip joint 2640 may be any number of conventional 
commercially available slip joints modified in accordance with the teachings of ttie 
present disclosure. 

15 The slip joint 2640 preferably includes an upper member 2640a, a resilient 

member 2640b. and a lower member 2640c. The upper member 2640a is coupled 
to the expansion cone 2635 and the resilient member 2640b. The upper member 
2640a is movably coupled to ttie lower member 2640b. The upper member 2640a 
preferably Includes one or more fluid passages 2640aa ttiat permit ttie passage of 

20 fluidic materials. The lower member 2640b is coupled to ttie end plate 2645 and the 
resilient member 2640b. The lower member 2640b is movably coupled to the upper 
member 2640a. The lower member 2640b preferably includes one or more fluid 
passages 2640ba that pemnit ttie passage of fluidic materials. The resilient member 
2640c is coupled between the upper and lower membere. 2640a and 2640b. The 

25 resilient member 2640c is preferably adapted to apply an upward axial force to ttie 
end plate 2645. 

The end plate 2645 is coupled to ttie slip joint 2640, ttie slips 2655. and ttie 
seaOng membere 2670. The end plate 2645 is preferably adapted to seal off a 
portk>n of ttie interior of ttie kwver section 2685 of ttie expandable tubular member 
30 2630. The end plate 2645 is further adapted to define, in combination wtth ttie 
expandable tubular member 2630. and ttie expansion cone 2635. ttie chamber 
2650. 

The chamber 2650 is defined by Oie interior portion of ttie kDwer secUon 2685 
of ttie expandable tubular member 2630 below ttie expansion cone 2635 and above 
35 ttie end plate 2645. In a prtferred embodiment ttie pressurization of ttie chamba- 
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2650 causes the expansion cone 2635 to be axially displaced and thereby radially 
expand the expandable tubular member 2630. The chamber 2650 is preferably 
adapted to move upwardly within the expandable tubular member 2630 as the 
expansion cone 2635 and end plate 2645 are axially displaced within the 

5 expandable tubular member 2630; 

The slips 2655 are coupled to the end plate 2645. The slips 2655 are 
preferably adapted to pennit the end plate 2645 to be displaced in the upward axial 
direction; but prevent axial displacement of the end plate 2645 In the downward 
direction. In this manner, the chamber 2650 is pressurized by injecting fltiidic 

10 materials into the chamber 2650. Because the end plate 2645 is maintained in a 
substantially stationary position, relativer to the expandable tubular memt>er 2630, 
during the injection of pressurized fiuidic materials into the chamber 2650, the 
pressurization of the chamber 2650 preferably axially displaces the expansion cone 
2635. In a prefenBd embodiment, when the slip joint 2640 is fully extended, the slip 

15 joint 2640 then displaces the end plate 2645 in the upward axial direction. In a 
prefenred embodiment, when the spring force of the elastic member 2640c of the slip 
joint 2640 is greater than the fiuidic pressurization force vrithin the chamber 2650, 
the end plate 2645 is displaced in the upward axial direction. 

The sealing members 2670 are coupled to the end plate 2645. The sealing 

20 members 2670 are further preferably sealingly coupled to the interior walls of the 
expandable tubular member 2630. In this manner, the chamber 2650 is optimally 
pressurized during operation of the apparatus 2620. 

The upper sealing member 2675 is preferably coupled to the outside surface 
of the upper section 2695 of the expandable tubular member 2630. The upper 

25 sealing member 2675 is preferably adapted to fluidicly seal the interface between 
the radially expanded upper section 2695 of the expandable tubular member 2630 
and the wellbore casing 2600. The upper sealing member 2675 may be any 
number of conventional commercially available sealing members. In a preferred 
embodiment, the upper sealing member 2675 is viton rubber in order to optimally 

30 provide load carrying and presswe sealing capacity. 

The lower sealing member 2680 Is preferably coupled to the outside surface 
of the upper section 2695 of the expandable tubular ntember 2630. The lower 
sealing member 2680 is preferably adapted to fluidicly seal the interface between 
the radially expanded upper section 2695 of the expandable tubular member 2630 

35 and the open hole wellbore section 2605. The lower sealing member 2680 may be 
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any number of conventional commercially available sealing members. In a preferred 
embodiment, the lower sealing member 2680 is viton rubber in order to optimalty 
provide load carrying and pressure sealing capacity. 

As illustrated in FIG. 26a, the apparatus 2620 is preferably positioned within 
5 the wellbore casing 2600 and the open hole wellbore section 2605 with the 
expandable tubular member 2630 positioned in overlapping relation to the wellbore 
casing 2600. In a preferred embodiment, the lower section 2685 of the expandable 
tubular member 2630 is then anchored to the open hole wellbore section 2605 using 
one or more of the apparatus and methods described above with reference to FIGS. 
10 la to 25c. 

As illustrated in FIG. 26b, the radial expansion of the expandable tubular 
member 2630 is then initiated by: (1) applying an upward axial force to the 
expansion cone 2635; and/or (2) pressurizing the chamber 2650 by injecting a 
pressurized fluidic material into the chamber 2650. 

15 In a preferred embodiment, the expandable tubular nrtember 2630 is radially 

expanded by applying an upward axial force to the expansion cone 2635. In a 
prefen-ed embodiment, once the slip jpint 2640 is fully extended, the end plate 2645 
is then axiaiiy displaced in the upward direction. In this manner, the lend plate 2645 
follows the expansion cone 2635. In a prefenned embodiment, the chamber 2650 is 

20 pressurized when the frictional forces exceed a predetemnined value. In this 
manner, the axial displacement of the expansion cone 2635 is provided by applying 
an axial force that is selectively supplemented by pressurizing the chamber 2650. 

In an alternative embodiment, a compressible cement and/or epoxy is 
injected into the annular space between the unexpended portion of the tubular 

25 member 2630 and the wellbore casing 2600 before and/or during the extnjsion 
process. The compressible cement and/or epoxy is then preferably pennitted to at 
least partially cure prior to the initiation of the radial expansion process. In this 
manner, an annular structural support and fluidic seal is provided around the tubular 
member 2630. 

30 As illustrated in FIG. 26c, in a prefen^ed embodiment, after the expandable 

tubular member 2630 has been completely extruded off of the expansion cone 2635. 
a new section of wellbore caising is formed thiat preferably includes the radially 
expanded tubular member 2630 and an outer annular layer of a fluidic sealing 
material. More generally, the apparatus 2620 Is used to repair or form wellbore 

35 casings, pipelines, and structural supports. 
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Referring initially to FIG. 27, a preferred methcxl 2700 of coupling an 
expandable tubular men)ber to a preexisting structure includes the steps of: (1) 
coupling the expandable tubular n^ember to the preexisting stmcture by axially 
displacing an expansion cone; and (2) radially expanding the expandable tubular by 

5 applying direct radial pressure. 

In a preferred embodiment, as illustrated In FIG. 28, in step 2705, an 
expandable tubular member 2805 is coupled to a preexisting wellbore casirig 2810 
positioned within a subtenranean fomiation 2815. In a prefaced embodiment, the 
wellbore casing 2810 further includes an outer annular layer 2820 of a fluidic sealing 

10 material such as. for example* cement The expandable tubular member 2805 may 
be coupled to the preexisting wellbore casing 2810 using any number of 
conventional commerdally available methods for coupling an expandable tubular 
member to a preexisting structure such as, for example, pulling an expanston cone 
through a tubular member, or pushing an expansion cone through a tubular member 

15 using a pressurized fluidic ifnaterial. In a preferred embodiment, the expandable 
tubular member 2805 is coupled to the preexisting stmcture 2810 using one or more 
of the apparatus and methods disclosed in the following: (1) U.S. utility patent 
application serial no. 09/454,139, attomey docket no. 25791.3.02, filed on 
12/3/1999, which claimed the benefit of the filing date of U.S. provisional patent 

20 application no. 60/1 1 1.293. attomey docket no. 25791.3, filed on 12/7/1998; (2) U.S. 
utility patent application serial no. 09/510.913, attomey docket no. 25791.7.02, filed 
on 2/23/2000, which claimed the benefit of the filing date of U.S. provisional 
application no. 60/121.702, filed on 2/25/1999; (3) U.S. utility patent appltoation 
serial no. 09/502,350, attomey docket no. 25791.8.02, filed on 2/10/2000, which 

25 datmed the benefit of the filing date of U.S. provisional applicatton no. 60/119.611. 
attomey docket no. 25791.8; (4) U.S. utility patent application serial no. 09/440,338, 
attomey docket no. 25791.9.02, filed on 11/15/1999. which claimed the benefit of 
the filing date of U.S. provisional applk:ation no. 60/108,558. attomey docket no. 
25791.9. filed on 11/16.1998; (5) U.S. provisional patent appOcation no. 60/183,546. 

30 filed on 2/18/2000; (6) U.S. utility patent application no. 09/523.460. attorney docket 
no. 25791.11.02. filed on 3/10/2000. which claimed the benefit of the fOing date of 
U.S. provisional application no. 60/124.042. filed on 3/11/1999; (7) U.S.. utility patent 
application no. 09/512.895. attomey docket no. 25791.12.02. filed on 2/24^000. 
which claimed the t>enefit of the filing dates of U.S. provisional application no. 

35 60/121,841. attomey docket no. 25791.12, filed on 2/26/1999 and U.S. provistonal 
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application no. 60/154.047. attorney docket no. 25791.29. filed on 9/16/1999; (8) 
U.S. utility application no. 09/511,941, attorney docket no. 25791.16.02. filed on 
2/24/2000, which claimed the benefit of the filing date of U.S. provisional serial no, 
60/121.907, attorney docket no. 25791.16. filed on 2/26/1999; (9) U.S. utility patent 
5 application no. 09/588.946, attorney docket no. 25791.17.02, filed on June 7. 2000, 
which claimed the benefit of the filing date of U.S. provisional patent application 
serial no. 60/137,998, attorney docket no. 25791.17. filed on 6/7/1999; (10) U.S. 
utility patent application no. 09/559,122. attorney docket no. 25791.23.02. filed on 
4/26/2000. which claimed the benefit of the filing date of U.S. provisional application 

10 no. 60/131,106. attorney docket no. 25791.23, filed on 4/26/1999; (11) U.S. 
provisional application no. 60/146,203; attorney docket no. 25791.25, filed on 
7/29/1999; (12) U.S. provisional application no. 60/143,039. attorney docket no. 
25791.26, filed on 7/9/1999; (13) U.S. provistonal patent applicatton serial no. 
60/162,671, attomey docket no. 25791.27, filed on 11/1/1999; (14) U.S. proyislonaf 

15 application no. 60/159,039. attomey docket no. 25791,36, filed on 10/12.1999; (15) 
U.S. provisional patent application no. 60/159.033, attomey docket no. 25791.37. 
filed on 10/12/1999; and (16) U.S. provisional patent application no. 60/165,228, 
attomey docket no. 25791.39. filed on 11/12/1999, the disdosures of which are 
incorporated herein by reference. In a preferred embodiment, ttie anrount of radial 

20 expansion provided in step 105 ranges from about 5% to 20%. 

In a preferred embodiment, as illustrated in FIG. 29, in step 2710, at least a 
portion of the expandable tubular member 2805 is further radially expanded by using 
a radial expansion tool 2905 to apply direct radial pressure to the expandable 
tubular member 2805. The radial expanston tool 2905 may be any number of 

25 conventional radial expansion tools suitaUe for applying direct radial pressure to a 
tubular member. In a prefen-ed embodiment, the radial expansion tool 2905 is 
provided substantially as disclosed on one or more of the foltowing U.S. Patents: 
5,014,779 and 5.083,608. ttie disclosures of which are incorporated herein by 
reference. In a prefened embodiment, ttie amount of radial expansion of ttie 

30 expandable tubular member 2805 provided in step 2710 ranges up to about 5%. In 
a prefenred embodiment, the radial contact pressures generated by the radial 
expansion tool 2905 In step 2710 range from about 5,000 to 140,000 psi. in order to 
optimally plastically defomn ttie expandable tubular member 205 to the final desired 
geometry. 
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In a preferred embodiment, the radial expansion provided in step 2705 Is 
limited to the portion of the expandable tubular member 2805 that overlaps with the 
preexisting wellbore casing 2610. In this manner, the high compressive forces 
typically required to radially expand the portion of the expandable tubular member 
5 2805 that overlaps with the preexisting wellbore casing 281 0 are optimally provided. 

In an. alternative enribodiment, the radial expansion in step 2705 radially 
expands the expandable tubular member 2805 to provide an inside diameter 
substantially equal to the inside diameter of the pre-existing wellbore casing 2810. 
In this manner, a mono-diameter wellbore casing is optimally provided. 

10 Thus, the method 2700 provides a 2-step radial expansion process that 

utilizes: (1 ) a relatively quick method of radial expansion for the majority of the radial 
expansion; and (2) a high contact pressure method for the remaining radial 
expansion. In several alternative embodiments, the method 2700 is used to fomi or 
repair weilbpre casings, pipelines, or structural supports. 

1 5 The method 2700 further provides an apparatus and method for coupling an 

expandable tubular member to a preexisting structure. The expandable tubular is 
initially coupled to the preexisting structure by axially displacing an e)q)ansion cone 
within the expandable tubular member The expandable tubular member is then 
further radially expanded by applying a radial force to the expandable tubular. The 

20 apparatus and method have wide application to the formation and repair of welll>ore 
casings, pipelines, and structural supports. The apparatus and method provide an 
effident and reliable method for forming and repairing wellbore casings, pipelines, 
and structural supports. In a preferred implementation, the initial radial expansion of 
the expandable tubular member by axially displacing the expansion cone provide 

25 from about 5% to 25% of radial expansion, and the subsequent application of direct 
radial pressure to the expandable tubular merhber provides an additional radial 
expansion of up to about 10%. In this manner, the desired final geometry of the 
radially expanded tubular member is optimally achieved in a time efficient and 
reliable hianner. This method and apparatus Is particularly useful In optimally 

30 creating profiles and seal geometries for liner tops and for connections between 
jointed tubulars. 

A method of coupling an expandable tubular member to a preexisting 
structure has been described that includes positioning the tubular member and an 
expansion cone within the preexisting structure, anchoring the tubular member to 
35 the preexisting structure, axially displacing the expansion cone relative to the tubular 
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member by pulling the expansion cone through the tubular member, and lubricating 
the interface between the expansion cone and the tubular member. In a. preferred 
embodiment, lubricating the interface between the expansion cone and the tubular 
member includes: injecting a lubricating fluid into the trailing edge of the interface 

5 between the expansion cone and the tubular memt>er. In a preferred embodiment, 
the lubricating fluid has a viscosity ranging from about 1 to 10,000 centipoise. In a 
preferred embodiment, the injecting includes: Injecting lubricating fluid Into a tapered 
end of the expansion cone. In a prefenBd embodiment, the injecting includes: 
injecting lubricating fluid into the area around the axial midpoint of a first tapered end 

10 of the expansion cone. In a preferred embodiment, the injecting includes: injecting 
lubricating fluid into a second end of the expansion cone. In a preferred 
embodiment, the injecting includes: injecting lubricating fluid into a. tapered first end 
and a second end of the expansion cone. In a preferred embodiment, the injecting 
includes: injecting lubricating fluid into an interior of the exparision cone. In a 

15 preferred eimbodiment, the injecting includes: injecting lubricating fluid through an 
outer surface of the expansion cone. In a preiferred embodiment, the injecting 
Includes: injecting the lubricating fluid into a plurality of discrete locations along the 
trailing edge portion. In a preferred embodiment the lubricating fluid includes 
drilling mud. In a preferred embodiment, the lubricating fluid further includes: 

20 TorqTrim III. EP Mudlib, and DrillN-Slid. In a preferred embodiment, the lubricating 
fluid includes TorqTrim III, EP Mudlib. and Drill-N-Slid, In a preferred ennbodiment, 
the interface between the expansion cone and the tubular nnember includes: coating 
the interior surface of the tubular member with a lubricant. In a preferred 
embodiment, lubricating the interface between the expansion cone and the tubular 

25 member includes: coating the Interior surface of the tubular member with a first part 
of a lubricant, and applying a second pari of the lubricant to the interior surface of 
the tubular member In a prefenBd embodimeht, the lubricant comprises a metallic 
soap. In a prefen^d emtxxJiment the lubricant is selected from the group consisting 
of OLub6-10. C-PHOS-58-M. and C^HOS-58-R. In a preferred embodiment, the 

30 lubricant provides a sliding friction coefficient of less than about 0.20. In a preferred 
embodiment, the lubricant is chemically bonded to the interior surteces of the tubular 
members. In a preferred embodiment, the liibricant is mechanically bonded to the 
interior surfaces of the tubular members. In a preferred embodiment, the lubricant is 
adhesively bonded to the interior surface of the tubular members. In a preferred 
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embodiment, the lubricant includes epoxy, molybdenum disulTide, graphite, 
aluminum, copper, alumisilicate and polyethylenepolyamine. 

A method of coupling a tubular nrtember to a preexisting structure has also 
been described that includes positioning the tubular member and an expansion cone 
5 within the preexisting stnicture, anchoring the tubular member to the preexisting 
structure, and axially displacing the expansion cone relative to the tubular member 
by pulling the expansion cone through the tubular nnember. The tubular member 
preferably includes: an annular member, including: a wall thickness that varies less 
than about 8 %, a hoop yield strength that varies less than about 10 %. 

10 imperfections of less than about 8 % of the wall thickness, no failure for radial 
expansk>ns of up to about 30 %, and no necking of the walls of the annular member 
for radial expansions of up to about 25%. 

A method of coupling a tubular member to a preexisting structure has also 
been described that includes injecting a lubricating fluid into the preexisting 

15 structure, positioning the tubular meniber and an expar^ion cone within the 
preexisting structure, anchoring the tubular member to the preexisting structure, and 
axially displaa'ng the expansion cone relative to the tubular member by pulling the 
expansion cone through the tubular member. In a preferred embodinr^ent. the 
lubricating fluid includes: BAROLUB GOLD-SEAL'^ brand drilling mud lubricant. 

20 A method of coupling an expandable tubular member to a preexisting 

structure has also been described that includes positioning the expandable tubular 
member and an expansion cone within the preexisting structure, anchoring the 
expandat>le tubular member to the preexisting structure, and 
axially displacing the expansion cone relative to the expandable tubular member by 

25 pulling the expansion cone through the expandable tubular member. In a preferred 
embodiment, tt^e expandable tubular member includes: a first tubular member, a 
second tubular. member, and a threaded- connection for coupling the first tubular 
member to the second tubular member. In a preferred embodiment, the threaded 
connection includes: one or more sealing members for sealing the interface between 

30 the first and second tubular members. In a prefenBd eml)odlment. the threaded 
connection comprises a pin and box threaded connection. In a prefen^ 
embodiment, the sealing members are positioned adjacent to an end portion of the 
threaded connectton. In a preferred embodiment, one of the sealing nrtemt>ers is 
positioned adjacent to an end portion of the threaded connection; and wherein 

35 another one of the sealing members is not posittoned adjacent to an end portion of 
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the threaded connection. In a preferred embodiment, a plurality of the sealing 
members are positioned adjacent to an end portion of the threaded connection. 

A method of coupling an expandable tubular member to a pree}dsting 
structure has also been described that includes positioning the expandable tubular 

5 member and an expansion cone within the preexisting structure, anchoring the 
expandable tubular member to the preexisting structure, and 
axially displacing the expansion cone relative to the expandable tubular member by 
pulling the expansion cone through the expandable tubular member. In a preferred 
embodiment, the expandable tubular member includes a plurality of tubular 

10 members having threaded portions that are coupled to one another by the process 
of: coating the threaded portions of the tubular members wiUi a sealant, coupling the 
threaded portions of the tubular members, and curing the sealant. In a prefened 
embodiment, the sealant is selected from ttie group consisting of epoxies, 
themiosetting sealing compounds, curable sealing compounds, and sealing 

15 compounds having polymerizable materials. In a preferred embodiment, the mefliod 
furttier includes: initially curing the sealant prior to radially expanding ttie tubular 
. members, and finally curing the sealant after radially expanding ttie tubular 
members. In a prefenred embodiment, ttie sealant can be stretched up to about 30 
to 40 percent after curing without failure. In a prefened embodiment, tiie sealant is 

20 resistant to conventional wellbore fluidic materials. In a preferred embodiment, the 
material properties of the sealant are substantially stable for temperatures ranging 
from about 0 to 450 '^F. In a preferred embodiment the method further includes: 
applying a primer to the threaded portions of the tubular members prior to coating 
the threaded portions of the tubular members with the sealant. In a preferred 

25 embodiment, the primer includes a curing catalyst. In a prefenBd embodiment, ttie 
primer is applied to the threaded portion of one of the tubular members and ttie 
sealant is applied to the threaded portion of the other one of ttie tubular members. 
In a preferred embodiment, the primer includes a curing catalyst. 

A method of coupling a tubular member to a preexisting structure has also 

30 been described that includes positioning the tubular member and an expansion cone 
within the preexisting structure, anchoring the tubular member to the preexisting 
structure, and axially displacing tiie expansion cone relative to the tubular member 
by pulling the expansion cone through the expandable tubular member. In a 
preferred embodiment, the tubular member includes: a pair of rings for engaging the 
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preexisting stmcture. and a sealing element positioned between the rings for sealing 
the interface between the tubular member and the preexisting stmcture. 

A method of coupling a tubular member to a preexisting structure has also 
been described that includes positioning the expandable tubular member and an 

5 expansion cone within the preexisting structure, anchoring the expandable tubular 
member to tiie preexisting strycdure, and axially displacing the expansion cone 
relative to the expandable tubular member by puiiing the expansion cone through 
the expandable tubular member. In a preferred emt>odiment, the tubular member 
includes one or more slots. In a prefenBd embodiment the slotis are provided at a 

10 preexpanded portion of the tubular memt)er. In a preferred embodiment, the slots 
are provided at a hon-preexpanded portion of the tubular member. 

A mettwd of coupling a tubular member to a preexisting structure has also 
been described that includes positioning the exparKlable tubular member and an 
expansion cone within the preexisting stmcture, anchoring the expandable tubular 

15 member to ttie preexisting stmcture, and axially displadng ttie expansion cone 
relative to Uie expandable tubular member by pulling ttie expansion cone through 
the expandable tubular member. In a preferred embodiment, the tubular member 
includes: a first preexpanded portion, an intermediate portion coupled to the first 
preexpanded portion including a sealing element, and a second preexpanded 

20 portion coupled to the intermediate portion. 

A method of coupling a tubular member to a preexisting stmcture has also 
been described tiiat includes positioning the expandable tubular member and an 
expansion cone within the preexisting stmcture, anchoring the expandable tubular 
member to Uie preexisting stmcture, and axially displacing ttie expansion cone 

25 relative to the expandable tubular member by pulling the expansion cone tiirough 
the expandable tubular member by applying an axial force to the expansion cone. 
The axial force preferably includes a substantially constant a)dal force, and an 
increased axial force. In a preferred embodiment the increased axial force is 
provided on a periodic basis. In a preferred embodiment the increased axial force 

30 is provided on a random basis. In a preferred embcidinf^t the ratio of the 
increased axial force to Uie sut)stantially constant axial force ranges from about 5 to 
40 %. 

A method of coupling a tubular member to a preexisting stmcture has also 
t>een described that includes positioning the tubular member and an expah^on cone 
35 within the preexisting stmcture, anchoring the tijbular member to the preexisting 
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stnjcture, and axially displacing the expansion cone relative to the expandable 
tubular member by pushing and pulling the expansion cone through the expandable 
tubular member. In a preferred embodiment, pushing the expansion cone includes: 
injecting a pressurized fluidic material into contact with the expansion cone. 
5 A method of coupling a tubular member to a preexisting structure has also 

been described that includes positioning the tubular member and an expansion cone 
within the preexisting structure, anchoring the tubular member to the preexisting 
structure, axially displacing the expansion cone relative to the tubular member by 
pulling the expansion cone through the expandable tubular member, and injecting a 

10 curable fluidic sealing material between the tubular member and the preexisting 
structure prior to axially displacing the expansion cone. 

A method of coupling a tubular member to a preexisting structure has also 
been described that includes positioning the tubular member and an expansion cone 
within the. preexisting structure, anchoring the tubular member to the preexisting 

15 structure by increasing the size of the expansion cone, and axially displacing the 
expansion cone relative to the tubular member by pulling the expansion cone 
through the tubular memt>er. 

A method of coupling a tubular member to a preexisting structure has also 
been descrit>ed that includes positioning the tubular memt>er and an expansion cone 

20 within the preexisting structure, anchoring the tubular member to the preexisting 
structure by heating a portion of the tubular member, and axially displacing the 
expansion cone relative to the tubular member by pulling the expansion cone 
through the tubular member. 

A method of coupling an expandable tubular memt>er to a preexisting 

25 structure has also been described that includes positioning the expandable tubular 
member, an expansion cone, and an anchoring device within the preexisting 
structure, positioning the anchoring device above the expansion cone, anchoring the 
expandable tubular member to the preexisting structure usirig the anchoring device, 
and axially displacing the expansion cone. 

30 A method of coupling an expandable tubular member to a preexisting 

stmcture has also t>een described that includes positioning the tubular member and 
an expansion cone within the preexisting structure, explosively anchoring the tubular 
member to the preexisting staicture. and axially displacing the expansion cone 
relative to the tubular member. 
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A method of coupling an expandable tubular to a preexisting structure has 
also been described that includes fixing the position of an expansion cone within the 
preexisting structure, driving the expandable tubular menr^ber onto the expansion 
cone in a first direction, and axialiy displacing the expansion cone in a second 
5 direction relative to the expandable tubular member. In a prefen^d embodiment, the 
first and second directions are different 

A method of coupling an expandable tubular member to a preexisting 
stnicture has also been described that Includes placing the expandable tubular, an 
expansion cone, and a resilient anchor within the preexisting structure, releasing the 
10 resilient anchor, and axialiy displacing the expansion cone within the expandable 
tubular member. 

A method of coupling an expandable tubular member to a pree)dsting 
structure has also t>een described that includes placing the expandable tubular 
member, an expansion cone, and an anchor into the preexisting structure, anchoring 

15 the expandable tubular member to tiie preexisting structure tiy: pivoting one or more 
engagement elements, and axialiy displacing the expansion cone. In a preferred 
embodiment, pivoting the engagement elements includes: actuating the 
engagement elements. In a preferred embodiment, pivoting the engagement 
elements includes: pladng a quantity of a fluidic material onto the engagement 

20 elements. In a prefenred embodiment, pivoting the engagement elements includes: 
displacing the expandable tubular member. 

A method of coupling an expandable tubular member to a preexisting 
structure has also been described that includes placing the expandable tubular 
memt>er and an expansion cone into the preexisting structure, pladng a quantity of 

25 a fluidic material onto the expandable tubular member to anchor the expandable 
tubular member to the preexisting structure, and axialiy displadng the expansion 
cone. In a preferred embodin^nt the fluidic material comprises a barite plug. In a 
preferred embodiment, ttie fluidic material comprises a flex plug. 

A method of coupling an expandable tubular member to a preexisting 

30 structure has also been described thai includes positioning the expandable tubular 
member and an expansion cone into the preexisting structure, anchoring the 
expandable tubular member to ttie preexisting structure by injecting a quantity of a 
hardenable fluidic material into the preexisting structure, at least partially curing the 
hardenable fluidic sealing material, and 

35 axialiy displadng the expansion cone. 
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A methcxi of coupling an expandable tubular member to a preexisting 
structure has also been described that includes placing the expandable tubular 
member and an expansion cone within the preexisting stmcture, and applying an 
axial force to the expandable tubular member in a downward direction. 
5 A method of coupling an expandable tubular member to a preexteting 

structure has also been described that includes placing the expandable tubular 
member and an expansion cone within the preexisting stmcture, injecting a quaritity 
of a first fluidic material having a first density into the region of the preexisting 
stmcture outside of the expandable tubular member, and injecting a quantity of a 

10 second fluidic material having a second density into a portion of the expandable 
tubular member below the expansion cone. In a prefen-ed embodiment, the second 
density is greater than the first density. 

A method of coupling an expandable tubular member to a preexisting 
stmcture has afso been described that indudes placing the expandable tubular 

15 member and an expansion, cone into the preexisting structure, anchoring the 
expandable tubular member to the preexisting structure, applying an axial force to 
the expansion cone, and pressurizing an interior portion of the expandable tubuliar 
member below the expansion cone. 

A method of coupling an expandable tubular member to a preexisting 

20 structure has also been described that includes placing the expandat>le tubular 
member and an expansion cone into the preexisting structure, and applying an axial 
force to the expandable tubular nnemt>er. 

An apparatus for coupling a tubular member to a preexisting structure has 
also been described that includes an expandable tubular member, an anchoring 

25 deynce adapted to couple the expandable tubular member to the preexisting 
structure, and an expansion cone movably coupled to the expandable tubular 
member and adapted to radially expand the expandable tubular member, including: 
a housing including a tapered first end and a second end, one or more grooves 
formed in the outer surface of. the tapered first end. and one or more axial flow 

30 . passages fluididy coupled to the gnsoves. In a preferred embodiment, the grooves 
include circumferential grooves. In a prefenred embodiment, the grooves include 
spiral grooves. In a preferred emt>odiment, the grooves are concentrated around 
the axial midpoint of the tapered portion of the housing. In a prefen-ed embodinr^, 
the axial flow passages include axial grooves. In a prefenred embodiment, the axial 

35 grooves are spaced apart by at ieast about 3 inches in the drcumfierential direction. 
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In a preferred embodiment, the axial grooves extend from the tapered first end of 
the body to the grooves. In a preferred embodiment, the axial grooves extend from 
the second end of the body to the grooves. In a preferred embodiment, the a)dal 
grooves extend from the tapered first end of the body to the second end of the body. 

5 In a preferred embodiment, the axial flow passages are positioned within the 
housing of the expansion cone. In a prefenBd embodiment, the axial flow passages 
exIerKl from the tapered first end of the body to the grooves. In a preferred ^ 
embodiment, the axial flow passages extend from the tapered first end of the body 
to the second end of the body. In a preferred embodiment, the axial flow passages 

10 extend from the second end of the body to the grooves. In a prefenred embodiment, 
one or more of the flow passages include inserts having restricted flow passages, in 
a preferred embodinnent. one or more of the axial flow passages include filters. In a 
preferred embodiment, the cross sectional area of the grooves is greater than the 
cross sectional area of the axial flow passages. In a prefenred embodiment^ the 

15 cross*sectional area of the grooves ranges from about 2X10^ in^ to 5X10^ in^. in a * 
preferred embodiment, the cross-sectional area of the axial flow passages ranges 
from about 2X10^ in^ to 5X10'^ in^. In a preferred embodiment, the angle of attack 
of the first tapered end of the body ranges from about 10 to 30 degrees. In a 
preferred emtxxliment, the grooves are concentrated in a trailing edge portion of the 

20 tapered first end. In a preferred embodiment, the angle of inclination of the axial 
flow passages relative to the longitudinal axis of the expansion cone is greater than 
the angle of attack of the first tapered end. In a preferred embodiment, the grooves 
include: a flow channel having a first radius of curvature, a first shoulder positioned 
on one skie of the flow channel having a second radius of curvature, and a second 

25 shoulder posittoned on the other side of the flow channel having a third radius of 
cun^ture. In a preferred embodiment, the first, second and third radii of curvature 
are substantially equal. In a preferred embodiment, the axial flow passages include: 
a flow channel having a first radius of cun^ture, a first shoulder positioned on one 
side of the ftow channel having a second radius of curvature!, and a second shoulder 

30 positioned on the other side of the flow channel having a third radius of cunrature. 
In a preferred embodiment, the first second and third radii of curvature are 
substantially equal. In a preferred embodiment, the second radius of curvature is 
greater than the third radius of curvature. 

An apparatus for coupling an expandable tubular member to a preexisting 

35 structure has also been described that includes an expandable tubular member, an 
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anchoring device adapted to couple the expandable tubular member to the 
preexisting structure, and an expansion cone movably coupled to the expandable 
tubular member and adapted to radially expand the expandable tubular member. In 
a preferred embodiment, the expandable tubular member includes: an annular 
5 member, having: a wall thickness that varies less than about 8 %, a hoop yield 
strength that varies less than about 10 %; imperfections of less than about 8 % of 
the wall thickness, no failure for radial expansions of up to about 30 %, and no 
necking of the walls of the annular member for radial expansions of up to at>out 
25%. 

10 An apparatus for coupling an expandable tubular member to a preexisting 

structure has also been described that includes an expandable tubular member/an 
anchoring device adapted to couple the expandable tubular member to the 
preexisting structure, and an expansion cone nrxyvably coupled to the expandai>le 
tubular member and adapted to radially expand the expandable tubular member. In 

15 a preferred embodiment, the expandable tubularmember includes: a first tubular 
member, a second tubular member, and a threaded connection for coupling the first 
tubular member to the second tubular nhember. In a preferred emtxxiiment, the 
threaded connection includes: one or more sealing members for sealing the 
interface between the first and second tutnilar members. In a preferred 

20 embodiment, the threaded connection comprises a pin and Idox threaded 
connection. In a prefen-ed embodiment, the sealing members are positioned 
adjacent to an end portion of the threaded connection. In a preferred embodiment, 
one of the sealing members is positioned adjacent to an end portion of the threaded 
connection, and another one of the sealing members is not positioned adjacent to 

25 an end portion of the threaded connection. In a preferred embodiment, the plurality 
of the sealing members are positioned adjacent to an end portion of the threaded 
connection. 

An apparatus for coupling an expandable tubular member to a preexisting 
structure has also been described that includes an expandable tubular member, an 

30 anchoring device adapted to couple the expandable tubular member to the 
preexisting structure, and an expansion cone movably coupled to the expandable 
tubular member and adapted to radially expand the expandable tubular member. In 
a preferred embodinnent, the expandable tubular member includes: a layer of a 
lubricant coupled to the interior surface of the tubular member: In a preferred 

35 embodiment, the lubricant comprises a metallic soap. In a prefenred embodiment, 
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the lubricant is selected from the group consisting of C-Lube-10, OPHOS-58-M, and 
C-PHOS-58-R. In a prefenred embodiment, the lubricant provides a sliding friction 
coefTicient of less than about 0.20. In a prefened embodiment, the lubricant is 
chemically bonded to the interior surface of the expandable tubular member. In a 

5 preferred embodiment, the lubricant is mechanically bonded to the interior surface of 
the expandable tubular member. In a preferred embodiment, the lubricant is 
adhesively bonded to the interior surface of the expandable tubular member. In a 
prefenBd embodiment, the lubricant includes epoxy, rnolybdenum disulfide, 
graphite, aluminum, copper, alumisilicate and potyethylenepolyamlne. 

10 An apparatus for coupling an expandable tubular member to a preexisting 

structure has also been described that includes an expandable tubular member, an 
anchoring device adapted to couple the expandable tubular member to the 
preexisting structure, and an expansion cone movably coupled to the expandable 
tubular member and adapted to radially expand the expandable tubular member. In 

15 a preferred embodiment, the expandable tubular member includes: a pair of tubular 
members having threaded portions coupled to one another, and a quantity of a 
sealant within the threaded portions of the tubular members. In a preferred 
embodiment, the sealant is selected from the group consisting of epoxies, 
thermosetting sealing compounds, curable sealing compounds, and sealing 

20 compounds having polymerizable materials. In a preferred emtxxiiment, the sealant 
includes an initial cure cyde and a final cure cyde. In a preferred embodiment, the 
sealant can be stretched up to about 30 to 40 percent \Adthout failure. In a preferred 
embodiment, the sealant is resistant to conventional wellbore fluidic materials. In a 
preferred embodiment, the material properties of the sealant are substantially stable 

25 for temperatures ranging from about 0 to 450 °F. In a preferred embodinoent, the 
threaded portions of the tubular members indude a primer for improving the 
adhesion of the sealant to the threaded portions. 

An apparatus for coupling an expandable tubular member to a preexisting 
structure has also been described Uiat indudes an expandable tubular member, an 

30 anchoring device adapted to couple ttie expandable tubular niemt>er to the 
preexisting structure, and ah expansion cone movably coupled to tiie expandable 
tubular member and adapted to radially expand ttie expandable tubular member. In 
a prefen-ed embodiment, tiie expandable tubular member indudes: a pair of rings for 
engaging the preexisting structure, and a sealing element positioned between the 
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rings for sealing the interface between the tubular member and the preexisting 
structure. 

An apparatus for coupling an expandable tubular member to a preexisting 
structure has also been described that includes an expandable tubular member, an 
5 anchoring device adapted to couple the expartdable tubular member to the 
preexisting structure, and an expansion cone movably coupled to the expandable 
tubular member and adapted to radially expand the expandable tubular member. In 
a preferred embodiment, the expandable tubular member includes one or more 
slots. In a preferred emtxxliment, the slots are pro>nded at a preexpanded portion of 

10 the expandable tubular member. In a preferred embodiment, the slots are provided 
at a non-preexpanded portion of the tubular member. 

An apparatus for coupling an expandable tubular member to a preexisting 
structure has also been described that includes an expandable tubular member, an 
anchoring device adapted to couple the expandable tubular member to the 

15 preexisting staicture, and an expansion cone nrovabty coupled to the expandable 
tubular member and adapted to radially expand the expandable tubular nrtember. In 
a preferred embodiment, the expandable tubular member includes: .a first 
preexpanaed portion, an intermediate portion coupled to the first preexpanded 
portion iricluding a sealing element, and a second preexpanded portion coupled to 

20 the intermediate portion. 

An apparatus for coupling an expandable tubular nr>ember to a preexisting 
stmcture has also been described that includes an expandable tubular member, an 
anchoring device adapted to couple the expandable tubular member to the 
preexisting strurture, an expansion cone nrK>vably coupled to the expandable tubular 

25 member and adapted to radially expand the expandable tubular member, and a 
valveable fluid passage coupled to the anchoring device. 

An apparatus for coupling an expandable tubular member to a preexisting 
stmcture has also been described that includes a first support member, a second 
support member coupled to the first support member, an expansion cone coupled to 

30 the first support member, an expandable tubular member coupled to the expansion 
cone, and an anchoring device coupled to the second support member adapted to 
couple the expandable tubular member to the preexisting stmcture. In a preferred 
embodiment, the anchoring device is positioned above the expansion cone. In a 
preferred embodiment the outside diameter of the expansion cone is greater than 

35 the inside diameter of the expandable tubular member. In a preferred embodiment. 
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the outside diameter of the expansion cone is approximateiy equal to the outside 

diameter of the expandable tubular member. 

An apparatus for coupling an expandable tubular member to a preexisting 

stnjcture has also been described that includes a first support member, a second 
5 support member coupled to the first support member, an expansion cone coupled to 

the first support member, an expandable tubular member coupled to the expansion 

cone, and an explosive anchoring device coupled to the second support member 

adapted to couple the expandable tubular member to the preexisting structure. 

An apparatus for coupling an expandable tubular member to a preexisting 
10 structure has also been described that includes a support member, an expandable 

expansbn cone coupled to the support member, and an expandable tubuiiar 

member coupled to the expansion cone. 

An apparatus for coupling an expandable tubular member to a preexisting 

sthjcture has also been described that includes a support.member. an expandable 
15 expansion cone coupled to the support member, and an expandable tubular 

member coupled to the expandable expansion cone. In a preferred embodiment, 

the expandable tubular member includes one or more anchoring devices. In a 

preferred embodiment, the expandable tubular member includes a slotted end 

portion. 

20 An apparatus for coupling an expandable tubular to a preexisting structure 

has also t>een descrit>ed that includes a support member, an expansion cone 
coupled to the support member, an expandable tubular member coupled to the 
expansion cone including one or more shape memory metal inserts, and a heater 
coupled to the support member in opposing relation to the shape memory metal 

25 inserts. 

An apparatus for coupling an expandable tubular member to a preexisting 
stnjcture has also been described that indudes a support member, 
an expansion cone coupled to the support member, an expandable tubular member 
coupled to the expandable expansion cone, and a resilient anchor coupled to the 
30 expandable tubular member. In a preferred embodiment, the resilient anchor 
includes a resilient scroll. In a prefenBd embodintent, the resilient anchor includes 
one or more resilient arms. In a preferred embodiment, the resilient anchor 
includes: one or more resilient radially oriented elements. In a preferred 
embodiment, the resilient anchor is adapted to mate with the expansion cone. 
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An expandable tubular member has also been described that includes an 
expandable tubular body, one or more resilient panels coupled to the expandable 
tubular body, and a release member releasably coupled to- the resilient panels 
adapted to controllably release the resilient panels. 

5 An apparatus for coupling an expandable tubular member to a preexisting 

structure has also been described that includes a support member, 
an expansion cone coupled to the support member, an expandable tubular member 
coupled to the expandable expansion cone, and an anchor coupled to the 
expandable tubular member, including: one or more spikes pivotally coupled to the 

10 expandable tubular member for engaging the preexisting stmclure. In a prefenred 
embodiment, the apparatus further includes one or more corresponding actuators 
for pivoting the spikes. 

An apparatus for coupling an expandable tubular member to a preexisting 
structure has also been described that includes a support member, 

15 an expansion cone coupled to the support member, an expandable tubular member 
coupled to the expandable expansion cone, and an anchor coupled to the 
expandable tubular member, including: one or more petal baskets pivotally coupled 
to the expandable tubular member. In a preferred embodiment, the apparatus 
further includes one or more corresponding actuators for pivoting the petal baskets. 

20 An apparatus for coupling an expandable tubular member to a preexisting 

structure has also been described that includes a support member, an expansion 
cone coupled to the support member, an expandable tubular member coupled to the 
expansion cone, including: a slotted portion provided at one end of the expandable 
tubular member. 

25 An apparatus for coupling an expandable tubular member to a preexisting 

structure has also been described that includes a support member, an expansion 
cone, an expandable tubular member coupled to th6 expansion cone, a coupling 
device coupled to the support member and an end portion of the expandable tubular 
member, and a mass coupled to the end portion of the expandable tubular member. 

30 in a preferred embodiment, the weight of the mass is greater than about 50 to 100 
% of the yield strength dl the expandable tubular member. . 

An apparatus for coupling an expandable tubular member to a preexisting 
structure has also been described that includes a support member including a fluid 
passage, an expansion cone coupled to the support member, an e)q)andable tubular 

35 member coupled to the expansion cone, a slip joint coupled to the expansion cone^ 
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an end plate coupled to the slip joint, a fluid chamt)er coupled to the fluid passage, 
the fluid chamber defined by the interior portion of the expandable tubular member 
between the expansion cone and the end plate. 

A method of coupling a tubular member to a preexisting structure has been 

5 descilbed that Includes positioning the tubular member and an expansion cone 
within the preexisting stnicture, axially displadng the expansion cone, removing the 
expansion cone, and applying direct radial pressure to the first tubular member. In a 
prefen^d embodiment, axially displacing the expansion cone includes pressurizing 
at least a portion of the Interior of the tubular member. In a preferred embodiment, 

10 axially displacing the expansion cone includes: Injecting a fluidic material into the 
tubular member. In a preferred embodiment, axially displacing the expansion cone 
includes: applyuig a tensile force to the expansion cone. In a preferred 
embodiment, axially displacing the expansion cone includes: displacing the 
expansion cone into the tubular member. In a preferred embodiment, axially 

15 displacing the expansion cone includes: displacing the expansion cone out of the 
tubular memt)er. In a preferred embodiment, axially displacing the expansion cone 
radially expands the tubular member by about 10% to 20%. In a preferred 
embodiment, applying direct radial pressure to the first tubular member redialiy 
expands the tubular member by up to about 5%. In a preferred embodiment, 

20 applying direct radial pressure to the tubular member includes applying a radial 
force at discrete locations. In a preferred embodiment, the preexisting structure 
includes a wellbore casing. In a preferred embodiment, the preexisting stmcture 
includes a pipeline. In a prefen^ed embodiment, the preexisting structure includes a 
structural support. 

25 An apparatus also has been described that includes a tubular memt>er 

coupled to a preexisting structure. The tubular member is coupled to the preexisting 
structure by the process of: positioning ttie tubular member and an expansion cone 
within the preexisting stru^re, axially displacing the expansion cone, renrioying the 
expansion cone, and applying direct radial pressure to the tubular member. In a 

30 prefenBd embodiment, axially displacing the expansion cone Includes: pressurizing 
at least a portion of the interior of the tubular member. In a preferred emtxxjiment, 
axially displacing the expansion cone includes: injecting a fluidic material into the 
tubular member. In a preferred embodiment, axially displacing the expansion cone 
includes: applying a tensile force to the expansion cone. In a preferred 

35 emtKxliment, axially displadng the expansion cone includes: displadng the 
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expansion cone into the tubular member. In a preferred embodiment, axially 
displacing the expansion cone indudes: displacing the expansion cone out of the 
tubular member. In a prefen'ed embodiment, axially displacing the expansion cone 
radially expands the tubular member by about 10% to 20%. In a preferred 

5 embodiment, applying direct radial pressure to the tubular member radially expands 
the tubular member by up to about 5%. In a preferred embodiment, applying direct 
radial pressure to the tubular member includes applying a radial force at discrete 
locations. In a preferred embodiment, the preexisting structure includes a wellbore 
casing. In a preferred embodiment, the preexisting structure includes a pipeline. In 

10 a preferred embodiment, the preexisting structure includes a structural support 

Although this detailed description has shown and described illustrative 
embodiments of the Invention, this description contemplates a wide range of 
modifications, changes, and substitutions. In some instances, one may employ 
some features of the present Invention without a corresponding use of the other 

15 features. Accordingly, it lis appropriate that readers should construe the appended 
claims broadly, and in a manner consistent with the scope of the invention. 
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CLAIMS 

1 . A method of coupling an expandable tubular member to a preexisting 
stmc^re, comprising: 
5 fixing the position of an expansion cone within the preexisting stmcture; 

driving the expandable tubular member onto the expanston cone in a first 
direction; and 

axially displacing the expansion cone in a second direction relative to the 
expandable tubular member; 
1 0 wherein the first and second directions are different. 
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1 . A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

positioning the tubular member and an expansion cone within the preexisting 
5 structure; 

anchoring the tubular member to the preexisting structure; 
axiaity displacing the expansion cone relative to the tubular member by 
pulling the expansion cone through the tubular member, and 

lubricating the interface between the expansion cone and the tubular 
10 member. 

2. The method of claim 1 , wherein lubricating the interface between the 
expansion cone and the tubular member includes: 

injecting a lubricating fluid into the trailing edge of the interface between the 
1 5 expansion cone and the tubular member 

3. The method of claim 2, wherein the lubricating fluid has a viscosity ranging 
from about 1 to 10,000 oentipoise. 

20 4. The method of claim 2, wherein the injecting includes: 

injecting lubricating fluid into a tapered end of the expansion cone. 

5. The method of claim 2. wherein the injecting includes: 

injecting lubricating fluid into the area around the axial midpoint of a first 
25 tapered end of the expansion cone. 

6. The method of claim 2, wherein the injecting includes: 

injecting lubricating fluid into a second end of the expansion cone. 

30 7. The method of claim 2, wherein the injecting includes: 

injecting lubricating fluid into a tapered first end and a second end of the 
expansion cone. 

8. The method of claim 2, wherein the injecting includes: 
35 injecfing lubricating fluid into an interior of the expansion cone. 
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9. Th(9 method of daim 2, wherein the injecting includes: 

injecting lubricating fluid through an outer surface of the expansion cone. 

5 10. The method of daim 2, wherein the injecting indudes: 

injecting the lubricating fluid into a plurality of discrete locations along the 
trailing edge portion. 

1 1 . The method of claim 2, wherein the lubricating fluid comprises: 
10 drilling mud. 

12. The method of daim 2, wherein the lubricating fluid further indudes: 
TorqTrim III; 

EP Mudlib; and 
15 . DrillN-Slid. 

13. The method of daim 2, wherein the lubricating fluid comprises: 
TorqTrim III; 

EP Mudlib; and 
20 DrillN-Slid. 

14. The method of claim 1 , wherein lubricating the interface between the 
expansion cone and the tubular member indudes: 

coating the interior surface of the tubular member with a lubricant 

25 

15. The method of daim 1, wherein lubricating the interface between the 
expansion cone and the tubular member indudes: 

coating the'lnterior surfece of the tubular member with a first part of a 
lubricant; and 

30 applying a second part of the lubricant to the interior surface of the tubular 

member. 

16. The method of daim 14, wher^'n the lubricant comprises a metallic soap. 
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1 7. The method of daim 14, wherein the lubricant is selected from the group 
consisting of C-Lube-10, C-PHOS-58-M, and C-PHOS-58-R. 



1 8. The method of claim 14, wherein the lubricant provides a sliding friction 
5 coefficient of less than about 0.20. 

19. The method of daim 14, wherein the lubricant is chemically bonded to the 
interior surfaces of the tubular members. 

1 0 20. The method of daim 14, wherein the lubricant is mechanically bonded to the 
interior surfaces of the tubular memt)ers. 

21 . The method of daim 14, wherein the lubricant is adhesively bonded to the 
interior surface of the tubular members. 

15 

22. The method of claim 14, wherein the lubricant indudes epoxy. molybdenum 
disulfide, graphite, aluminum, copper, aiumisilicate and polyethylenepoiyamine. 

23. A method of coupling a tubular member to a preexisting structure, 
20 comprising: 

positioning the tubular member and an expansion cone within the preexisting 
structure; 

anchoring the tubular member to the pree)dsting structure; and 

axially displadng the expansion cone relative to the tubular member by 
25 pulling the expansion cone through the tubular member; 

wherein the tubular member indudes: 

an annular member, inchjding: 

a wall thickness that varies less than about 8 %; 

a hoop yield strength ttiat varies less than about 10 %; 
30 imperfections of less than about 8 % of the wall thickness; 

rK> failure for radial expanstons of up to about 30 %; and 

no necking of the walls of the annular member for radial expansions of up to 
about 25%. 
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24. A method of coupling a tubular member to a preexisting structure, 
comprising: 

injecting a lubricating fluid into the preexisting stmcture; 
positioning the tubular member and an expansion cone within the preexisting 
5 structure; 

anchoring the tubular member to the preexisting structure; and 
axialiy displacing the expansion cone relative to the tubular member by 
pulling the expansbn cone through the tubular member. 

10 25. The method of claim 24. wherein the lubricating fluid comprises: 
BARO-LUB GOLD^EAL^ brand drilling mud lubricant. 

26. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

1 5 positioning the expandable tubular member and an expansion cone within 

the preexisting structure; 

anchoring the expandable tubular member to the preexisting stnicturei; arni 
axialiy displacing the expansion cone relative to the expandable tubular 
memt>er by pulling the expansion cone through the expandable tubular member, 
20 whierein the expandable tubular member includes: 

a first tubular member, 
a second tubular member, and 

a threaded bonhection for coupling the first tubular member to the second 
tubular member, the threaded connection including: 
25 one or more sealing members for sealing the interface between the first and 

second tubular mennbers. 

27. The method of dalm 26, wher^ri the threaded cmnection comprises a pin 
and box threaded connection. 

30 

28. The method of claim 26, wherein, the sealing members are positioned 
adjacent to an end portion of the threaded connection. 

29. The method of daim 26, wherein one of the sealing members is positioned 
35 adjacent to an end portion of the threaded connection; and wherein ariother one of 
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the sealing members is not positioned adjacent to an end portion of the threaded 
connection. 



30. The method of daim 26, wherein a plurality of the sealing members are 
5 positioned adjacent tp an end portion of the threaded connection. 

31 . A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

positioning the expandable tubular member and an expansion cone within 
10 the preexisting structure; 

. anchoring the expandable tubular member to the preexisting structure; and 
axlally displacing the expansion cone relative to the expandable tubular 
nnember by pulling the expansion cone through the expandable tubular member 
wherein the expandable tubular rnember includes a plurality of tubular 
1 5 members having threaded portions that are coupled to one another by the process 
of: coating the threaded portions of the tubular members with a sealant; 
coupling the ttireaded portions of thei tubular members; and 
curing the sealant 

20 32. The method of daim 31 , wherein the sealant is selected from the group 
consisting of epoxies, thermosetting sealing compounds, curable sealing 
compounds, and sealing compounds having polymerizable materials. 

33. The method of daim 31 . further induding: 

25 initially curing the sealant prior to radially expanding the tubular members; 

and 

finally curing the sealant after radially expanding the tubular members. 

34. The nr^thod of daim 31 , wherein the sealant can be stretched up to about 30 
30 to 40 percent after curing without failure. 

35. The method of daim 31 . wherein the sealant is resistant to conventional 
wellbore fluidic materials. 
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36. The method of claim 31, wherein the material properties of the sealant are 
sut)stanttany stable for temperatures ranging from about 0 to 450 



37. The method of daim 31 . further including: 

5 applying a primer to the threaded portions of the tubular members prior to 

coating the threaded portions of the tubular members with the sealant. 

38. The method of daim 37, wherein the primer indudes a curing catalyst 

1 0 39. The method of claim 37, wherein the primer Is applied to the threaded portion 
of one of the tubular members and the sealant is applied to the threaded portion of 
the other one of the tubular members. 

40. The method of daim 37, wherein the primer indudes a curir^ catalyst 

15 

41 . A method of coupling a tubular member to a preexisting structure, 
comprising: 

positioning the tubular member and an expansion cone within the preexisting 
structure; 

20 anchoring the tubular nr>ember to the preexisting structure; and 

axiaUy displadng the expansion cone relative to the tubular member by 
pulling the expansion cone through the expandable tubular memben 
wherein the tubular member indudes: 
a pair of rings for engaging the preexisting structure; and 
25 a sealing element positioned between the rings for sealing the interface 

between the tubular member and the preexisting structure. 

4Z A method of coupling a tubular member to a preexisting structure, 
comprising: 

30 positioning the expandable tubular member and an expansion cone within 

the preexisting stnicture; 

anchoring the expandable tubular member to the preexisting structure; and 
axially displadng the expansion cone relative to the expandable tubular 
member by pulling \he expansion cone through the expandable tubular memben 
35 wherein the tubular memt>er indudes one or more slots. 
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43. The method of daim 42; wherein the slots are provided at a preexpanded 
portion of the tubular member. 

5 44. The method of daim 42, wherein the slots are provided at a non- 
preexpanded portion of the tubular member. 

45. A method of coupling a tubular member to a preexisting structure, 
comprising: 

1 0 positioning the expandable tubular member and an expansion cone within 

the preexisting structure; 

anchoring the expandable tubular member to the preexisting stmdure; and 
axially displadng the expansion cone relative to the expandable tubUar 
member by pulling the »pansion cone through the expandable tubular member, 
15 wherein the tubular member indudes: 

a first preexpanded portion; 

an intemiediate portion coupled to the first preexpanded portion induding a 
sealing element; and 

a second preexpanded portion coupled to the intermediate portion. 

20 

46. A method of coupling a tubular member to a preexisting stmcture, 
comprising: 

positioning the expandable tubular member and an expansion cone within 
the preexisting structure; 
25 anchoring the expandable tubular member to the preexisting structure; and 

axially displadng the expansion cone relative to the expandable tubular 
member by pulling the expansion cone through the expandable tubular member by 
applying an axfal force to the expansion cone; 
wherein the axial force indudes: 
30 a substantially constant axial force; and 

an increased axial force. 

47. The method of daim 46. wherein the increased a)Qal force is provided on a 
periodic tiasis. 

35 
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48. The method of daim 46, wherein the increased axial fdrce is provided on a 
random basis. 



49. The method of daim 46, wherein the ratio of the increased axial force to the 
5 substantially constant axial force ranges from about 5 to 40 %. 

51. A method of coupling a tubular member to a preexisting structure, 
comprising: 

positioning the tubular memt>er and an expansion cone within the preexisting 
10 structure; 

anchoring the tubular member to the preexisting stmcture; and 
axially displadng the expansion cone relative to the expandable tubular 

member by pushing and pulling the expansion cone throMgh the expandable tubular 

memt)er. 

15 

52. The method of daim 51 , wherein pushing the expansion cone indudes: 
injecting a pressurized fluidic material into contact with the expansion cone. 

53. A method of coupling a tubular member to a preexisting structure, 
20 comprising: 

positioning the tubular member and an expansion cone within the preexisting 
structure; 

anchoring the tubular member to the preexisting stnicture; 
axially displadng the expansion cone relative to the tubular member by 
25 pulling the expansion cone through the expandable tubular member; and 

injecting a curable fluidic sealing material between the tubular member and 
the preexisting structure prior to axially displadng the expansion cone. 

54. A method of coupling a tubular member to a preexisting stoicture. 
30 comprising: 

positioning the tubular member and an expansion cone within the preexisting 
structure; 

anchoring the tubular memt>er to the preexisting structure by increasing the 
size of the expansion cone; and 
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axialty displacing the expansion cone relative to the tubular member by 
pulling the expansion cone through the tubular member. 



55. A method of coupling a tubular member to a preexisting structure, 
5 comprising: 

positioning the tubular member and an expansbn cone within the preexisting 
structure; 

anchoring the tubular member to the preexisting structure by heating a 
portion of the tubular member, and 
1 0 axially displacing the expansion cone relative to the tubular member by 

pulling the expansion cone through the tubular member. 

56. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

15 positioning the expandable tubular member, an expansion cone, and an 

anchoring device within the preexisting structure; 

positioning the anchoring device above the expansion cone; 
anchoring the expandable tubular member to the preexisting structure using 
the anchoring device; and 
20 axially displacing the expansion cone. 

57. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

positioning the tubular noember and an expansion cone within the preexisting 
25 structure; 

explos'n/ely anchoring the tubular member to the preexisting structure; and 
axialty displacing the expansion cone relative to the tubular membdr. 

58. A method of coupling an expandable tubular to a preexisting structure. 
30 comprising: 

fixing the position of an expansion cone within the preexisting structure; 
driving the expandable tubular member onto the expartsion cone in a first 
direction; and 

axially displacing the expansion cone in a second direction relative to the 
35 expandable tubular member, 
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59. A method of coupling an expandable tubuiar member to a preexisting 
structure, comprising: 

5 placing the expandable tubular, an expansion cone, and a resilient anchor 

within the preexisting structure; 

releasing the resilient anchor; and 

axially displacing the expansion cone within the expandable tubular member. 

10 60. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

placing the expandable tubular member, an expansion cone, and an anchor 
into the preexisting structure; 

anchoring the expandable tubular member to the preexisting structure by: 
1 5 pivoting one or more engagement elements; and 

axially displacing the expansion cone. 

61 . The method of daim 60, wherein pivo^ng the engagement elements 
includes: 

20 actuating the engagement elements. 

62. The method of claim 60, wherein pivoting the engagement elements 
includes: 

placing a quantity of a fluidic material onto the engagement elements. 

25 

63. The method of daim 60, wherein pivoting the engagement elements 
indudes: 

dispiadng the expandable tubular member. 

30 64. A method of coupfing an expandable tubular member to a preexisting 
strudure, comprising: 

placing the expandable tubular member and an expansion cone into the 
preexisting strudure; 

pladng a quantity of a fluidic material onto the expandable tubular member to 
35 anchor the expandable tubidar member to the preexisting structure; and 
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axially displacing the expansion cone. 



65. The nnethod of claim 64, wherein the fluidic material comprises a barite plug. 
5 66. The method of claim 64, wherein the fluidic material comprises a flex plug. 

67. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

positioning the expandable tubular member and an expansion cone into the 
1 0 preexisfttng staicture; 

anchoring the expandable tubular member to the preexisting structure by 
injecting a quantity of a hardenable fluidic material into the preexisting stmcture; 
at least partially curing the hardenable fluidic sealing material;, and 
axially displacing the expansion cone. 

15 

68. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

placing the expandable tubular member and an expansion cone within the 
preexisting structure; and 
20 applying an axial force to the expandable tut)ular member in a downward 

direction. 

69. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 

25 placing the expandable tubular member and an expansion concf within the 

preexisting structure; 

injecting a quantity of a first fluidic material having a first density into the 
region of the preexisting structure outside of the expandable tubular member, and 
injecting a quantity of a second fluidic material having a second density Into a 
30 portion of the expandable tubular member below the expansion cone; 
wherein the second density is greater titan the first density. 

70. A method of coupling an expandable tubular member to a preexisting 
structure, comprising: 
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placing the expandable tubular member and an expansion cone into the 
preexisting structure; 

anchoring the expandable tubular member to the preexisting structure; 

applying an axial force to the expansion cone; and 
5 pressurizing an interior portion of the expandable tubular member below the 

expansion cone. 

71 . A method of coupling an expandable tubular member to a preexisting 
structure, oonnprising: 

1 0 placing the expandable tubular member and an expansion cone into ttie 

preexisting structure; and 

applying an axial force to the expandable tubular member. 

72. An apparatus for coupling a tubular member to a preexisting structure, 
15 comprising: 

ah expandable tubular member, 

an anchoring device adapted to couple the expandable tubular member to 
the preexisting structure; and 

an expansion cone movably coupled to the expandable tubular member and 
20 adapted to radially expand the expandable tubular member, including: 
a housing including a tapered first end and a second end; 
one or more grooves formed in the outer surface of the tapered first end; and 
one or more axial flow passages fluidicly coupled to the grooves. 

25 73. The apparatus of claim 72, wherein the grooves comprise circumferential 
grooves. 

74. The apparatus of daim 72, wherein the grooves comprise spiral grooves. 

30 75. The apparatus of daim 72, wherein the grooves are concentrated around the 
axial midpoint of the tapered portion of the housing. 

76. The apparatus of daim 72, wherein the axial flow passages comprise axial 
grooves. 

35 



135 



25791.38.13 P83657GB06 

77. The apparatus of claim 76, wherein the axial grooves are spaced apart by at 
least about 3 inches in the circumferential direction. 



78. The apparatus of daim 76, wherein the axial grooves extend from the 
5 taperedfirstendof the body to the grooves. 

79. The apparatus of daim 76» wherein the axial grooves extend fronn the 
second end of the body to the grcx>ves. 

1 0 80. The apparatus of daim 76. wherein the axial grooves extend from the 
tapered first end of the body to the second end of the body. 

81 . The apparatus of claim 72, wherein the axial flow passages are positioned 
within the housing of the expansion cone. 

15 

82. The apparatus of claim 81 . wherein the axial flow passages extend from the 
tapered first end of the body to the grooves. 

. 83. The apparatus of daim 81 , wherein the axial flow passages extend from the 
20 tapered first end of the body to the second end of the body. 

84. The apparatus of daim 83, wherein the axial flow passages extend from the 
second end of the body to the grooves. 

25 85. The apparatus of daim 83, wherein one or more of the flow passages indude 
inserts having restricted flow passages. 

86. The apparatus of daim 83, w^rein one or more of the axial flow passages 
indude filters. 

30 

87. The apparatus of daim 72, wherein the cross sectional area of the grooves is 
greater than the cross sectional area of the axial flow passages. 

88. The apparatus of daim 72, wherein the cross-sectional area of the grooves 
35 ranges from about 2X1 ff^ in' to 5X1 0'^ in^ 
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89. The apparatus of claim 72, wherein the cross-sectional area of the axial flow 
passages ranges from about 2X1 0"^ in^ to 5X10*^ in^. 

5 90. The apparatus of claim 72, wherein the angle of attack of the first tapered 
end of the body ranges from about 1 0 to 30 degrees. 

91 . The apparatus of daim 72, wherein the grooves are concentrated in a trailing 
edge portion of the tapered first end. 

10 

92. The apparatus of daim 72, wherein the angle of inclination of the axial flow 
passages relative to the longitudinal axis of the expansion cone is greater than the 
angle of attack of the first tapered end. 

IS 93. The apparatus of daim 72, wherein the grooves include: 
a flow channel having a first radius of curvature; 

a first shoulder posittoned on one side of the fiow channel having a second* 
radius of curvature; and 

a second shoulder positioned on the other side of the flow channel having a 
20 third radius of curvature. 

94. The apparatus of daim 93, wherein the first, second and third radii of 
curvature are substantially equal. 

25 95. The apparatus of daim 72, wherein the axial flow passages include: 
a flow channel having a first radius of curvature; 

a first shouMer posittoned on one side of the flow channel having a second 
radius of curvature; and 

a second shoulder positioned on the other side of the flow channel having a 
30 third radius of ciffvature. 

96. The apparatus of claim 95, wherein the flrst, second and third radii of 
curvature are substantially equal. 
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97. The apparatus of daim 95, wherein the second radius of curvature is greater 
than the third radkis of curvature. 



96. An apparatus for coupling an expandable tubular member to a preexisting 
5 structure, comprising: 

an expandable tubular member; . 

an anchoring device adapted to couple the expandable tubular member to 
the preexisting structure; and 

an expansion cone movably coupled to the expandable tubular member and 
10 adapted to radially expand the expandable tubular member; 

wherein the expandable tubular member includes: 

an annular member, having: 

a wall thickness that varies less than about 8 %; 

a hoop yield strength that varies less than about 10 %; 
15 imperfections of less than about 8 % of the wall thickness; 

no failure for radial expansions of up to about 30 %; and 

no necking of the walls of the annular member for radial expansions of up to 
about 25%. 

20 99. An apparatus for coupling an expandable tubular memt>er to a preexisting 
structure, comprising: 

an expandable tubular member; 

an anchoring device adapted to couple the expandable tubular member to 
the preexisting structure; and 
25 an expansion cone movably coupled to the expandable tubular member and 

adapted to radially expand the expandable tubular member; 

wherein the expandable tubular member includes: 

a first tubular member; 

a second tubular member, and 
30 a threaded connection for coupling the first tubular memtier to the second 

tubular member, the threaded connection including: 

one or more sealing memt>ers for sealing the interface between the first and 
second tubular members. 
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100. The apparatus of claim 99, wherein the threaded connection comprises a 
pin and box threaded connection. 

101. The apparatus of daim 99, wherein the seating memt>ers are positioned 
5 adjacent to an end portion of the threaded connection. 

102. The apparatus of daim 99, wherein one of the sealing members is positioned 
adjacent to an end portion of the threaded connection; and wherein another one of 
the sealing members Is not positioned adjacent to an end portion of the threaded 

10 connection. 

103. The apparatus of daim 99, wherein a plurality of the sealing members are 
positioned adjacent to an end portion of the threaded connection. 

15 1 04. An apparatus for coupling an expandable tubular memt)er to a preexisting 
structure, comprising: 

an expandable tubular member, 

an anchoring device adapted, to couple the expandable tubular member to 
tiie preexisting stiucture; and 
20 an expansion cone movably coupled to the expandable tubular member and 

adapted to radially expand tiie expandable tubular member, 

wherein the expandable tubular member indudes: 

a layer of a lubricant coupled to the interior surface of the tubular member. 

25 1 05. The apparatus of daim 1 04, wherein the lubricant comprises a metallic soap. 

106. The apparatus of daim 104, wherein the lubricant is selected from tiie group 
consisting of OLube-10, C-PHOS-58-M, and C-PHOS-58-R. 

30 107. The apparatus of daim 104, wherein the lubricant provides a sliding friction 
coeffideht of less than about 0.20. 

1 08. The apparatus of daim 1 04, wherein the lubricant is chemically bonded to 
the interior surface of ttie expandable tubular member. 

35 
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1 09. The apparatus of daim 1 04, wherein the lubricant is mechanically bonded to 
the interior surface of the expandable tubular member. 



110. The apparatus of daim 104, wherein the lubricant is adhesively bonded to 
5 the interior surface of the expandable tubular member 

111. The apparatus of daim 110, wherein the lubricant indudes epoxy, 
molybdenum disulfide, graphite, aluminum, copper, alumisilicate and 
polyethylenepolyamine. 

10 

1 12. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

an expandable tubular member 

an anchoring device adapted to couple the expandable tubular member to 
15 the preexisting structure; land 

an expanston cone movably coupled to the expandable tubular member and 
adapted to radially expand the expandable tubular memt>er; 
wherein the expandable tubular member includes: 
a pair of tubular members having threaded portions coupled to one another, 

20 and 

a quantity of a sealant within the threaded portions of the tubular members. 

113. The apparatus of daim 1 12. wherein the sealant is selected from Vne group 
consisting of epoxies, themrK)setting sealing compounds, curable sealing 

25 compounds, and sealing compounds having polymerizable materials. 

114. The apparatus of daim 112, wherein the sealant indudes an initial cure cycle 
and a final cure cyde. 

30 115.. The apparatus of daim 112, wherein the sealant can be stretched up to 
about 30 to 40 percent without failure. 

1 16. The apparatus of daim 112, wherein the sealant is resistant to conventional 
wellbore fluidic materials. 

35 
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117. The apparatus of claim 1 1 2. wherein the material properties of the sealant 
are substantially stable for temperatures ranging from about 0 to 450 °F. 



1 1 8. The apparatus of claim 112. wherein the threaded portions of the tubular 

5 members include a primer for improving the adhesion of the.sealant to the threaded 
portions. 

119. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

10 an expandable tubular member, 

an anchoring device adapted to couple the expandable tubular member to 
the preexisting structure; and 

an expansion cone movably coupled to the expandable tubular member and. 
adapted to radially expand the expandable tubular member; 
1 5 wherein the expandable tubular member includes: a pair of rings for 

engaging the preexisting structure; and 

a sealing element positioned between the rings for sealing the interface 
between the tubular member and the preexisting structure. 

20 1 20. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

an expandable tubular member 

an anchoring device adapted to couple the expandable tubular member to 
the preexisting structure; and 
25 an expansion cone movably coupled to the expandable tubular member and 

adapted to radially expand the expandable tubular memben 

wherein the expandable tubular member includes one or more slots. 

121 . The apparatus of daim 120, wherein the slots are provided at a preexpanded 
30 portion of the expandable tubular member. 

1 22. The apparatus of daim 120, wherein the slots are provided at a non- 
preexpartded portion of the tubular member. 
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123. An apparatus for coupling an expandable tubular menrtber to a preexisting 
structure, comprising: 

an expandable tubular member 

an anchoring device adapted to couple the expandable tubular member to 
5 the preexisting structure; and 

an expansion cone movably coupled to the expandable tubular member and 
adapted to radially expand the expandable tubular member, 
wherein the expandable tubular member includes: 
a first preexpanded portion; 
10 an intermediate portion coupled to the first preexpanded portion including a 

sealing elerhent; and 

a second preexpanded portion coupled to the Interimedtate portion. 

1 24. An apparatus for coupling an expandable tubular nrieniber to a preexisting 
15 stnjcture, comprising: 

an expandable tubular memben 

an anchoring device adapted to couple the expandable tubular member to 
the preexisting structure; 

an expansion cone movably coupled to the expandable tubular member and 
20 adapted to radially expand the expandable tubular member; and 
a valveable fluid passage coupled to the anchoring device. 

125. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

25 a first support memben 

a second support member coupled to the first support member, 

an expansion cone coupled to the first support member, 

an expandable tubular member coupled to the expansion cone; and 

an anchoring device coupled to the second support member adapted to 

30 couple the expandable tubular member to the preexisting structure; 

wherein the anchoring device is positioned above the expanston cone. 

1 26. The apparatus of daim 125. wherein the outside diameter of the expansion 
cone is greater than the inside diameter of the expandable tubular member. 
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127. The apparatus of claim 125, wherein the outside diameter of the expansion 
cone is approximately equal to the outside dianieter of the expandable tubular 
member. 

5 1 28. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

a first support member, 

a second support member coupled to the first support member, 
an expansion cone coupled to the first support member; 
1 0 an expandable tubular member coupled to the expansion cone; and 

an explosive anchoring device coupled to the second support member 
adapted to couple the expandable tubular member to the preexisting structure. 

1 29. An apparatus for coupling an expandable tubular member to a preexisting 
15 strticture. comprising: 

a support member; 

an expandable expansion cone coupled to the support menr^er, and 
an expandable tubular member coupled to the expansion cone. 

20 1 30. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

a support member, 

an expandable expansion cone coupled to the support member, and 

an expandable tubular member coupled to the expandable expansion cone. 

25 

1 31 . The apparatus of daim 1 30, wherein the expandable tubular member 
includes one or more anchoring devices. 

1 32. The apparatus of daim 1 30, wherein the expandable tubular member 
30 indudes a sbtted end portion. 

1 33. An apparatus for coupling an expandable tubular to a preexisting structure, 
comprising: 

a support member, 
35 an expansion cone coupled to the support member; 
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an expandable tubular member coupled to the expansion cone including one 
or more shape mernory metal inserts; and 

a heater coupled to the support member in opposing relation to the shape 
memory metal inserts. 

134. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

a support member. 

an expansion cone coupled to the support member, 
an expandable tubular member coupled to the expandable expansion cone; 
and 

a resilient anchor coupled to the expandable tubular member. 

The apparatus of daim 134, wherein the resilient anchor includes: 
a resilient scroll. 

The apparatus of claim 134, wherein the resilient anchor includes: 
one or more resilient anrns. 

The apparatus of daim 134, wherein the resilient anchor indudes: 
one or more resilient radially oriented elements. 

The apparatus of daim 134. wherein the resilient anchor is adapted to mate 
with the expansion cone. 

25 

139. An expandable tubular member, comprising: 
an expandable tubular body; 

one or more resilient panels coupled to the expandable tubular body; and 
a release member releasably coupled to the resilient panels adapted to 
30 oontrollably release the resilient panels. . 

140. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

a support member; 
35 an expansion cone coupled to the support member; 

144. 
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an expandable tubular member coupled to the expandable expansion cone; 

and 

an anchor coupled to the expandable tubular member, including: 
one or more spikes pivotally coupled to the expandable tubular member for 
5 engaging the preexisting stnjcture. 

141 . The apparatus of daim 140, further including one or more corresponding 
actuators for pivoting the spikes. 

10 1 42. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

a support member; 

an expansion cone coupled to the support member, 

an expandable tubular member coupled to the expandable expansion cone; 

15 and 

an anchor coupled to the expandable tubular member, including: 
one or more petal baskets pivotally coupled to the expandable tubular 
member. 

20 143. The apparatus of daim 142, further induding one or more corresponding 
actuators for pivoting the petal baskets. 

144. An apparatus for coupling an expandable tubular member to a preexisting 

strudure, comprising: 
25 a support member; 

an expansion cone coupled to the support member; 

an expandable tubular member coupled to the expansion cone, induding: 

a slotted portion provided at one end of the expandable tubular member. 

30 1 45. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

a support memt>er; 
an expansion cone; 

an expandable tubular member coupled to the expanston cone; 
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a coupling device coupled to the support memt)er and an end portion of the 
expandable tubular member; and 

a mass coupled to the end portion of the expandat>le tubular member, 
wherein the weight of the mass is greater than about 50 to 100 % of the yield 
5 strength of the expandable Uibular member. 

146. An apparatus for coupling an expandable tubular member to a preexisting 
structure, comprising: 

a support member including a fluid passage; 
10 an expansion cone coupled to the support member; 

an expandable tubular member coupled to Vhe expansion cone; 
a slip joint coupled to the expansion cone; 
an end plate coupled to the slip joint; 

a fluid chamber coupled to the fluid passage, the fluid chamber defined by 
1 5 the interim portion of the expandable tubular member between the expansion cone 
and the end plate. 

147. A method of coupling a tubular member to a preexisting structure, 
compnsing: 

20 positioning the tubular member and an expansion cone within the preexisting 

structure; 
axially displacing the expansion cone; 
removing the expansion cone; and 
applying direct radial pressure to the tubular member. 

25 

148. The method of claim 147, wherein axially displacing the expansion cone 
includes: 

pressurizing at least a portion of the interior of the tubular nnember. 

30 149. The method of daim 147, wherein axially displacing the expansion cone 
includes: 

injecting a fluidic nrtaterial into the tubular member. 



35 



150. The method of daim 147, wherein axially displadng the expansion cone 
indudes: 
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1 51 . The method of claim 147, wherein axially displacing the expansion cone 
includes: 

5 displacing the expansion cone into the tubular member. 

152. The method of daim 147, wherein axially displacing the expansion cone 
includes: 

displacing the expansion cone out of the tubular memt>er. 

10 

153. The methcid of daim 147, wherein axially displadng the expansion cone 
radially expands the tubular member by about 10% to 20%. 

154. The method of daim 147, wherein applying direct radial pressure to the first 
1 5 tubular member radially expands the tubular member by up to about 5%. 

155. The method of daim 147, wherein applying direct radial pressure to the . 
tubular member indudes applying a radial force at discrete locations. 

20 156. The method of daim 147, wherein the preexisting structure indudes a 
wellbore casing. 

157. The method of daim 147, wherein the preexisting structure indudes a 
pipeline. 

25 

158. The method of daim 147. wherein the preexisting structure indudes a 
structural support. 

159. An apparatus, comprising: 

30 a tubular member coupled to a preexsting structure: 

wherein the tubular member is coupled to the preexisting structure by the 
process of: 

positioning the tubular member and an expansion cone within the preexisting 
structure; 

35 axially displadng the expansion cone; 
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160. The apparatus of claim 159, wherein axially displacing the expansion cone 
5 includes: 

pressurizing at least a portion of the interior of the tubular member. 

161. The apparatus of claim 159, wherein axially displacing the expansion cone 
includes: 

1 0 injecting a fiuidic material into the tubular member. 

162. The apparatus of daim 159. wherein axially displacing the expansion cone 
Includes: 

applying a tensile force to the expansion cone. 

15 

163. The apparatus of claim 159, wherein axially displacing the expansion cone 
includes: 

displacing the expansion cone into the tubular member. 

20 164. The apparatus of claim 159, wherein axially displacing the expansion cone 
includes: 

displadhg the expansion cone out of the tubular member. 

165. The apparatus of daim 159, wherein axially displacing the expansion cone 
25 radially expands the tubular member by about 1 0% to 20%. 

166. The apparatus of daim 159, wherein applying direct radial pressure to the 
tubular member radially expands the tubular memt)er by up to about 5%. 

30 167. The apparatus of daim 159, wherein applying direct radial pressure to the 
tubular memt)er ihdudes applying a radial force at discrete locations. 

168. The apparatus of daim 159, wherein the preexisting structure indudes a 
weflbpre casing. 

35 
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169. The apparatus of claim 1 59, wherein the preexisting structure includes a 
pipeline. 



170. The apparatus of daim 1 59, wherein the preexisting structure includes a 
5 stnictural support. 

171 . A system for coupling an expandable tubular member to a preexisting 
stmcture, comprising: 

means for positioning the tubular member and an expansion cone within the 
10 preexisting structure; 

means for anchoring the tubular member to the preexisting structure; 

means for axially displacing the expansion cone relative to the tubular 
member by pulling the expansion cone through the tubular member; and 

means for lubricating the interface between the expansion cone and the 
15 tubular member. 

172. The system of daim 1 71 , wherein the means for lubricating the interfaca 
between the expansbn cone and the tubular member indudes: 

means for injecting a lubricating fluid into the trailing edge of the interface 
20 between the expansion cone and the tubular member. 

173. The system of daim 172, wherein the lubricating fluid has a viscosity ranging 
from about 1 to 10,000 centipoise. 

25 174. The system of daim 172, wherein the injecting indudes: 

injecting lubricating fluid into a tapered end of the expansion cone. 

175. The system of daim 172, wherein the means for injecting Indudes: 
means for injecting lubricating fluid into the area around the axial midpoint of 

30 a first tapered end of the expansion cone. 

176. The system of daim 172, wherein the means for injecting indudes: 
means for injecting lubricating fluid into a second end of the expansion cone. 

35 1 77. The system of daim 1 72. wherein the means for injecting indudes: 
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means for injecting lubricating fluid into a tapered first end and a second end 
of the expansion cone. 



178. The system of dalm 172, wherein the means for injecting includes: 

5 means for injecting lubricating fluid into an interior of the expansion cone. 

179. The system of dalm 172. wherein the means for injecting indudes: 

means for injecting lubricating fluid through an outer surface of the expansion 

cone. 

10 

1 80. The system of daim 172, wherein the means for injeding indudes: 
means for injecting the lubricating fluid into a plurality of discrete locations 

along the trailing edge portion. 

15 181. The system of daim 1 72. wherein the lubricating fluid comprises: 
drilling mud. 

1 82. The system of daim 1 72, wherein the lubricating fluid further indudes: 
TorqTrim III; 

20 EP Mudlib; and 

DrillN-Slid. 

1 83. The system of daim 172. wherein the lubricating fluid comprises: 
TorqTrim III; 

25 EP Mudlib; and . 

DrillN-Slld. 

1 84. The system of daim 71 1 . wherein the means for lubricating the interface 
t>etween the expansion cone and the tubular member indudes: 

30 means for coatir^ the interior surface of the tubular member with a lubricant. 

1 85. The system of daim 1 71 , wherein the means for lubricating the interface 
between the expansion cone and the tubular member indudes: 

means for coating the interior surface of tiie tubular member with a first part 
35 of a lubricdnt; and 
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means for applying a second part of the lubricant to the interior surface of the 
tubular member. 



186. The system of ddim 184, wherein the lubricant comprises a nnetallic soap. 

5 

187. The system of claim 184. wherein the lubricant is selected from the group 
consisting of OLube-10. C-PHO&-58-M, and OPHOS-58*R. 

188. The systerh of daim 184, wherein the lubricant provides a sliding friction 
1 0 coeffident of less than about 0.20. 

189. The system of daim 184, wherein the lubricant is chemically bonded to the 
Interior surfaces of the tubular members. 

15 1 90. The system of daim 1 84, wherein the lubricant is mechanically bonded to the 
interior surfaces of the tubular members. 

1 91 . The system of daim 1 84, wherein the lubricant is adhesively bonded to the 
interior surface of the tubular members. 

20 

192. The system of daim 1 84, wherein the lubricant indudes epoxy, molybdenum 
disulfide, graphite, aluminum, copper, alumisilicate and polyethytenepolyamine. 

1 93. A system for coupling a tubular member to a preexisting structure, 
25 comprising: 

positioning the tubular member and an expansion cone witiiin the preexisting 
structure; 

anchoring the tubular member to the preexisting structure; and 

axiaily displadng the expansion cone relative to the tubular member by 
30 pulling the expansion cone through the tubular member 

wherein the tubular member indudes: 

an annular member, induding: 

a wall thickness that varies less than about 8 %; 

a hoop yield strength that varies less than about 10 %; 
35 imperfections of less than about 8 % of the wall thickness; 
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no failure for radial expansions of up to about 30 %; and 
no necking of the walls of the annular member for radial expansions of up to 
about 25%. 

5 1 94. A system for coupling a tubular member to a preexisting stmcture, 
comprising: 

injecting a lubricating fluid into the preexisting structure; 
positioning the. tubular member and an expansion cone within the preexisting 
structure; 

1 0 anchoring the tubular member to the preexisting structure; and 

axiajly displacing the expansion cone relative to the tubular member by 
pulling the expansion cone through the tubular member. 

1 95. The system of claim 1 94, wherein the lubricating fluid comprises: 
1 5 BARO-LUB GOLD-SEAL^ brand drilling mud lubricant. 

1 96. A system for coupling an expandable tubular meniber to a preexisting 
structure, comprising: 

means for positioning the expandable tubular member and an expansion 
20 cone within ttie preexisting structure; 

means for anchoring the expandable tubular member to the preexisting 
structure; and 

means for axially displacing the expansion cone relative to the expandable 
tubular member by pulling the expansion cone through tiie expandable tubular 
25 member, 

wherein the expandable tubular member includes: 

a first tubular memt>en 

a second tubular member, and 

a ttireaded connection for coupling the first tubular member to the second 
30 tubular member, the threaded connection including: 

one or more sealing menrit>ers for sealing the interface between Uie first and 
second tubular members. 



35 



197. The system of daim 196, wherein the threaded connection comprises a pin 
and box ttireaded connection. 
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198. The system of daim 196, wherein the sealing members are positioned 
adjacent to an end portion of the threaded connection. 

5 199. The system of daim 196, wherein one of the sealing members is positioned 
adjacent to an end portion of the threaded connection; and wherein another one of 
the sealing members is not positioned adjacent to an end portion of the threaded 
connection. 

1 0 200. The system of daim 1 96, wherein a plurality of the sealing members are 
positioned adjacent to an end portion of the threaded connection. 

201 . A system for coupling an expandable tubular member to a preexisting 
stmcture, comprising: 

15 means for positioning the expandable tubulaf member and an expansion 

cone within the preexisting structure; 

means fdr anchoring the expandable tubular member to the preexisting 
structure; and 

means for axially displadng the expansion cone relative to the expandable 
20 tubular memt>er by pulling the expansion cone through the expandable tutnjlar 
member, 

wherein the expandable tubular member includes a plurality of tubular 
members having threaded portions that are coupled to one another by the process 
of: 

25 coating the threaded portions of the tubular members with a sealant; 

coupling the threaded portions of the tubular members; and 
curing the sealant 

202. The system of daim 201 , wherein the sealant is seleded from the group 
30 consisting of epoxies, themfiosetting sealing compounds, curable sealing 

compounds, and sealing compounds having poiymerizable materials. 

203. The system of daim 201 , further induding: 

means for initially curing the sealant prior to radially expanding the tubular 
35 members; and 
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means for finally curing the sealant after radially expanding the tubular 
mennbers. 



204. The system of daim 201 . wherein the sealant can be stretched up to about 
5 30 to 40 percent after curing without failure. 

205. The system of claim 201 , wherein the sealant Is resistant to conventional 
wellbore fluidic materials. 

1 0 206. The system of daim 201 , wherein the material properties of the sealant are 
substantially stable for temperatures ranging from about 0 to 450 ^F. 

207. The system of daim 201 , further including: 

means for applying a primer to the threaded portions of the tubular members 
1 5 prior to coating the threaded portions of the tubular members with the sealant 

208. The system of claim 207, wherein the primer indudes a curing catalyst. 

209. The system of daim 207. wherein the primer is applied to the threaded 
20 portion of one of the tubular members and the sealant is applied to the threaded 

portion of the other one of the tubular members. 

21 0. The system of daim 207. wherein the primer indudes a curing catalyst. 

25 21 1 . A system for coupling a tubular member to a preexisting structure, 
comprising: 

positioning the tubular member and an expansion cone within the preexisting 
structure; 

anchoring the tubular merrier to the preexisting structure; and 
30 axially displadng the expansion oone relative to the tubular member by 

pulling the expansion oone through the expandable tubular member; 
wherein the tubular member indudes: 
a pair of rings for engaging the preexisting stnjdure; and 
a sealing element positimed t>etween the rings for sealing the interface 
35 between the tubular memt>er and the preexisting structure. 
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212. A system for coupling a tubular member to a preexisting structure, 
comprising: 

positioning the expandable tubular member and an expansion cone within 
5 the preexisting structure; 

anchoring the expandable tubular member to the preexisting structure; and 
axialiy displacing the expansion cone relative to the expandable tubular 
member by pulling the expansion cone through the expandable tubular member; 
wherein the tubular member includes one or mors slots. 

10 

213. The system of claim 212, wherein ttie slots are provided at a preexpanded 
portion of the tubular member. 

214. The system of daim 212, wherein the slots are provided at a non- 
15 preexpanded portion of ttie tubular membier. 

21 5. A system for coupling a tubular member to a preexisting structure, 
comprising: 

positioning the expandable tubular member and an e}9)ansion cone within 
20 the preexisting structure; 

anchoring the expandable tubular nnember to the preexisting structure; and 

axialiy displacing the expansion cone relative to the expandable tubular 
member by pulling the expansion cone through ti^e expandable tubular memt>er; 

wtierein the tubular member includes: 
25 a first preexpanded portion; 

an intermediate portion coupled to the first preexpanded portion including a 
sealing element; and 

a second preexpanded portion coupled to the intermediate portion. 

30 216. A system for coupling a tubular member to a preexisting structure, 
comprising: 

positioning the expandable tubular ntember and an expanstoh cone wittiin 
the preexisting structure; 

anchoring the expandable tubular memt>er to ttie preexisting structure; and 
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axially displacing the expansion cone relative to the expandable tubular 
member by pulling the expansion cone through the expandable tubular member by 
applying an axial force to the expansion cone; 

wherein the axial force includes: 

a substantially constant axial force; and 

an increased axial force. 

21 7. The system of daim 21 6. wherein the increased axial force Is provided on a 
periodic basis. 

218. The system of daim 216, wherein the increased axial force is provided on a 
random basis. 

21 9. The system of daim 21 6, wherein the ratio of the increased a)dal force to the 
substantially constant axial force ranges from about 5 to 40 %. 

220: A system for coupling a tubular member to a preexisting stmcture, 
comprising: 

means for positioning the tubular member and an expansion cone v^thin the 

preexisting structure; 

means for anchoring the tubular member to the preexisting structure; and 
means for axially displadng the expanston cone relative to the expandable 

tubular member by pushing and pulling the expansion cone through the expandable 

tubular member. 

221. The system of daim 220, wherein the means for pushing the expansion cone 
indudes: 

means for Injecting a pressurized fluidic material into contact with the 
expansion cone. 

222. A system for coupling a tubular member to a preexisting stnjcture, 
comprising: 

means for positioning the tubular member and an expansion cone within the 
preexisting structure; 

means for anchoring the tubular member to the preexisting structure; 
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means for axially displacing the expansion cone relative to the tubular 
member by pulling the expansion cone through the expandable tubular memt>er; . 
and 

means for injecting a curable fluidic sealing material between the tubular 
5 member and the preexisting structure prior to axially displacing the expansion cone. 

223. A system for coupling a tubular member to a preexisting structure, 
comprising: 

means for positioning the tubular member and an expansion cone vMiin the 
1 0 preexisting structure; 

means for anchoring.the tubular member to the preexisting structure by 
increasing the size of the expansion cone; and 

means for axially displacing the expansion cone relative to the tubular . 
member by pulling the expansion cone through the tubular member. 

15 

224. A system for coupling a tubular member to a preexisting sfructure, 
comprising: 

means for positioning the tubular member and an expansion cone within the 
preexisting structure; 

20 means for anchoring the tubular member to the preexisting structure by 

heating a portion of the tubular member, and 

means for axially displacing the expansion cone relative to the tubular 
member by pulling the expansion cone through the tubular member 

25 225. A system for coupling an expandable tubular member to a preexisting 
structure, comprising: 

means for positioning the expandable tubular member, an expansion cone, 
and an anchoring device within the preexisting structure; 

means for positioning the anchoring device above the expansion cone; 
30 means for anchoring the expandable tubular member to the preexisting 

structure using the anchoring device; and 

means for axially displacing the expansion cone. 

226. A system for coupling an expandable tubular member to a preexisting 
35 structure, comprising: 
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means for positioning the tubular member and an expansion cone within the 
preexisting structure; 

means for explosively anchoring the tubular member to the preexisting 
structure; and 

5 means for axially displacing the expansion cone relative to the tubular 

member. 

227. A system for coupling an expandable tubular to a preexisting structure, 
comprising: 

10 means for fixing the position of an expansion cone within the preexteting 

structure; 

means for driving the expandable tubular member onto the expansion cone 
in a first direction; and 

means for axially displacing the expansion cone in a second direction relative 
15 to the expandable tubular member; 

wherein the first and second directions are different. 

228. A system for coupling an expandable tubular member to a preexisting 
structure, comprising: 

20 means for placing the expandable tubular, an expansion cohe, and a resilient 

anchor within the preexisting structure; 

means for releasing the resilient anchor; and 

means for axially displacing the expansion cone within the expandable 
tubular member, 

25 

229. A system for coupling an expandable tubular member to a preexisting 
structure, comprising: 

means for placing the expandable tubular member, an expansion cone, and 
an anchor into the preexisting structure; 
30 means for anchoring the expandable tubular member to the preexisting 

structure that includes means for pivoting one or more engagement elements; and 

means for a)dally displacing the expansion cone. 

230. The system of daim 229, wherein the means for pivoting the engagement 
35 elements includes: 
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231 . The system of claim 229, wherein the means for pivoting the engagement 
elements includes: 

5 means for placing a quantity of a fluidic material onto the engagement 

elements. 

232. The system of daim 229. wherein the means for pivoting the engagement 
elements includes: 

1 0 means for displacing the expandable tubular member. 

233. A system for coupling an expandable tubular member to a preexisting 
structure, comprising: 

means for placing the expandable tubular member and an expansion cone 
15 into the preexisting structure; 

means for placing a quantity of a fluidic material onto the expandable tubular 
member to anchor the expandable tut>ular member to the preexisting structure; and 
means for axially displacing the expansion cone. 

20 234. The system of claim 233, wherein the fluidic material comprises a barite plug. 

235. The system of daim 233, wherein the fluidic material comprises a flex plug. 

236. A system for coupling an expandable tubular menriber to a preexisting 
25 stoicture. comprising: 

means for positioning the expandable tubular member and an expansion 
cone into the preexisting stmcture; 

means for anchoring the expandable tubular member to the preexisting 
structure by injecting a quantity of a hardenabie fluidic material into the preexisting 
30 structure; 

means for at least partially curing the hardenabie fluidic sealing material; and 
means for axially displadng the expansion cone. 



35 



237. A system for coupling an expandable tubular member to a preexisting 
structure, comprising: 
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means for placing the expandable tubular member and an expansion cone 
within the preexisting structure; and 

means for applying an axial force to the expandable tubular member in a 
downward direction. 

5 

238. A system for coupling an expandable tubular member to a preexisting 
structure, comprising: 

means for placing the expandable tubular member and an expansion cone 
. within the preexisting stmcture; 
1 0 means for injecting a quantity of a first fluidic material having a first density 

into the region of the preexisting structure outside of the expandable tubular 
member; and 

means for injecting a quantity of a second fluidic material having a second 
density into a portion of the expandable tubular member below the expansion cone; 
1 5 wherein the second density is greater than the first density. 

239. A system for coupling an expandable tubular memt>er to a preexisting 
structure, comprising: 

means for placing the expandable tubular member and an expansion cone 
20 into the preexisting structure; 

means for anchoring the expandable tubular member to the preexisting 
structure; 

means for applying an axial force to the expansion cone; and 
means for pressurizing an interior portion of the expandable tubular member 
25 below the expansion cone. 

240. A system for coupling an expandable tubular member to a preexisting 
struc^re, comprising: 

means for placing the expandable tubular member and an expansion cone 
30 into the preexisting structure; and 

means for applying an axial force to the expandable tubular member. 

241 . A system for coupling a tubular memt>er to a preexisting structure, 
comprising: 
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means for positioning the tubular number and an expansion cone within the 
preexisting structure; 

means for axiaily displacing the expansion cone; 
means for removing the expansion cone; and 
5 means for applying direct radial pressure to the tubular member 

242. The system of daim 241 , wherein the means for axiaily displacing the 
expansion cone indudes: 

means for pressurizing at least a portion of the interior of the tubular 
10 member. 

243. The system of daim 241 , wherein the means for axiaily displadng the 
expansion cone indudes: 

means for injecting a fluidic material into the tubular member. 

15 

244. The system of daim 241 , wherein the means for axiaily displadng the 
expansion cone indudes: 

means for applying a tensile force to the expansion cone. 

20 245. The system of claim 241 , wherein the means for axiaily displadng the 
expansion cone indudes: 

means for displadng the expansion cone into the tubular member. 

246. The system of daim 241 , wherein the means for axiaily displadng the 
25 expansion cone indudes: 

means for displadng the expansion cone out of the tubular member. 

247. The system of daim 241 , wherein the means for axiaily displadng the 
expansion cone radially expands the tubular member by about 10% to 20%. 



30 



248. The system of daim 241 , wherein the means for applying direct radial 
pressure to the first tubular member radially expands the tubular member by up to 
about 5%. 



161 



25791.38.13 P83667GB06 

249. The system of claim 241 , wherein the means for applying direct radial 
pressure to the tubular member Includes means for applying a radial force at 
discrete locations. 

5 250. The system of daim 241 . wherein the preexisting structure includes a 
wellbore casing. 

251 . The system of daim 241 . wherein the preexisting structure iiKdudes a 
pipeline. 

0 

252. The system of daim 241 , wherein the preexisting structure indudes a 
structural support 
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